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CHAPTER LI 



ALTERNATING CURRENT MOTORS 

The almost tmiversal adoption of the alternating current 

system of distribution of electrical energy for light and power, 
and the many inherent advantages of the alternating current 
motor, have created the wide field of application now covered 
by this type of apparatus. 

As many central stations furnish only alternating current, it 
has become necessary for motor manufacturers to perfect types 
of alternating current motor suitable for all classes of industrial 

drive and which are adapted for use on the kinds of alternating 
circuit employed. This has naturally resulted in a multiplicity 
of types and a classification, to be comprehensive^ must, as in the 
case of alternators, divide the motors into groups as regarded 
from several points of view. Accordingly, alternating current 
motors may be classified: 

1. With respect to thdr principle of operation, as 

o. SYNCHRONOUS MOTORS; 
b. ASYNCHRONOUS MOTORS: 



1. Induction motont 

■ series; 

2. Gosnmutator motors 



compgnsaieis 

shunt; 



2. With respect to the current as 

a. Single phase; 
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SYNCHRONOUS MOTOR 




EXTERNAL CIRCUIT 




ALTERNATOR 



SYNCHRONOUS MOTOR 



Pigs. 1,685 to 1,588, — Synchronous motor principles: I. A single phase syruhronous motc^ 
is not ntf-starting. The figures show an elementary alternator and an elementary syn* 
chronous motor, the construction of each being identical as shown. If the alternator 
be started, during the first half of a revolution, beginning at the initial position ABCD, 

fig. 1,')S'), current will flow in the direction indicated by the arrows, passing through the 
external circuit and armature (A Ihf motor, fig. 1,586, inducing magnetic poles in the 
latter as shown by the vertical arr' These poles aie attracted by unlike poles of the 
field magnets, which tend to turn the motor armature in a counter-clockwise direction. 
Now, before the torque thus set up has time to overcome the Inertia of the motor arma^ 
tHre and cause it in rninte, the alternator armature has completed the half ra'olution, and 
begmning the second half of the revolution, as in fig. 1,5X7, the ciirn nt is reversed and 
consequently the induced magnetic potes in the motor armature are reversed tUstk This 
tends to rotate the armature in the reverse direction, as in fig. 1,588. I hese reversals 
I)/ current occur with such frequency that the force does not act lonjl enough in either 
direitiiin to overcome the inurtia of the armatio' : ( ousrqurnlly it remains at rc<t, nr to be 
exact, it vibrates. Hence, a snigle phase synchronous motor must be started by some 
external force and brought up to a speed that gives the same frequency as the alternator 
before it will operate. A single phase synchronous motor, then, is not self-starting, which is 
one of its disadvantages; the reason it will operate after being speeded up to synchronism 
with the altenuitor and theaoonnected in the circuit is eapkuned in figa. 1,689 to 1,692. 
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3. With respect to speed, as 

a. Constant speed; 
6. Variable Speed. 

4* With respect to structural features, as 

a. Enclosed; 

b. Semi-enclosed; 
C. Open; 

d. Pipe ventilated; 

e. Back geared; 

/, Skeleton frame; 
£. Riveted frame; 
h. Ventilated; etc 

Q£ the above divisions and sub-divisions some are self-deiining 
and &eed iittle or no explanation; the others, however, will be 
considered in detail, with explanations of the principles of opera- 
tion and construction. 

• 

Synchronous Motors. — The term "synchronous" means 
in unison, 1 hat is, in step, A so called synchronous motor, then, 
as generally defined, is one which rotates in unison or in step with 
the phase of the dhemating current which operates it 

Strictly speaking, hmvever, it should be noted that this condition of 
Operation is only approximately realized as will be later shown. 

Any single or polyphase alternator will operate as a syn- 
chronous motor when supphed with current at the same pressure 
and frequency as it produces as a generator, the essential con* 
dition, in the case of a single phase madiine, being that it be 
speeded up to so called synchronism before being put in the circuit. 

In construction, synchronous motors are almost identical with 
the corresponding alternator, and consist essentially o£ two 
elements: 

1. An armature, 

2. Afield* 



Digitized by Google 



1,270 



HAWKINS ELECTRICITY 




EXTERNAL C!""" 



ALTERNATOR 




SYNCHRONOUS MOTOR 




EXTERNAU/ClRCUtT 



ALTERNATOR 




SYNCHRONOUS MOTOR 



-1,589 to 1.592. — Synchronnug motor principles: II. The condition necamry for syn~ 
ettronous motor operation is that the motor be speeded up until it rotates in synchronism, that 
IS, in step 'ii'iih the uUernator, This means that the motor must be run at the saxne6«quency 
Sk- tP*^*" necessarily at the same speed). In the figures it is assumed that 

ine motor nas been brought up to synchronism with the alternator and connected in 
* ^F'^^^^s shown. In figs.l,589and l,590thearTov, s indicate tlic direction of thectirrent 
lor the armature position shown. The current flowing through the motor armature 
induces magnet ic poles which are attracted by the field poles, thus producing a tomne In 
1^*^ which the annature is rotating. After the alternator coll passes the 

vertical position, the corrent reverses as in fig. 1..501, and the current flows through the 
motor armature m the opposite dircctif>n, thus reversing the induced pcjles as in fig. 1.592. 
J Hts brtngs like poles near each other, and since the motor coil has rotated beyond the vertical 
Posttton the repellinft action of the like poles, and also tho attracrion of unlike poles, 
proauces a torque acting in the direction in which the motor is rotating. Ilence, when the two 
annatures move synchronously, the torque produced by the action of the induced poles 
won the field poles is a! v a y s in the direction in which the motor is numtng, and acooid- 
lagly, tends to keep It moderation. ~ 
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dther of which may revdve. The field is separately excited with 

direct current. 

The principles upon which such motors operate may be ex- 
plained by considering the action of two elementary alternators 




NO PHASE DIFFERENCE 
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EXTERNAL CIRCUIT 
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SYNCHRONOUS MOTOR 



FiCS. 1.593 and 1 ,594.— Synchronoufl motor principles: III. Ths current which flows tkrmthUi$ 
armature of a synchronous motor is that due to the effectlTe pressure. Since the motor 

rotates in a magnetic field, a pressure is induced in its armature in a direction opposite 
to that induced in the armature of the alternator, and called the reverse pressure, as dis- 
tinguiahed from ^e prenure generated by the alternator called the impressed pressure. 
At any instant, the pressure available to cause current to fiow through the two armatures , coiled 
the effective pressure, is equal to the difference between the pressure generated by the 
alternator or impressed pressure and the reverse pressure induced in the motor. Mow 
if the motor be perfectly free to turn, that is, without load or friction, the reverse pressure 
wQl equal tlie impress^ pressure and no current wiXL flow. This is the case of real tyn* 
chronous operation, that is, not only is the frequency of motor and alternator the same, 
but the coils rotate without phase difference. In figs. 1,593 and 1,594, the impressed and 
reverse pressures are represented by the dotted arrows P,* and P.. respectively. Since in 
this case these oppomag presstuvs are equal, the iwaultaat or effective pressure is sero: 
hmce, there is no current. In actual maakines fMs eomdiUon is impossible . because even if 
the motors have no external load, there is always more or less friction present; hence, in 
operation there must be more or less current flowing through the motor armature to 
induce ma^etic poles 80 as to produce sufiScient torque to carry the load. The action of 
the motor m automatically adjusting the effective pressure to suit the load is eq>lained in 
figs. 1,596 and 1,508. 

connected in circuit, as illustrated in the accompanying illustra- 
tions, one alternator being used as a generator and the other as 
a synchronous motor. 
Suppose the motor, as in fig^. 1,685 and 1,586, be at rest wlien 
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it is oonnected in circuit witk the alternator. The alternating 
current will flow through the motor armature and produce a 

reaction upon the field tending to rotate the motor armature 
first in one direction, then in another. 




Pigs. 1.595 and 1,596. — Synchronous motor principles: IV — A synchronous motor adjusts 
Usdf to changes <^ load by changing the phase difference between current and ffwmre* II 
there be no load and no friction, tiie motor when speeded np and connected in the dr« 

cuit. will run in true synchrcmism xsnth the alternator, that is. at any instant, the coils 
A B C D and A^E'CD" will be in parallel planes. When this condition obtains, no 
current will flow and no torque will be required (as explained in figs. 1.593 and 1,594). 
If a load be jput on the motor, the effect will be to cause A°BX°D° to lag behind tha 
alteniator cmi to some position A"B"C"iy and current to flow. The reverse nressnrs 
witt lag bAind the impressed pressure equally with the coil, and the current which has 
now started wiil ordinarily take an intermediate phase so that it is behind the impressed 

eessure but in advance of the reverse pressure. These phase relatioas may be represented 
the figure by the armatu'v positions shown, viz.: 1. tne synchronous position A^B^C'D** 
l e pres c nting the impressed pressure, 2, the intermediate position A'B'C'D'. the current, 
3» the actual positinn A"n"C"D'' (rorrespondinj^ to niechanical la^O. the reverse pres- 
sure. From the ligure it will be seen that the current phase represented by A'B'C'D' 
is in advance of the reverse pressure phase r e presented by A'^B'^C 'D'*. Hence, by 
amoature reaction, fthe current leading the reverse pressure weakens the motor field ana 
reduces the reverse pressure, thus establishing equilibrium between current and load. As 
the load ia inrreascd, the mechanical la^ of the altt rnator coil l>ecomes {^Toater and like- 
wise the current lead with resjK'ct to the reverse pressure, which intensifies the arma- 
ture reaction and allows more current to flow. In this way equilibrium is maintained 
tor variations in load within the limits of zero and 90° mechanical lag. The effect of 
armature reaction on motors is just the reverse to its effect on alternators, which results 
in marked automatic adjustment betweon the machines especially when a single motor 
is operated from an alternator gf about the same size. In other words, the current 
-vhich weakens or strengthens thb motor field» ■treogUMOS or weakeoa x— b ac ti vdy ttm 
alternator field as tha load aa vasied. 
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Because of ike very rapid reversals in directum of the torque ikus set upt 
there is not suffidoHlHme to overcome the Inertia off the armature 

before the current reverses and produces a torque in the opposite dirrdion, 
hence, the armature remains stationary or, strictly speaking, it vibrates. 

Now if the motor armature be first brought up to a speed correspond- 
ing in frequency to that of the alternator before connecting the motor 
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Figs. 1,597 and 1,598. — Synchronous nooior principles: V. The effectiveness of armature reac- 
tion in weakening the field is ProporUonal to the sine of the anile by which the current lags 
behind the impressed pressure. If a motor be without load or friction, its armature will 
revolve synchronously (in parallel planes) with the alternat or armature. In the fiRures 
let ABCD represent an instantaneous position of the motor armature when tins condition 
obtains; it will then represent the phase relationship of impressed and reverse pressures 
for the same condition of no load, no friction, operation. Now, if a Hfiht load be placed 
on the motor for the same instantaneous position of alternator armature, the motor coll 
will drop behind to some position as A", fig. 1,597 (part of the coil only beinR shown). 
The reverse pressure will also laganraual amount and its phase with re^i^t^i • i< > t ;u- iniprtSHtd 
pressure wUl be represented by A". Ine armattu^ current will ordinarily take an intermedi- 
ate phase, represented by coil position A'B'C'D', inducing a field strength corresponding to 
the 9 lines of force OF, O'F', etc. The nirrent bein^ in advance of the phase of the reverse 
Pressure A", the armature reac/iow weakens the field, thus reducing the reverse pressure and 
allowing the proper current to flow to balance the load. The amount by which the field is 
weakened may be determined by resolving the induced magnetic Unes OF. O'F', 0"F", etc., 
into components OG, GF. 0'G% GT\ Cr'G", G"P", etc, respectively parallel and at right 
angles to the lines of force of the main field. Of these components, the field is weaken' d 
only by OG. O'G', 0"G", etc. Since by construction, angle OFG =AOA'. and calling C )F 
unity length. OG = sine of angle by which the current lags behind the impressed pressure. 
The construction is diown better in the enlarged diagram. For a heavier load the arma- 
tttre coQ win drop bade further to some position as A'", fig. 1.598, and the lag of the 
current increase to some intermediate phase as A"R" C"D". By similar construction it 
is seen that the component OG (fig. I,5!t7) has increaj^ed to OJ (fig. l.ijOS), this com- 
ponent thus further weakening the main field, by an amount proportional to the sine of 
the angle by which the current lags behind the impressed pressure. The increased current 
which is now permitted to flow, causes the induced field to be strengthened (as uuiicated 
by the dotted magnetic lines M, M', U", etc), thus increasing the totQue to balance 
the additional load. 
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in the circuit, the anuattue will oontinua revolving at tho eaine frequfincT' 

as the alternator. 

The armature continues revolving, because, at synchronous speed, 
the field fltix and omalmB etmmU Ofv atwayt «i IA« sauM nkUme position. 
productngatoiqtiewlildi always pulU fhe arnuktuie around in the same 

direction. 

A polyphase synchronous motor is self starting, because, before the 
current nas died out in the coils of one phase, it is increasing in those of 
the other phase or phases, so that Ihm is always some turning effort 
enrted on the armature. 

The speed of a sjmchronous motor is that at which it would have to 
run, if ^ven as an alternator, to deliver the number of cydes whidh is 
given by the supply alternator. 



NO TOnQUE NO TORQUE 




SYNCHRONOUS MOTOR SYNCHRONOUS MOTOR 



Flos. ItSOa aad 1.600.— SimchronoM motor prfaiciples: VI. A single phase syncknmus maa- 
has "dead centers," just the same as a one cylinder steam engine. Two diagrams of the 
motor are here shown iUustratinB the effect ot the current in both directions. When the 
plane of the coil is perpendicular to the field, the poles induced in the armature are parallel 
to field for either direction of the current; that is to say, the tield lines of force and the 
in duced lines of force acting in parallel or opposite directions, no turning effect is produced, 
just as in analogy when an tn>.'in(» is on the dead center, the piston rod (field line of force) 
and connecting rod (induced hne of force) being in a straight line, the force exerted by 
tiw itcwik on the i»i8toa prodnoes no torque. 

Por instance, a 12 pole alternator running at 600 revolutions per 
minute will deliver current at a frequency or 60 cycles a second; an 
8 pole synchronous motor supplied from that circuit will run at 9(X) 
revolutions per minute, which is the speed at which it would have to be 
driven as an alternator to give 00 cycles a second— the frequency of 
the 12 pole alternator. 
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ALTERNATOR SYNCHRONOUS MOTOR 



Figs. l.fiOl to 1.604. — Synchronous motor principles- VII. An essential condition for syn- 
chronous motor operation is that the mechanical lag be less than 90'. Figf. 1,601 and 1,602 
represent the oonditions which prevail when thelaf of the motor annAtiire A'B'C'D' is 
anything leet fhaa^OO". As diown, the lag it almost 90*. The direction of the current and 
induced poles are indicated by the arrows. The inclination of the motDr coil is such that 
the repulsion off like poles produces a torque in the direction of rotation, thus tending 
to keep motor in operation. Now, in figs. 1 .003 and 1.604, for the same position of the altcr- 
nalor ooU ABCD» if ike lag be greater than 90% ik* incUnation of ike motor coil A'fi'C'D' is 
smeh thai at tMs instant the repulsloii of like polee produces a torque in a direction oppotitm 
to that of the rotation, thus tending to stop the motor. In actual operation this guiddy 
brings the motor to rest, having the same effect aa a strong brake in overcoming the 
momeatam of a vsvotving wh eeL 

Digitized by GoogI 



1,276 



HAWKINS ELECTRICITY 



MECHANICAL LAG ^OflSr^. 
SfMCHRONOUS POSITION^ 




CURREHT PHASE 
OPPOStN6C(MP0NOff 



alt£:rhator 



SYNCHRONOUS 

nam 



Figs. 1,605 to 1,G0<S Synchronous motor principles: VIIT. // the torque and current through 

the motor armature be kept constant, strengthening the fidd will increase the mechanical lag, 
and the lead o/ the current with respect to the reverse pressure. In the fi^ixres, let A be an 
inttatitaneous pbdtioa of the alternator coil, A*, synchronous position of motor coil, 
A', position corresponding to current phase, A", actual position or mechanical lag of 
motor coil behind alternator coil necessary to maintain equilibrium. In fig. 1,606, let A' 
and A" represent respectively the relation of current phase and mechanical lag cor- 
responding to a certain load and field strength. For these conditions OG, CG', 0"G", 
etc., will represent the components of the induced Unes of force in opposition to the motor 
field, that Ls, they indicate the intensity of the armature reaction at the instant depicted. 
Now, assume the field strength to be tloubled, as in fig. 1,60S, the motor load and current 
being maintained constant. Under these conditions, the armature reaction must be 



doubled to maintain equilibrium; that is, the components OG, O'G', etc.. fi^. 1,608. must 
be twice the length of OG, O'G', etc., fig. 1,605. Also since the current is nmintained 
constant, the induced magnetic hnes OF, O'F' are of same length in both figures. Hence, 
in fig. 1,608 the plane of these components is such that their extremities touch perpen- 
diculars from G, G', etc., giving the other components FG, F'G', etc. The plane A', 
normal to OF, GKF', etc., gives the current phase. By construction, the phase oifference 
between A* and A' is such that sin A'OA' (Rg. 1,608) <- 2 X tin A*OA' (fig. 1,606). That 
is, doubling the field strength causes an increase of current lag such that the sine of the 
angle of this lag is doubled. Since the intensity of the armature reaction depends on the 
lead of the current with respect to the reverse pressure, the mechanical lag of the coil must 
be increased to some position as A'' (fig. 1,608), such as wiUgive aa anaatarezeactioa of aa 
iaUoiltar ind krt ed faj tfatooiapooents OG, 0'(y, sito. 
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The foQowing simple fcknmila gives the speed rdatiotu between 
generators and motors connected to the same circttit and having different 
numbers ol poles» 

S _ P X S 

in which ^ 
s. Revolutions per minute of the motor; 
. Number of poles of the motor; 
. Revolutions per minute of the alternator; 
P. Number of poles of the alternator. 

Question. If the field strength of a synchronoiis motor 
be altered, what effect does this have on the speed, and 
why? 

Axis. The speed does not change (save for a momentary 
variation to establish the phase relation corresponding to 
equilibrium) , because the motor has to run at the same frequency 
as the alternator. 

Ques. How does a synchronous motor adjust itself to 
changes of load and field strength? 

Ans. By changing the phase difference between the current 

and pressure. 

If, on connecting a S3mcfaronous motor to the mains, the excitation 
be too weak, so that the voltage is lower than that of the supply, this 
phase difference will appear resulting in wattless current, suice the 
missing magnetization has, as it were, to be supplied from an external 
source. A phase difference also appears ^en the magnetization is too 
strong. 

Ques. State the disadvantages of synchronous motors. 

Ans. A synchronous motor requires an auxiliary power for 
starting, and will stop if, for any reason, the synchronism be 

destroyed; collecto; rings and brushes are required. Fo: some 
purposes synchronous motors are not desirable, as for driving 
shafts in small .workshops having no other power available for 
starting, and in cases where frequent starting, or a strong torque 
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at starting is necessary. A ssmchronotis motor has a tendency 
to hunt* and requires intelligent attention; also an exciting 
current which must be suppHed from an external source. 

Ques. State the admitage of synchronous motors. 

Ans. The synchronous motor is desirable for large powers 
where starting under load is not necessary. Its power factor 
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Pto. 1,009. — Diagram illustrating method of representing the performance of synchronous 
motors. The V shaped curve is obtained by plotting the current taken by motor under 
different degrees of excitation, the power developed by the motor remaining constant. 
The current may be made to la^ or lead while the ioad remains constant, by varyiiwf 
the excitation. By varying the excitation, a certain value may be reached which wiU 

S've a minimum current in the armature; this is the condition of tmity power factor, 
now the excitation be diminished the current will lag and increase in value to obtain 
the same power; if the excitation be increased the current will lead and increase in value 
t-o ol)tain the same power. The results plotted *or several values of the excitation current 
will Kive the V curve ns sliown. This is an actual curve obtained by Mordey on a 50 kw. 
machine running u U d as a motor. Otber curvM sMiaiitad wxnw fhlil 
obtained for various loadinss of the motor. 



may be controlled by varying the field strength. The power 
factor can be made unity and» further, the current can be made 
to lead the pressure. 

A synchronous motor is frequently connected in a circuit solely to 
improve the power factor. In such cases it is often called a "condenser 
motor*' for the reason that its action is similar to that of a condenser. . 



•lyjOTE. — See Hunting of synchronous motors, page l^&O, 
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The design of synchronous motors proceeds on the same lines as 
that of alternators, and the question of voltage regulation in the latter 
becomes a question of power factor regulation in the former. 

Oues. For what service are they especially suited ? 

Ans. For high pressure service. 

High voltage current supplied to the armature does not pass through 
a commutator or slip rings; the field current which passes through slip 
rings being of low pressure does not give any trouble. 




II TTf 

Pig, 1.610. — ^Westinghouse self-starting synchronous motor. Motors of this type are suit* 
able for constant speed service where starting conditions are moderate, such as driving 
compressors, pumps, and large blowers. Synchronous motors can be made to operate 
not only as motors but as synchronous condensers to improve the power factor of the 
circuit. The field is provided with a combined starting and damper or amortisseur winding 
so proportioned that the necessary starting torque is developed by the minimum current 
consistent with satisfactory synchronous running without hunting. The armature slots are 
open and the coils form wound, impregnated, and interchangeable. Malleable iron finger 
plates at each end of the core support the teeth. Ventilating finger plates assembled with 
the laminations form air ducts. The frames arc of cast iron, box section with openings for 
ventilation; shoes and slide rails permit adjustment of position. The brush holders are of 
the standard sliding shunt type. Two or znore brushes are provided for each ring. 
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Ques. How do synchronous and induction motors 
compare as to efficiency? 

Ans. Synchronous motors aine usually the more effident. 

Hunting of Synchronous Motors.— Since a synchronous 
motor runs practically in step with the alternator, supplying it 
with current whm they both have the same number of poles, 

DRIVEN 




Pig. 1,611. — ^Mediaafcat analogy illustrating "Ituntin?.** Th« figure represents two flywheels 

connecter! by a spring susceptible to tortion in cither direction of rotation. If the wheela 
A and B be rotating at the same speed and a brake be applied, say to Bg its speed will 
diminish and the spring will coil up, an 1 it t airly flexible, more than the necessary amottnt 
to balance the load imposed by the brake; because when the position of proper torque is 
reached, B is still rotating slightly slower "^an A. and an additional torque is required to 
overcome the inertin. of B and liring its speed up tO synchronism with A. Xow Ijefore the 
Spring stops coiling up the wheels must be rotating at, the same speed. When this occurs 
we spring has reaoiea a position of too great torque, and therefore exerting more turning 
force on a than is necessary to drive it against the brake Accordingly B is accelerated 
and the spring uncoils. The velocity of B thus oscillates above and below that of A when 
a load is put on and taken off. Owing to friction, the oscillations gradually die out and 
the second wheel takes up a steady speed. A sinular action takes place in a synchronous 
motor when the load is varied. 

or some multiple of the ratio of the number of ])<)les on each 
machine, it will take an increasing current from the line as its 
speed drops behind the alternator, but will supply current to the 
Ihie as a generator if for any reason the speed of the alternator 
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should drop behind that of the motor, or the ciirrent wave lag 
behind, which produces the same effect, and due to additional 
self-induction or inductance produced by starting up or over- 
loading some other motor or rotary converter in the circuit. 

When the motor is first taking eturent, then giving ciurent 
back to the line, and this action is continued periodically, the 
motor is said to be hunting. 



INDUCTIVE CIRCUIT 




ALTERNATOR 



SYNCHRONOUS 
MOTOR 





INDUCTIVE CIRCUIT 




J 



Fig. 1,612. — Diagram illustrating the use of a s\'nchronoiis motor as a condenser. If a syn 
chronous motor be sufficiently exoited the current will lead. Hence, if it Ijo connected 
across an inductive circuit as ia the fi^^ure aad the field be over excited it will compen- 
saite for the lag^tig current in the main, thtis increasing the power factor. If the motor 

be sufficientlv over excited the power factor may be. made unity, the minimum current 
being thus obtained that will suffice to transmit ihc power in the main circuit. A syn- 
chronous motor used in this way is called a rotary condenser or syiuhronous compensatior* 
This is especially useful on long lines containing transformers and induction motors. 



Ques. What term ia applied to describe the beliavior 
of the current when hunting occurs? 

Ans. The term surging is given to describe the current 
fiucttiations produced by htmting. 

The medhamcal analogy of hunting illustmted In fig. 1,611 will help 
to an understanding of this phenonicnon. In alternating current drcoity 

a precisely similar action takes pku c between the alternators aad aya- 
chronous motors^ or even between the alternators themselves. 
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CHARACiTBRISTIGS OF SYNCHRONOUS MOTORS 

Starting. — The motor must be brought up to synchronous sj^ccd 
without load, a starting compensator being used. If provided with 
a self-starting device, the latter must be cut out of circuit at the proper 
time. The starting torque of motor with self-starting device is very small. 

Running. — The motor runs at synchronous speed. The maximum 
torque is several times full load torque and occurs at synchronous speed. 

Stopping. — If the motor receive a sudden overload sufficient to mo- 
mentarily reduce its speed, it will stop; this may be brought about by 
momentary interruption of the current, sufficient to cause a loss of 
synchronism. 

Effect upon Circuit. — In case of short circuit in the line the motor 
acts as a generator and thus increases the intensity of tlie short circuit. 
The motor imjiresscs its own wave form upon the circuit. Over 
excitation will give to the circuit the effect of capacity, and under 
excitation, that of inductance. 

Power Factor. — This depends upon the field current, wave form 
and hunting. The power factor may be controlled by varying the 
field excitation. 

Necessary Auxiliary Apparatus. — ^Power for starting, or if self- 
starting, means of reducing the voltage while starting; also, field exciter, 
rheostat, friction clutch, main switch and exciter switch, instruments 
for indicating when the j&eld current is properly adjusted. 

Adaptation. — If induction motors be connected to the same line 
with a synclironous motor that has a steady load, then the field of the syn- 
chronous motor can be over excited to produce a leading current, wliich 
will counteract the efTect of the lagging currents induced by the induction 
motors. Owing to the weak starting torque, skilled attendance re- 
quired, and the liability of the motor to stop under abnormal working 
conditions, the synchronous motor is not adapted to general power dis- 
tribution, but rather to large units which operate under a steady load and 
do not rcq^uire frequent starting and stoppinn^ 

■ » 
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Induction (Asyn- 
chronous) Motors. — 

An induction motor con- 
sists essentially of an 
armature and a field mag- 
net, there being , in the 
simplest and most usual 
types, no electrical con- 
nection between these two 
parts * 

According to the kind 
of current that an induc- 
tion motor is designed 
to operate on, it may be 
classified as : 

1. Single phase; 

2. Polyphase. 

The operation* of an 
induction motor de- 
pends on the production 
of a magnetic field by 
passing an alternating 
current through field 
magnets. 



•NOTE.— The author prefers 
the terras armature and field mag- 
net, instead of "primary," "second- 
ary," "stator," "rotor," etc., as 
used by other writers, the armature 
being the part in which currents 
are induced and the field magnet 
(or magnets) that part furnishing 
the field in which the induction 
takes place. 
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The character of this field is either 

1. Oscillating*, or 

2. Rotating, 

according as single phase or polyphase current is used. 




Figs. 1,626 to 1,628. — General Electric base construction for poly phase induction motors. 
The base is made of cast iron. Adjusting gear is provided to slide the motor along the 
• base as shown in the illustrations, the movement bein^ from 6 to 12 inches according to 
size. With this design of base, motors are securely held in position under all conditions and 
may be run with an upward pull on the belt. Close fitting guides moving in an accurately 
machined slot on the base preserve a correct alignment of the motor when adjustment of 
the latter is required. The same base can be used whether the motor be supported from 
the wall or ceihng or located on the floor. A single adjusting screw is placed under the 
center line of the motor frame, which produces an even and balanced draw in either 
direction on all parts of the motor when the belt tension is altered. This screw can be 
located at either end of the base. The base can be omitted when the motor is direct con- 
nected or when provision for belt adjustment is not required. 

Ques. Describe briefly the operation of a single phase 
motor. 

Ans. A single phase current being supplied to the field 
magnets, an oscillating field is set up. A single phase motor is 



•NOTE. — "The word oscillaling is becoming specialized in its application to those currents 
and fields whose oscillat ons are being damped out, as in electric 'oscillations.' But for this, 
we should have spoken of an oscillating field. ' — .S". P. Thompson. The author believes the word 
oscillating, notwithstanding its other usage, best describes the single phase field, and should be 
here used. 
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not self -starting ; but when the armature has been set in motion 
by external meanSy the reaction between the magnetic field and the 
induced currents in the armature being no longer zero, a torque 
is produced tending to turn the armature. 

The current flowing through the armature produces an alternating 
polarity such that the attraction between the unHke armature and field 
poles is always in one direction, thus producing the torque. 




Fig. 1,629. — Richmond three phase induction motor on base fitted with screw adjusting gear 
for shifting the position of the motor on the base to take up sbick of belt. 

» * _ 

Ques. Why is a single phase induction motor not self- 
starting? 

Ans. When the armature is at the rest, the currents induced 
therein are at a maximum in a plane at right angles to the 
magnetic field, hence there is no initial torque to start the motor. 
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Oues. What 
provision is 
made for 
starting single 
phase induc- 
tion motors? 

Ans. Appar- 
atus is supplied 
for "splitting 
the phase'' 
(later described 
in detail) of the 
single phase cur- 
rent furnished, 
converting it 
temporarily into 
a two phase cur- 
rent, so as to 
obtain a rotating 
field which is 
maintained till 
the motor is 
brought up to 
speed. The 
phase splitting 
device is then 
cut out and the 
motor operated 
with the oscillat' 
ing field pro- 
duced by the 
single phase 
current. 

Digitized by Google 



ALTERNATING CURRENT MOTORS 



1.287 



Ques. Describe briefly the operation of a polyphase 
induction motor. 

Ans. Its operation is due to the production of a rotating 
magnetic field by the polyphase current furnished. This field 
"rotating" in space about the axis of the armature induces 
currents in the latter. The reaction between these currents and 
the rotating field creates a torque which tends to turn the arma- 
ture, whether the latter be at rest or in motion. 



Figs. 1642 and lft43. — Western Electric end flange nvets and punchinRS of riveted frame induc- 
tion motor. The riveted frame is constructed of two cast iron nances between which the 
stator laminations of sheet steel are securely clamped and riveted under hydraulic pressure. 
This construction exposes the laminations directly to the air and improves the radiation, 
thus insuring high overload capacity and low operating temperatures. The field slots are 
overhung or partially closed, afTordmg mechanical protection to the coils. 



Ques. Why are induction motors called * 'asyn- 
chronous"? 

Ans. Because the armature docs not turn in synchronism 
with the rotating field, or, in the case of a single phase induction 
motor, with the oscillating field (considering the latter in the 
light of a rotating field). 

Ques. How does the speed vary? 

Ans. It is slower (more or less according to load) than the 
"field speed," that is, than * 'synchronism" or the "synchronous 
speed.'* 
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Ques. What is the difference of speed called? 
Ans. The slip. 

This is a vital factor in the operation of an induction motor, since 
there must be slip in order that the armature inductors shaU cut magnetic 
lines to induce (hence the name "inducdon** motor) cumats tfaereia 
so as to create a driving torque. 




Fig. 1,650. — Ideal fifteen horse power two phase induction motor. The armature core is 
aupported by a cast iron frame carried on a baae. with sliding ways and screw adjust- 
ment for tifl^tening the belt. The armature core is provided with ventilating; apertures, 
with metal spacers between each tooth. The revolving field is a steel casting with radi- 
ally projecting i>oIes, to which the pdle shoes are bolted. The overhangifiK pole tips 
retain the field coils. All coils of the smaller sizes are wound with insulated copper wire 
of square section, and of the larger sizes, with flat copper, wound on edge, each turn beiag 
insulated by sheet insulation. Motors of this type are adapted for use in small power 
plants and isolated plants. The relatively high speed for which they are designed, re- 
duces considerably the weight and overall dimensions, and likewise the cost. The exciter 
is belt driven. The normal kw. capacity of the exciter usually exceeds the kw. required 
for the exdtation tmder noitnal load conditions to permit of station lighting. All exciters 
are built as compound wound dynamos, capable of delivering the exciter current up to 
125 volts, which is sufficient margin in the field to control the alternating current line 
'voltafe on dxcntta ol ttnuaaally low power factor. 

Ques. What is the extent of the slip? 
Ans. It varies from about 2 to 5 per cent, of synchronous 
speed depending upon the size. 

Ques. Why are induction motors sometimes called 
constant speed motors? 

Ans. They are erroneously and ill advisedly, yet conveniently 
so called by builders to distinguish them from induction motors 
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Polyphase Induction Motors. — As many central stations 
put out only alternating current circuits, it has become nec- 
essary for motor builders to perfect types of alternating current 
motor suitable for all classes of industrial drive and which are 
adapted for use on these commercial circuits. Three phase 




Pig. 1,653. — Sectional view showing parts of Reliance polyphase induction motor. A special 
feature of the squirrel ca^e armature construction is the multiplicity of short circuiting 
rixigs. The holes in the rings are bored slightly smaller than the diameter of the copper 
rods, and the force fit gives good contact. The rings having been forced in place are dip 
soldered in an alloy of tin of high melting point. The motor parts are: 1, end yoke; 
2, shaft; 3, armature short circuiting rings; 4, oil ring; 5, self-aligning bearing ljushing; 
6, spider; 7, armature bars; 8, field coils; 9, field lamination end plate; 10, field laminations; 
11, eye bolt; 12, stator locking key; 13, armature laminations; 14, armature lamination 
end nlate; 15, armature locking key; 16, dust cap; 17, oil well cover; 18, oil throws; 
19, held frame; 20, squirrel cage armature. 
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induction motors are slightly more efificient at all loads than two 
phase motors of corresponding size, due to the superior distri- 
bution of the field windings. The power factor is higher, esped^y 
at light loads, and the starting torque with full load current is 
also greater. Furthermore, for given requirements of load and 
voltage, the amount of copper required in the distributing system 
is less; consequently, wherever service conditions will permit, 
three phase motors are preferable to two phase. 




Pig. 1 ,6.'>4. — ^Tesla's rotating magnetic field. The figure is from one of Tesla's papers as given in 
The Electrician, iUuttrattognow a rotating manietic field may be produced with stationary 
magnets and polyphase currents. The inustraticm shows a laminated iron ring overwound 
with four separate coils, AA, and BB, each occupying about 90* of the periphery. The 
opposite pairs of coils AA and BB respectively are connected in series and joined to the 
leads from a two phase alternator, the pair of coils AA being on one circuit and the coils 

Son the other. The resultant flux may be obtained by combining the two fltUBM due to 
I AA and BB, taking account of the phase difference of the two pbaae conent, m in 

The construction of an induction motor is very simple, and . 
since there are no sliding contacts as with commutator motors, 

^ there can be no sparks during operation — a feature which adapts 
the motor for use in places where £re hazards are prominent. 

The motor consists, as already mentioned, simply of two parts: 
an armature and field magnets, without any electrical connection 
between Uiese ports. Its operatkm depends ttpoo: 
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1. The production of a rotating field; 

2. Induction of current in the armature; 

3. Reaction between the revolving field and the induced currents. 



5 

J. 




1 



Fig. l.^in"). — Method of obtaining resultant flux of Tesla's rotating magnetic field. The 
eight small dia^^rams here seen show the two components and resultant for eight 
equivalent successive instants of tune during one cycle. At 1, the vertical flux is at 
+ xnajumum and the horizonul is zero. At 2, the vertical flux is still + but decreasing, 
aad the horizontal is -f and iocreasing, the resultant is the thick line sloping at 45* up- 
wards to the richt; At \\w v rtu nl flux is zero, and the horizontal is at its + maximum, 
and similarly for the other diat^rams. Thus at 8, the vertical flux is + and increasuig, 
while the horizontal is — and decreasing, the resultant is the thick line sloping at 45° 
upward^ to the left. At points 2, 4, 6, and 8 the increasing fluxes are denoted by ifull and 
ihfe decreasing by dotted lines. The laminated Iron of the ring is indicated by the circles, 
and the result is thai at the instants chosen the flux across the plane of the ring is directed 
inwards from the points 1, 2, 3, 4, etc., on the inner periphery of the iron. There will, 
therefore, appear successively at these points effective north poles, the corresponding south 
poles being simultaneously developed at the points diametrically opposite These poles 
travel continuously from one position to the next, and thus the ma8ne4e fltuc ftcroat the 
plane cA the ring swings r<aind and mund. completing a Xevohltioa witbout dUUIge of 
mtensity during the cycle time of the current. 



Production of a Rotating Field.— It should at once be 

understood that the term *'rotatin^ field'* does not signify that 
part o£ the apparatus revdves, the expressiou merely prefers to 
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the magnetic lines of force set up by the field magnets without 
regard to whether the latter be the stationary or rotating member. 

A rotating field then may be defined as the resultant magnetic 
field produced by a system of coils symntetrically placed and supplied 
with polyphase currents, 

A rotating magnetic field can, of course, be produced by spinning a 

horse shoe magnet around its longitudinal axis, but with polyphase cur- 
rents, as will be later shown, the rotation of the field can be produced 
without any movement of the mechanical parts of the electro magnets. 



Pig. 1,65G. — Arago's rotations. The apparatus necessary to make the experiment consists of 
a copper disc M, arranged to rotate around a vertical axis and operated by belt dxivo, as 
shown. By turning the large pulley by hand, the disc M may be rotated with great rapidity. 
Above the disc is a glass plate on which is a small pivot supportmg a magnetic needle N, 
If the disc now be rotated with a slow and uniform velocity, the needle is deflected in the 
direction of the motion, and stops at an angle of from 20° to 30° with the direction of the 
magnetic meridian, according to the velocity of the rotation of the disc. If the velocity 
increase, the needle is ultimatdy deflected more than 90* and thea oontfaiua* to follow tm 
xnotioQ of the disc 



The original rotating magnetic field dates back to 1823, when 
Francois Jean Arago, an assistant in Davy's laboratory, dis- 
covered that if a magnet be rotated before a metal disc, the 
latter had a tendency to follow the motion of the magnet, as 
shown in fig. 290, page 270 and also in fig. 1,656. This experi- 
ment led up to the discovery which was made by Arago in 1824, 
when he observed that the number o/oscillaiions which a magnetized 
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needle makes in a given time, under the influence of the earth's 
magnetism^ is fiery much lessened by ike proximity of certain 
metallic masses^ and especially of copper, which may reduce the 

number in a given time from 300 to 4. 




Fig. 1,657. — ^Explanation of Arago's rotations. Part of fig. 1,656 is here reproduced in plan 
Faraday was the first to give an explanation of the phenomena of magnetism by rotation 
in attributing it to the induction of currents which, by their electro-dynamic action, oppose 
the motion producing them; the actkm is mechanically analogous to friction. In the 
figure, let AB be a needle oscillating over a copper disc, and suppose that in one of its 
oscillations it goes in the direction of the arrow from M to S. In approaching the point S, 
for instance, it develops there a current in the opposite direction, and which tnereforo 
repels it; in moving away from M it produces currents which are of the same kind, and 
wnlch therefore attract, and both tMse actions concur in bringing it to rest. Again, 
suppose the metallic mass turn from M towards S, and that the magnet be fixed; the 
magnet will Tepel by induction points such as M which are approaching A, and will attract 
S which is moving away; hence the motion of the metal stops, as in Paradav's experiment. 
If in Arago's experiment the disc be moving from M to S, M approaches A and repels it* 
while 8. moving away, attracts it; hence the needle moves m the same direction as tbe disc 
If this explanation be true, all circumstances which favor induction will increas© thtt 
dynamic action; and those which diminish the former will also lessen the latter. 

The explanation of Arago's rotations is that the magnetic 
field cutting the disc produces eddy currents therein and the 

reaction between the latter and the field causes the disc to follow the 
rotations of the field. 
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The induction motor is a logical development of the experiment 
of Arago, which so interested Faraday while an assistant in 
Davy's laboratory and which led him to the discovery of the laws 
of electro-magnetic induction, which are given in Chapter X. 

*In 1885, Professor Ferraris, of Turin discovered that a 
rotating field could be produced from stationary coils by means of 
polyphase currents. 




Fl«3. I,0o8.— Experiment made by Faraday being the reverse of Arago 's first observation. 
Faraday assumed that since the presence of a metal at rest stops the oscillations of a 
magnetic needle, the neighborhood of a magnet at rest ought to stop the motion of a 
rotating mass of metal. He suspended a cube of copper by a twisted thread, which was 
placed between the poles of a powerful electromagnet. When the thread was left to itself, 
it began to spin round with great velocity, but stopped the moment a powerfuj current was 
passed through the electro-magnet. 



fThis discovery was commercially applied a few years later by 
Tesla, Brown, and Dobrowolsky. • 



•Note. — Walrasley attributes the first production of rotating fields to Walter Bailey in 
1879. who exhibited a model at a meeting of the Physical Society of London, but very little 
was done, it is stated, until Ferraris took up the subject. 

tNoTK. — The Tesla patents were acquired in the U. S. by the Westinghouse Co. in 1888, 
and polyphase induction motors, as they were called, were soon on the market. Brown of the 
Ovlucon Machine Works developed the single phase system and operated a transmission 
^l«yat orer five miles ia length at Kassel, Germany, which operated at 2.000 volts. 
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The principles of polyphase nwtors can be best understood by 
means of elementary diagrams illustrating the action of poly- 
phase currents in producing a rotating magnetic field, as ex- 
plained in the paragraphs following. 

Production of a Rotating Magnetic Field by Two Phase 
Currents. — Fig. 1,659 represents an iron ring wound with coils 
of insulated wire, which are supplied with a two phase current 
at the four points A, B, C, D, the points A and B, and C and D, 

being electrically connected. 




FlO. 1,659.-— Production of a rotating magnetic field by two phase currents. The figure repre 
sents an iron ring, wour.d with coils of insulated wire, jina supi)lied with twofrfuise currents 
at the four points A, 13, C, and D. The action of the two phase current on the ring in 
producing a rotating magnetic field is explained in the aooompanying test* 



According to the principles 6f electro-magnetic induction, if 
only one current a entered the ring at A, and the direction of 
the winding be suitable, a negative pole ( — ) will be produced at 
A and a positive pole (+) at B» so that a magnetic needle 
jdvoted in the center of the ring would tend to point vertically 
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upward towards A. Now suppose that at this instant, corre- 
sponding to the beginning of an alternating current cycle, a 
second current by differing in phase from the first by 90 degrees, 
is allowed to enter the ring at C. As shown in fig. 1,659, when the 
pressure of the current a is at its maximum, that of the current 
b is at its minimum; therefore, even a two phase current, at the 
beginning o£ the cycle, the needle will point toward A. 



PHASE A 




Pig. l,600.-~PrtKlaction of rotattog inagoAtic fidd in a two pok two The poles 

an onmbered from 1 tt> 4 in a clockwise direction. Phase A winding is around poles 1 
and 3, and phase B winding, around poles 2 and 4. In each case the poles are wound 
alternately, that is, if 1 be wound clockwise, 3 will be wound counter clockwise, thus pro- 
ducing unlike polarity in opposite poles. Now during one cycle of the two phase current, 
the following changes take place, starting witji pole 1 of N ix)larity and 3, of SpolariQr: 



1 




Degrees 


0° to 90° 


90° to 180° 


180° to 370° 


270° to «»• 


Polarity 


IN - as 


2N -48 


3N - IS 


4N -2S 
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0* 45* 90* 180* ZZS" 270* 3I5« 

Fig. — Diagram showing resultant poles due to two phase current. 




Fig. l,662.-~Diagrani of two phase, six pole field winding. There are six coils in each phase, 
as shown. The coils of each phase kre connected in serieSj adjacent coils bciiu: joined 
in opposite senses, thus, for each phase, first one coil is wound clockwise, and the 
next counter dockwiN. 
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As the cycle continues, however, the strength of a will diminish 
and that of h increase, thus shifting the induced pole toward C, 
until b attains its maximum and a falls to its minimum at 90° 
or the end of the first quarter of the cyde, when the needle will 
it toward C. At Vf^ the phase a current reverses in direction 




Pig. 1,663. — Diagram of two phase, eight pole fidd wind&ig. The winding is divided into 
16 groups (equal to the product of the number of poles multiplied by the numV^r of phases). 
Each group such as at A comprises a number of coils in senes, each coil being located in a 
separate pair of slots, the end of one being connected to the boRinnin^; of the next. 
Wnen the currents are in the same direction, the currents circulate in the same direc- 
tloil in two adjacent groups, a pole then with this arrangement being formed by two 
groups, both phases contributing to the formation of the p -le. After l>2 cycle when the 
current in each nhase reverses, the pole advances the angular distance, covered by two 
groopt; hence the fidd oonq>leiet one x«vofaitk»a in eigjit altemataoM of current. 

and produces a negative pole at B, and as its strength increases 
from 90** to the 180® point of the cycle, and that of phase b 
diminishes, the resultant negative pole is shifted past C toward 
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B, until a attains its maximum and b falls to its mininram at 
180^, and the needle points in the direction of B. 

At the 180^ point of the cyde, b reverses in direction and pro- 
duces a negative pole at D, and as the fluctuation of the pressure 
of the two currents during the second half of the cycle, from 
180° to 360°, bear the same relation to each other as during the 
first half, the resultant poles of the rotating magnetic field thus 
produced carry the needle around in continuous rotation so 
long as the two phase ctuxent traverses the windings of the ring. 




Fig. 1 ,684. — Moving picture method of showing motion of a rotary magnetic field. A number 
of sheets of paper are prepared, each containing a drawing of the motor franie and a 
magnetic needle in successively advancing angular positions, indicating resultant directions 
cf UM magnetism. The sheets are bound tcigether ao that the axis of the needle on each i 
sheet ooincides. When passing the dieets in one way the revolving field will be seen to 
rotatir in one direction, while, when moving the sheets backward, the rotation of the 
magnetic field is in the opposite direction, showing that the reversal of the order of the 
coda has tho efiteot of rtmannz the rotation of the magnetic field. 

Production of Rotating Magnetic Field by Three Phase 
Current. — A rotating magnetic field is produced by the action 
of a three phase current in a manner quite similar to the action 
. of a two phase current. Fig. 1 ,685 shows a ring suitably wound 

and supplied with a three phase cvirrent at three points A, B, C, 
120'^ of a cycle apart. 
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FUS. 1,685. — Prodtlction of a rotating magnetic field by three phaae current. A ring wound as 
diOfwn is tapped at points A, B, andTC, 120* apart, and connected with leads to a three 
phase alternator. As described on page 1.30i, a rotating megnctic field tt pcodlliced 

in a manner similar to the two phase method. 




of three phase, four pole Y connected field winding; 



Digitized by Google 



1,806 BAWXZNS SLSCTEICITY 

At the Ipsfeant when the oirreat a, flowing in at A, is at its mariTniim, 
two eurrents b and c, each one«half the Talue of a» will flow out B and C, 
thus producing a negative pote at A and a positive pole at B and at C. 
The resultant of the latter will be a positive pole at a, and oon8equentl7, 
the noagnetic needle will point towards A. 




PfeO. I,il7.— Production of a rotating oasnetic field in a two pole tiiree phase motor. Xq 

•foer to obtain a uniformly rotating magnetic field, it is necessary to arranpre the phase 
windings in the direction of rotation, in the sequence ACB, not ABC as indicated on the 
magnets. Thus polos 1 an'l 4 a e connected in sen* h to pJiase A, 2 and in series to phase 
Ci and 3 and 6 in series to phase B. The diflerent phase windings are ditlerently liaed. 
and it should be noted that they have a common return wire, though this is not abso- 
lutely necessary. Since the phases of the three currents difTcr from each other by one* 
third of a period or cycle, each of the phase wiiidinv,'S will therefore set up a field between 
its poles, which at any instant will differ, both in direction and maRnitude, from the fields 
aet up by the other phase windings. Hence, the three phase windings acting together will 
produce a resultant neld, and if plotted out, the directions of this field for various fractions 
of the period i^ such that in one complete per-- id the resultant field will make one complete 
round of the poles in a clockwise direction, as indicated by the curved arrow. The posi- 
tions of the resultant field during one complete period may be tabulated as follows; 





One Cycle 




0»to60» 


eo* to 120* 


120* to 180* 


180* to 240* 

• 


240* to 300* 


300* to 860* 


Muity 


IN -4S 


2N -6S 


SN ~6S 


4N - IS 


5N -2S 
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Aa the cycle advances, however, the mutual relations of the floctu- 
ations of the pressures of the three currents, and the time of their 
reversals of direction Tvill be such, that when a maximum current is 
flowing at any one of the points A, B, and C, two currents each of one- 
half the value of the entering current will flow out of tiie other two 
pcnnts, and when two currents are entering at any two point*, a current 
of maximum value will flow out of the other point. This action will 
produce one complete rotation of the magnetic field during each cycle 
of the current. 




Pig. 1,688. — Production of three phase rotating magnetic field with winding on laminated 
iron ring. The winding is divided into twelve sections, which are connected in three groups, 
A, B, and C, of four sections each, the sections in eadi group being evenly placed round 
the ring with the sections of the two nther groups between them. One end of each group is 
to be connected to the line wire avA Uie other end to the common junction J, from which 
it follows that the winding given is an cxamjile c/f "star" winding. With three phase 
currents the winding will give at every instant four N poles and four S poles rotmd the 
ring, and in actual working these poles will be on the inner periphery because of thepreMOce 
of an inner ring or cylinder of good magnetic iron plarerf, with the requisite clearance to 
allow of rotation, as close as is mechanically possible to the outer ring. Each one of these 
eight poles will make a cornplete revolution round the ring in four times the periodic ti^ne 
of the currents supplied* Thus, if the supply cvirrent has a frequency of .^O, a complete 
xevohttton of the add will take place in .06 ( » Vto) of a second, which corresponds to an 
an^lar velocity of 750 revolutions per minute in place of 3,000 revohitions per minute, 
which would be the angular vel )city with a bi-polar field at this periodicity. Similarly a 
continuously wound Gramme ring tapped at twelve points, joinea in three groups of four 
each to the supply mains, would five an eiaht pole rotary ield. In this oise the groupine 
woiildbaa**iiiMb" grouping, witliMGhiiiw «fi«nMnfDcned of lour ooibia 9^ 
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sup. — ^Instead of the magnetic needle* as was used in the 
preceding figtires, a copper cylinder may be placed in a rotating 

magnetic field and it will be urged also to t\im in the same direc- 
tion as the rotation of the field. 

PriASL A 

PHASE C ~ 




Fig. 1,70ft. — Diagram of tbreejphase, six pole field winding. , There are 18 groups, and the 
seqtratice of phases is ABCTin a counter clockwise difeetkm. For a Y conneetton, the 

middle phase is reversed, so that a pole will be formed by the three consecutive phases 
when the current is in the same direction in A and C, and opposite in B. The beginning 
of the middle coil C, and not the end, as with the other two, is connected to the common 
point O. In this case the pole shitw a distance equal to three groups for each altecnation, 
•o that one nvothttion of the fidld feqtdres three cycles. 

The torque tending to turn the cylinder is due to the induction 
of currents of opposite polarity in the cylinder. 

For simplicity, the rotating magnetic field may be supposed 

to be produced V)y a pair of nKignelic poles placed at opposite 
sides of the cylinder and revoked around it as in hg. 1,710* 
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element or section of the surface as the shaded area A B, will, 

as it comes into the magnetic field of the rotating magnet, cut 




Pig. 1,710.-;— (3oi>per cylinder and rotating magnet illustrating the principle of operation of an 

induction motor. The "rotating magnetic field" which is necessary f ir induction motor 
operation is for simplicit.v here produced by rotating a magnet as shown. In starting, 
the cylinder being at rest, any element as A B, as it is swept by the field will cut magnetic 
lines, which will induce a current upward in direction as determined by applying Flem- 
ing's rule (fig. 132. page 133). The mductive action is strongest at the center of the field 
hence as AB passes the center the induced pressure along AB is greater than along clement- 
XBOre or less remote on either side. Accordingly a pair of eddy currents will result as 
shown (see fig. 291, page 271). Applying the right hand rule fcr polarity of these eddy 
currents (see fig. 119, page 117) it will be seen that a S pole is induced by the eddy on 
the side of the cylinder receding from the magnet, and a N pole by the eddy on the side 
toward which the magnet is approaching. The cylinder, then, is attracted in the direction 
of rstjition of the magnet by the induced pole on the receding side, and repelled in the same 
direction by the indttced pole on the approaching ^de. Accordhicly, the cylinder begins 
to rotate. The valocity with which it turns depends upon the load; it must always turn 
slower than the rrvagnet, in order that its elements may cut magftetic lines and Induce 
poles to p'-otjuce the necrssarv torque to barlanre the lo.irl. Thp difference in speed of 
the magnet and cylinder is called the slip, Evidentlv the greater the load, the greater 
is the Slip f«qtitrM to induse pol«a of camclent strength to maltitofil eqtUlibrium. The 
flffitfeisdranmffmiewhatdistM^ 
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magnetic lines of 
force inducing a cur- 
rent therein, whose 
direction is easily 
determined by ap- 
plying Fleming's 
rule. 

Since the field is 
not uniform , but 
gradually weakens, 
as shown, on eithei 
side of the shaded 
area (which is just 
passing the center), 
the pressure induced 
on either side will 
be less than that 
induced in the shad- 
ed area, giving rise 
to eddy currents 
(as illustrated in 



Note. — In order to avoid 
confusion in applying Flem- 
ing's rule, it may be well to 
regard the pole as being sta- 
tionary and the cylinder as in 
motion; for, since motion is 
"purely a relative matter" 
(see fig. 1.393), the inductive 
action will be the same as if 
the pole stood still while the 
cylinder revolved from left to 
right, that is, counter clock- 
wise, looking doAn on it. Re- 
garding it thus (pole station- 
ary and cylinder revolving 
counter clockwise) Fleming's 
rule (see fig. 132, page 133) is 
easily applied to ascertain the 
direction of the induced 
current, which is found to 
flow upward in the shaded 
area as shown. 
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fig. 291, page 271). These eddy currents induce poles as indi- 
cated at the centers of the whoris, the polarity being determined 

by applying the right hand rule {f\f^. 119, page 117). 

By inspection of fig. 1710, it is seen that the induced pole toward 
which the magnet is moving is of the same polarity as the magnet; 
iherefore it is repelled, while the induced pole from which the- 
magnet is receding^ being of opposite polarity, is attracted. A 
torque is thus produced tending to rotate the cylinder. 

It must be evident that this torque is greatest when the cylinder 

is at rest, because the magnetic lines are cut by any element on 
the cylindrical surface at the maximum rate. 

Moreover, as cylinder is set in motion and brought up to speed, 

the torque is gradually reduced, because the rate with which the 
magnetic lines are cut is gradually reduced. 

Ques* What is the essential condition for the operation 
of an induction motor? 

Ans. The armature, or part in which currents are induced, must 
rotate at a speed slower than that of the rotating magnetic fidd. 

In the elementary induction motor, fig. 1,710, the cylinder is the 
armature, and the rotating magnets are the equivalent of a rotating 
magnetic field. 

Ques. What is the difference of speed called? 

Ans. The slip, 

Ques. Why is slip necessary in the operation of an in- 
duction motor? 

Ans. If the armature had no weight and there was no friction 
offered by the bearings and air, it would revolve in S5nichronism 

with the rotating magnetic field, that ivS, the sli[) would be zero; 
but since weight and friction are always present and constitute 
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a small load, its speed of rotation will be a little less than that of 
the rotating magnetic field, so that induction will take place, in 
amount sufficient to produce a torque that will balance ihe load. 



Pig. 1,719. — General Electric vertical type induction motor; sectional view showing oiling 
system. It is provided with ball thrust bearings and top and bottom guide bearings, and 
a continuous flow of oil is maintained through all the bearings by means of a pump which 
is made integral with the motor. The ball thrust beM-biga are designed to support , the 
weight of the armature only. In cases where the armattire is direct connected a flextbte 
coupling should be used to prevent additional weight coming on the thrust bearings. In 
operation, when the motor starts, the oil, revolving with the pan, flows against the station- 
ary nozzle and is forced by its velocity at a high pressure through the oil pipe into the 
reservoir oa top. It then flows down through the ball bearing and upper gttide bearing, 
through a slot in tiie armature spider into the lower guide bearing and thence into tns 
cilpaa. Tbiift a continuous stream of oil is delivered through all bearings. 



Ques. How is »lip expressed ? 

Ans. In terms of s3mchronism, that is, as a percentage of the 

speed of the rotating magnetic field. 
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The slip is obtained from the following formula: 

Slip (rev. per sec.) = Sy — Sj 

or, expressed as a percentage of synchronism, that is, of the synchronouf 
speed, 

Slip (%) = (S/-s<,)xioq 

where 

S/ = Synchronous speed, or R.P.M. of the rotatory magnetic field; 
Sa = Speed of the armature. 




Pig. 1,720. — Triumph back geared polyphase induction motor. A great many applioations, 
especially for direct attachment, require the use of either a very slow or special speed 
motor. As these are quite costly, the preferable arrangement, and one equally as satis- 
factory, is the use of a standard speed motor combined with a back geared attachment. 
Rawhide pinions are furnished whenever possible, insuring smooth nmning with a mini- 
mum of noise. 

The synchronous speed is determined the same as for synchronous 
motor by use of the following formula: 

s/ = | 

where 

— Synchronous speed or R.P.M. of the rotating magnetic field; 
P = Number of poles; 
/ = frequency. 
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The following table gives the syndiioaous speed for various frequen- 
cies and diffeieat numbers of poles: 



Table of Synchronous Speeds 



r II- — ■ 

Frequency 


• 

R.P.M. of the rotating magnetic field, when number 

of poles is 


2 


6 


10 


16 20 


24 


25 
60 
80 
100 
120 
125 


1,500 
3,600 
4,800 
6,000 
7,200 
7.500 


500 
1,200 
1,600 
2,000 
2,400 
2,500 


300 
720 
960 
1,200 
1,440 
1,500 


188 150 
450 360 
600 1 480 
750 ' 600 
900 720 
938 1 750 


125 
300 
400 
500 
600 
625 



Ques. How does the slip vary? 

Ans. It varies from about 1 per cent, in a motor designed 
for very close regulation to 40 per cent, in one badly designed, 
or designed for some special purpose. 

Ques. Why is the slip ordinarily so small? 

Ans. Because of the very low resistance of the armature, 
very little pressure is required to produce currents therein, of 
sufficient strength to give the required torque. Hence, the 
necessary rate of cutting the magnetic lines to induce this pres- 
sure in the armature is reached with very little difference between 
the field speed and armature speed, that is, with very little sUp. 

Ques. Howdoes the slip vary with Ae load? 

Ans, The greater the load the greater the slip. 

hi other words, if the load increase, the motor will run slower, and 

the slip will increase. With the increased slip, the induced currents 
and the driving force will further increase. If the motor be well de- 
signed so that the field strength is constant and tiie lag of the arma- 
ture currents is small, the driving force developed or torque will be pro- 
portional to the slip, that is the slip will increase automatically as the 
toad is increased, so that the ^ofl^M win be proportional to the 
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According to Weiner, the slip varies according to the following table: 



SUP OF INDUCTION MOTORS 



Capacity 
of motor 

TT 

H. P. 


Slip at full load 

per cent. 


Capacity 
of motor 

TT Tl 

H. P. 


SlipatfuUloa4 

per cent. 


Usual limits 


Average 


Usual limits 


Average 


1/8 


20 to 40 


30 


15 


II 

5 to 11 


8 


1/4 


10 " 30 


20 


20 


4 " JO 


7 


1/2 


10 " 20 


15 


30 


3 " 9 


6 


1 


8 " 20 


14 


50 


2 " 8 


5 


2 


8 " 18 


13 


75 


1 " 7 


4 


3 


8 " 16 


12 


100 


1 " 6 


3.5 


5 


7 " 15 


11 


150 


1 " 5 


3 


7i 


0 " 14 


10 


200 


1 " 4 


2.5 


10 


7 " 12 


9 


300 


1 " 3 


2 




Fig. 1.786. — Sector method of measoring Uio slip of indtiction moton. A black disc hav&ig 

a numbor of white sectors (generally the same as the number of poles of the induction 
motor) is fastened with wax to shait of the induction motor, and is observed through 
another disc having an equal number of sector shaped slits (that is a similar disc with too 
white sectors cut out) and attached to the shaft of a 6autL self -starting synchronous motor, 
which is fitted with a revolution counter that can be thrown in or out of gear at will; then 
the slip (in terms of Kr) ^ N -r (Nt + Nr), in which: N » number of passages of the 
sectors; Ns = number of sectors; Nr ■» number of revolutions recorded by the counter 
during tbe interval of observation. For large values of slip, the observations may bt 
mxapmad by usiag on^ odo aector CN« !)• then N will jequitl the slip ia revolntkma. 
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Oues. Describe one way of measuring the slip. 

Ans. A simple though rough way is to observe simulta- 
neously the speed of the armature and the frequency, calculating 
the slip from the data thus obtained, as on page 1,315. 

This method is not accurate, as, even with the most careful readings, 
large errors cannot be avoided. A better way is shown in fig. 1:736. 




Fig. 1,737. — Detail of Westinghouse squirrel cage armature for induction motor. This ig 
an example of cast on construction similar to that of Morse-Fairbanks (see figs. 1,752, 1,753 
and 1,915). The inductors are embedded in a special cement. 

Evolution of the Squirrel Cage Armature.— In the early 
experiments with rotating magnetic fields, copper discs were used: 
in fact, it was then discovered that a mass of copper or any con- 
ducting metal, if placed in a rotating magnetic field, will he urged 
in the direction of rotation oj the fi^ld. 

Ferraris used a copper cylinder as in figs. 1,710 and 1,738, 
which was the first step in the evolution of the squirrel cage 
armature. The trouble with an armature of this kind is that 
there is no definite path provided for the induced currents. 
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Pigs. 1,738 to 1,744.— Evolution 
of the squirrel cage armature. 
The early experiments of Arajjo, 
Herschel, Babbage and Baily 
demonstrated that a mass of 
copper or any conducting metal , 
if placed in a revolving mag- 
netic field, will be urged to re- 
volve in the direction of the 
revolving field. _ They used 
discs, but Ferraris used a cop- 
per cylinder as shown in figs. 
1,710 and 1.738; this was the first squirrel cag«» 
armature. Figs. 1,739 to 1,744 show the gradual 
development of the primitive device shown in fig. 
1,73S: fig. 1.739. Ferraris' cylinder with slots re- 
stricting the path of induced currents; fig, 1,740, 
Dobrowolsky's so-called squirrel cage which he 
embedded in a solid iron core, as in fig. 1,741; 
fig. 1,742, design with insulated bars and laminated core to prevent eddy currents in the 
core; fig. 1,743, laminated core with ventilating ducts; fig. 1,744, modern squirrel cage 
armature representing the latest practice as built by Mechanical Appliance Co. The core 
is built up of discs punched from No. 29 gauge electrical sheet, insulated from each other 
and firmly clamped between end plates locked on the shaft. The slots in the discs are 
of the same general form as those m the core. Heavy fibre end pieces, punched to match 
the discs are placed at each end of the core, to prevent the bars coming in contact with 
the sharp edges of the teeth. The winding is made up of rectangular copper bars, passing 
through slots in the core, and short circuited on each other by means of copper end rings 
of special design. The bars are pressed into holes punched in the end rings, and the contact 
is then protected from corrosion by being dipped in a solder bath. The bars are insu- 
lated from the iron of the core by fibre cell projecting beyond the end of the slot. To 
secure ventilation the short circuiting rings are set some distance from the end of the 
core. In this way the bars between the core and the ring act as the vanes of a pressure 
blo^^^ (^"jflfi a large voltf i^p pf air through the field coils and ventilating openings. 
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Obviously, a better irestilt is obtained if, in fig. 1,738, the down- 
ward returning currents of the eddies are led into some path 
where they will return across a field of opposite polarity from 




Fig. 1.745. — Mechanical Appliance Co. solid core discs as used on small and medium sire 
induction motors. 




Fig, 1,746. — Allis-Chalmers squirrel cage armature construction. The core laminae are 
mounted on a cast iron spider having arms shaped to act as fan blades for forcing air 
through the motor. The spider is pressed on to the shaft. In the smallest sizes the puncn- 
ings are mounted directly on the shaft, which is properly machined to hold them firmly. 
Copper bars are used as mductors in the larger sift's, and coprper rods in the smaller sizes. 
The ends of the inductors are turned down somewhat smaller than the body and fit in 
holes in the end rings. The shoulder thus formed fits firmly agamst the end rings. Good 
cfccftrftral contact is obtained by expanding the inductors in the end ring holes. In large 
armatures both bars and end rings are of rectangular cross section, the bars and rings 
being fastened by machine steel cap screws. 
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that across which they ascended, as in such case, the turning 
effect will be doubled. Accordingly the design of fig. 1,738 was 
modified by cutting a number of parallel slits which extended 
nearly to the ends, leaving at each end an iminterrupted "ring" of 
metal. This may be called the first squirrel cage armature, and 
in the later development Dobrowolsky was the first to employ 
a built-up construction, using a number of bars joined together 
by a ring at each end, as in fig. 1,740, and embedded in a solid 




Fig. 1,747. — Triumph squirrel cage armature. In construction thin sheet steel laminations, 
japanned, are built up to form the core, and are rigidly clamped together by heavy malleable 
iron end plates. Semi-enclosed slots are punched in the outer periphery to receive the 
windings, so that none of the centrifugal force is carried by the mdujftors. These in- 
ductors are set edge on, and are riveted and soldered into resistance rings. These rings 
are punched to receive the inductors in such a manner that there is an unbroken strip of 
metal completely surrounding them. Moreover, the short circuiting rings are set some 
distance from the end of the core, so that the inductors between the core and ring act as 
vanes to force air through the coils for ventilation. 



mass of iron, as in fig. 1,741; he regarding the bars merely as 
veins of copper lying buried in the iron. 

• 

A solid cylinder of iron will of course serve as an armature, as it is 
magnetically excellent; but the high specific resistance of iron prevents 
the flow of induced currents taking place sufficiently copiously; hence 
a solid cylinder of iron is improved by surrounding it with a mantle of 
copper, or by a squirrel cage of copper bars (like fig. 1,740), or by 
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Fig. 1,748. — General Electric soldered form of end rin^ construction on squirrel cage arma- 
tures. The armature inductors or copper bars laid in the core slots are short circuited by 
these end rings, which are also made of copper. For the smaller sires the rings are thin, 
but of considerable radial depth and are held apart by spacing washers. They have rectan« 
gular holes punched near their outer peripheries through which the bars pass. Lips are 
formed on the rings, as shown, to whicn the bars are soldered. 



4 




Fig. 1,749. — General Electric welded form of end ring construction on squirrel cage armatures. 
Space limitations make it difficult to provide multiple soldered rings of sufficient area for 
large motors; hence, on such machines welding is resorted to, as shown. The ring in welded 
construction is placed beneath the bars at each end of the armature. Short radial bars 
are welded to the edges of these rings and to the inductors or squirrel cage bars, thereby 
making good electrical contact. 
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embedding rods of copper (short circuited together at their ends with 
rings) in holes just beneath its surface. However, since all eddy currents 
that circle round, as those sketched in fig. 1,738, are not so efficient in 
their mechanical effect as currents confined to proper paths, and as they 
consume power and spend it in heating effects, the core was then 
constructed with laminations lightly insulated from each other, and 
further the squirrel cage copper bar inductors were fully insulated 
from contact with the core. Tunnel slots were later replaced by designs 
with open tops. 




DUCT& 

Pigs, 1,750 and 1,751. — Built up core construction with discs punched in one piece. The 
spider proper consists of a hub provided with four radial arms, which fit the inner diameter 
of the disc. The hub is bored out so that it fits very tightly on the shaft, and a key is 
rovided to avoid any chance of turning. The core disks are clamped firmly in place 
y two heavy cast iron end plates which are pressed up and held by the bolts. These 
bolts pass under the discs, so that there is no danger of their giving rise to eddy currents. 
The key not only prevents the discs turning on the spider but also ensures the alinement of 
discs, which is necessary to make the teeth form smooth dots when the core is assembled. 

Fig. 1,744 shows a modern squirrel cage armature conforming to the 
latest practice, other designs being illustrated in the numerous accom- 
panying cuts. 

In the smaller sizes, the core laminse are of the solid type as shown 
in fig. 1,745, but for larger motors the core consists of a spider and 
segmental discs as shown in figs. 1,750 and 1,751. 

Fig. 1,748 shows a soldered form of end ring construction, and figs, 
1,752 and 1*753 the method of welding the end ring to the inductors. 
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The Field Magnets. — The construction of the field magnets, 
which, when energized with alternating current produce the 
rotating magnetic field, is in many respects identical with the 
armature construction of revolving field alternators. 




Pic. 1,752. — Fairbanks- Morse squirrel cage armature with cast-on rings showing Inspection 
grooves. The method consists in fusing the ends of the inductors into an ^nd ring of a 
special composition, thereby producing a perfect electrical and mechanically strong joint. 
In this process the armature with its bars in place is put into a mould and the molten 
metal poured around the inductors, melting their ends and effectually fusing them into 
the body of the ring. The ring is then turned down to finished size and polished. An in- 
spection groove is cut as shown to indicate that the fusion is complete and the joint i)erfect. 




4- 



Pig. I ,763.— Section of Fairbanks- Morse "cast-on" joint showing union of end ring and inductor. 
The view shows the V-shape inspection groove as described in fig. 1,752. 
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Broadly, the field magnets of induction motors consists of: 

1. Yoke or frame; 

2. Laminae, or core stampings; 

3. Winding. 




Fig. 1,754. — Richmond field construction for polyphase induction motors, showing style of 
winding for use with squirrel cage and wound armature types. 

Ques. What is the construction of the yoke and 
laminae? 

Ans. They are in every way similar to the armature frame 
and core construction of revolving field alternators. 

Field Windings for Induction Motors. — The field wind- 
ings of induction motors are almost always made to produce 
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Pig. 1,755. -- Western Electric squirrel cage armature of high speed induction motor 
for centrifugal pump service. This armature is an example of heavy duty construc- 
tion. The inductors are welded to the short circuiting end rings, the latter being located 
beneath the inductors, as shown. Fan vanes are provided at one end for ventilation. 
It the field construction, the core laminations are assembled in a closed box frame, and 
clamped by heavy rings while under hydraulic pressure. The stator coils are form wound 
and subjected to a special insulating process, which renders them especially impervious 
tc moisture, and capable of operatmp without breakdown in locations which are too 
damp for ordinary motors. The bearmg brackets are of rigid mechanical construction, 
otid the pulley end bracket and bearings of all sizes are split to facilitate removal of the 
ictor ana complete inspection. These machines range in size from 60 to 200 horse power, 
th*! ruRPcH '""'Stnirti.ir' o'l^'-^Jno tho*^ ♦'^ — • -y-i^ <5P,.p-«. qpr^nce, such as is met with 
ij iu*iJng, the onstruction of dams, canals, aqueducts, tunne!?. etc. 



r 




Fig. 1,756. — Wagner squirrel cage armature for polyphase induction motor, as employed on 
motors of from 5 to 25 horse power. The features of construction as seen in the illustration 
are bar inductors, ventilatmg passages through the core laminae, riveted connection 
between inductors and end rings ventilating vanes on end plate, extra large end rings. 
The object of making the rings unusually large is to mal:e the resistance of the rings lower 
than is desirable for some classes of service, in order to obtain motors having minimum 
slip, increased efficiency, and maximum overload capacity under normal operation. Whin 
the torque required by some very unusual and entirely abnormal installation exceeds that 
of the average conditions, it is an easy matter to reduce the section of the end rings, by tuni> 
ing them down in a lathe, thereby increasing the resistance and starting torque. 
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more than two poles in order that the speed may not be un- 
reasonably high. This will be seen from the following: 

■ 

If P be the number of pairs of poles per phase, /, the frequency, and 
N, the number of revolutions of the rotating field per minute, then 

p 

Thus for a frequency of 100 and one pair of poles, N = 60 X 100 -5- 
1 « 6,000. By increasing the number of pairs of poles to 10, the fre- 




FlG. 1,767. — Richmond squirrel cage armature. The copper bars are double riveted at either 
end to the resistance rings, then dipped into a solder bath. 



<iuency remaining the same, N= 60 X100-f-10 = 600. Hence, 
in design, by increasing the number of pairs of poles the speed of the 
motor IS reduced. 



Oues. State an objection to very high speed of the 
rotating field. 

Ans. The more rapid the rotation of the field, the greater is 
the starting difficulty. 
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Ques. Besides employing a multiplicity of poles, what 
other means is used to reduce the speed ? 

Ans. Reducing the frequency. 

Ques. What difficulty is encountered with low fre- 
quency currents? 

Ans. If the frequency be very low, the current would not be 
suitable for incandescent lamp lighting, because at low frequency 
the rise and fall of the current in the lamps is perceptible. 




Fig. 1,758.— Field construction of Crocker Wheeler induction motor with magnetic bridge 
Steel bridges are inserted in the grooves where the coils are placed, to protect them from 
dirt and mechanical injury and at the same time provide a path for the magnetic flux 
which has a more uniform reluctance, thereby insuring a better distribution of the fJux 
in the air gap and at the same time retaining open slot construction from which the coils 
can be readUy removed. 

Ques. What is the general character of the field 
winding? 

Ans. The field core slots contain a distributed winding of 
substantially the same character as the armature winding of a 
revolving field polyphase alternator. 
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Ques. Are the poles formed in the usual way? 

Ans. They are produced by properly connecting the groups 
of coils and not by windings concentrated at certain points on 
salient or separately projecting masses of iron, as in direct 
cturent machines. 

Ques. How are the coils grouped ? 

Ans. Three phase windings are usually Y connected. 




Pic. 1,750. — Western Electric squirrel cage armature. The inductors consist of solid copper 
bars embedded in the slots of a laminated core, with their 7rojecting ends securely ntted 
and soldered to heavy copper rings. 

Ques. What other arrangement is sometimes used ? 

Ans. In some cases Y grouping is used for starting and A 
grouping for nmning. 

Starting of Induction Motors. — It must be evident that 
if the field winding of an induction motor whose armature is at 
rest, be connected directly in the circuit without using any 
starting device, the machine is placed in the same condition as a 
transformer with the secondary short circuited and the primary 
connected to the supply circuit. Owing to the very low resistance 
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of the armature, the machine, imless it be of very small size, 
wotdd probably be destroyed by the heat generated before it 
co\ild come up to speed. Accordingly some form of starting device 
is necessary. There are several methods of starting, as with : 

1. Resistances in the field; 

2. Auto-transformer or compensator; 
8. Resistance in armature. 




Fig. 1,760. — Holzer Cabot combination polyphase induction motor set, consisting of wound 
frame and three rotors: 1, squirrel cage armature, 2, wound armature, 3, rotating field. 
The set is intended for school demonstration of induction motor phenomena. The motor 
operating with the squirrel cage armature has an inherent constant speed characteristic and 
on brake tests will show its exceptionally strong starting torque and ability to take excessive 
overloads. This motor can be used as o generator also, in the sense that if connected to the 
line and driven above synchronous speed by some external means, it will act as an asyn- 
chronous generator and return power to the line. For variable speed service, an armature 
having a winding upon it similar to that on the frame must be used. External resistances 
inserted in the armature circuit may be used to produce, first, a reduction of starting cur^ 
rent, second, an increase of starting torqutf, or third, a variation of speed. Thus an exten- 
sive list of experiments can be performed with this phase wound armature directly along 
the line of present engineering practice. _ The phase wound armature can be used as an 
alternator in the same sense as mentioned above for the squirrel cage machine. For 
synchronous motor and three phase operation the revolving field with projecting poles 
and slip rings would be used, the &eld being excited from a direct current supply. 

Ques. Explain the method of inserting resistances in 
the field. 

« 

Ans. Variable resistances are inserted in the circuits leading 
to the field magnets and mechanically arranged so that the 
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resistances are varied simultaneously for each phase in equal 
amounts. These starting resistances are enclosed in a box 
similar to a direct current motor rheostat. 

Ques. Is this a good method ? 

Ans. It is more economical to insert a variable inductance 



in the circuit, by using an auto-transformer. 




Fig. 1,761.— West inghouse auto-startcr. Polyphase induction motors may be started by 
connecting them directly to the circuit with an ordinary switch, and the smaller motors 
are started in this way in practice. In the larger motors, however, the starting torque 
at normal voltage is several times its full load torque; therefore, they are started on a 
reducwi voltage, and the full pressure of the circuit is not applied until they have prac- 
tically reached their operating speed. The figure shows connections with a two phase 
alternating current circuit. The auto-starter consists of two auto-transformers T and T', 
each having only a single winding for both primary and secondary, which are tapped at 
certain points by switches, thus dividing the winding into a number of loops, so that one 
of several voltages may be applied for starting, and the starting torque thus adjusted to 
the work that has to be performed. At the highest points tapped by the switches S. and • 
S', the full pressure, and at the lowest points, the lowest pressure, is applied to the motor 
by the operation of the main switch M. This switch has four blades and threepositions. 
When thrown to the left as indicated, it connects the auto-transformers T and T', 
across the circuits A and B respectively, so that the pressure across the transformer 
coils, as determined by the position of the switches Sand S. is applied to the motor circuits 
A and B. The intermediate position of the switch M interrupts both circuits. To start tho 
motor, the switch M is thrown to the left and a reduced pressure applied; after the motor 
has started and come up to speed the switch M is thrown to the right, thus cutting: out 
the transformer and connectmg the motor directly to the circuit. The starting de\ice 
can be located at a point remote from the motor, thus eliminating danger from fire due 
to possible sparks, in case where it is necessary to install the motors in grain elevators, 
woolen mills, or in any place exposed to inflammable gases, or floating particles of combusti- 
ble matter. This feature is also valuable in cases where motors are suspended from the 
ceiling, or installed in places not easily accessible. 

Digitized by Google 



1»334 



HAWKINS ELECTRICITY 



Ques. What is the auto-transformer or compensator 
method of starting? 

Ans. It consists of reducing the pressure at the field ter- 
minals by interposing an impedance coil across the supply circuit 
and feeding the motor from variable points on its windings. 

THREE PHASE _ (5) 
MOTOR 

6WITCH Q 




Pic. 1,782. — Atito-transformcr or compensator connections for three phase Indoctioa motor. 
In operation when the double throw switch is thrown over to starting positioh, the 
current for each phase of the motor flows throtigh an auto-transformer, which consists of a 
choking coil for each phase, arranged so that the current may be made to pass through 
any portion of it (as 1, 2, 3) to reduce the voltage to the proper amount for starting. After 
tbe motor has coma np to speed on the reduced voltage, the switch is thrown over to 
runniiig position, thus supplymg the full line voltage to the motor. *In actual construction 
fuses are usually connected, so that they will be in circuit in the running position, but not 
in the starting potttioii, vi^im th^ mii^t be blown by ^ 



Internal Resistance Induction Motors.— The armature 
of this type of induction motor differs from the squirrel cage 

variety in that the winding is not short circuited through copper 
rings, but, in starting, is short circuited through a resistance 
moimted directly on the shaft in the interior of the armature. 

When the motor is thrown in circuit, a very low starting current is drawn 
from the line due to the added resistance in the armature. As the motor 
comes up to speed, this resistance is gradually cut out, and at full speed 
the motor operates as a squirrel cage motor, with short dreuited wmcuqg. 



*N0TB.'-The construction of starting devices tor induction motors is faUy oplalacd later* 
the accompanying cuts serving merely to iUostrate the principles involved. 
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Ques. How is the resistance gradually cut out in 
internal resistance motors? 

Ans. By operating a lever which engages a collar free to 
slide horizontally on the shaft. The collar moves over the 
internal resistance grids (located within the armature spider), 
thus gradually reducing their value until they are cut out. 




flG. I,7ft3. — View of armature interior of Wagner polyphase induction motor with wound 
armature, showing the centrifugal device which at the proper speed short circuits all the 
coils, transforming the motor to the squirrel cage type. The winding is connected with 
a vertical "commutator" so called. Inside the armature are two governor weights, which 
are thrown outwards by the centrifugal force when the machine reaches the proper speed, 
thus pushmg a solid copper ring (which encircles the shaft) into contact with the mner 
ends of the "commutator" bars, thus completely short circuiting the armature winding. 

Ques. For what size motors is the internal resistance 
method suited? 

Ans. Small motors. 

Ques. Why is it not desirable for large motors? 

Ans. , The excessive I^R loss in the resistances, if confined 
withiij the armature spider, would produce considerable heating, 
^n(i ojci this, account it is best placed external to the motor. 
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Ques. On what class of circuit are internal resistance 
motors desirable? 

Ans. On circuits devoted to lighting service as well as power 
service, where a high degree of voltage regulation is essential. 

The initial rush of current when a squirrel cage motor is thrown on the 
Une is more or less objectionable and there are central stations which 
allow only resistance type of induction motor to be used on their lines. 




Pig. 1,764. — ^Western Electric wound armatirre for internal resistance induction motor. In 
starting the inductors are short circuited through A resistance which is gradually cut out 
as the motor comes up to speed. 




Figs. 1,765 to 1769. — Western Electric wound armature for external resistance, or slip ring 
induction motor, showing brush rigging, slip rings and bar windizig. 

External Resistance or Slip Ring Motors, — In largo 
machines, and those which must run at variable speed, such as 
is required in the operations of cranes, hoists, dredges, etc., it ia 
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advis&>le that the regulating 
resistances be placed exter- 
nally to the motor. Motors 
having this feature are com- 
mercially known as slip ring 
motors, because connections 
are made between the external 
resistances and the armature in- 
ductors by means of slip rings. 
As with the internal re- 





FiG. 1,771. — Richmond slip ring armature as used on motor 
in fig. 1.770. 

Oues. How 
is the arma- 
ture winding 
connected ? 

Ans. It is 
connected in Y 
grouping and 
the free ends 
connected to the 
slip rings, leads 
going from the 
brushes to the 



Fig. 1,770. — Richmond slip ring motor. 

sistance motor the 
armature winding of 
a slip ring motor is 
not short circuited 
through copper 
rings in starting, 
but through a resist- 
ance, which in this 
case is located ex- 
ternally. 




Fig, 1,772.— Western Klec^ 
trie riv ted frameslipring 
induction motor for vari- 
able speed service; adapt- 
ed either to continuous or 
Intermittent operation. 
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variable external resistances, these being illustrated in fig. 1,779. 



Single Phase Induction Motors. — The general utility of 
single phase motors, particularly the smaller sizes, is constantly 




Pics. 1,773 to 1,778. — Sprague skeleton type motor frame with various tjrpes of armature. 
Fig. 1,777, plain squirrel cage armaturej fig. 1,778, internal resistance armature; fijf. 
1,773 slip ring arraatyre. In the construction of the plain squirrel cage armature, fig. 1,777, 
copper bars are inserted in the slots of the core, and are insulated from the core by en- 
closing tubes which project about one-half inch beyond the iron at each side. The bars 
are short circuited at their ends by copper rings. These rings are thin, but of considerab'e 
radiaJ depth and are held apart by spacing washers. They have rectangular holes punched 
near their outward periphery, through which the armature bars pass, and to which they are 
soldered. The internal resistance armature, fig. 1,778, is provided with a phase winding, 
starting (internal) resistance, and switch located on the shaft. The starting resistance is de- 
signed to give approximately full load torque with full load current at starting. A greater 
torque than full load torque can be obtained for starting, if required, by cutting out resist- 
ance. The resistance consists of cast iron grids enclosed in a triangular cover which is bolted 
to the end plates holding the armature laminie together, and is short circuited by sliding 
laminated spring metal brushes along the inside surface of the grids. The brushes are 
supported by u metal sleeve sliding on the shaft which is operated by a lever secured to 
the bearing bracket and located just above the bearing. A rod passing through the end of 
the shaft operates the short circuiting arrangement in sizes up to about 25 horse power. 
The external resistance or slip ring armature, fig. 1,773, is similar in construction to fig. 
1,778, with the exception that slip rings are provided because of the external location 
of the resistance. These rings connect the inductor through brushes to a controlling and 
external resistance, two or more carbon brushes being provided for eacb ring, as in fig. 1,77& 
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Fig. 1,779. — External resistance or slip ring induction motor connections. The squirrel 
cage armature winding is not short circuited by copper end rings, but connected in 
Y grouping and the three free ends connected to three shp rings, leads going from the 
brushes to three external resistances, arranged as triplex rheostat having vhree arms rigidly 
connected as shown, so that the three resistances may be varied simultaneously and in 
equal amoimts. 




Pig. 1 ,800. — AHis-Chalmers phase wound external resistance type or slip ring armature con- 
struction. The winding is for three phases and the terminals are brought out to three slip 
rings. The front bracket is slightly modified to make room for these rings on the inside. 
Por starting duty sufficient resistance is supplied to reduce the starting current taken by 
the motor to \14 times the normal full load current. In the running position the resist- 
ance is all cut out of the circuit. For speed regulation sufficient resistance is suppUed to 
reduce the speed 50% on normal full load torque. 
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being enlarged by 
the growing prac- 
tice of central 
stations generating 
polyphase ctirrent, 
of supplying their 
lighting service 
through single 
phase distribution, 
and permitting the 
use of single phase 
motors of mod- 
erate capacity on 
the lighting 
circuit. 

The simplicity 
of single phase 
systems in com- 
parison with poly- 
phase systems, 
makes them more 
desirable for small 
alternating current 
plants. 

The disadvantage 
of single phase 
motors is that they 
arc not self-starting. 

A single phase 
motor consists 
essentially of an 
armature and field 
magnet having a 
single phase minding 
and also some phase 
splitting arrange- 
ment Jot starting, 

uigitizeo by Google 



ALTERNATING CURRENT MOTORS 



1,341 





riG. 1829. — General Electric single phase induction motor. It is suitable for constant speed 
Be vice where full load torque at starting does not exceed 140 per cent., and in general is 
adapted to drive all glared and belted machinery requiring constant speed with light or 
moderate starting torque. 



RESISTANCE OR 
CONDENSER 




MOTOR FIELD WINDINOS 
AUXILIARY COILS 



MAIN COJLS 



ALTERNATOR 



Pig 



. 1,830. — Simplified diagram showing the principle of phase splitting for startma single 
phase induction motors. By the use of an auxiliary set of coils connected in parallel with 
the main coils and having in series a resistance or condenser as shown, the single phase 
current delivered by the alternator is ' split * into two phases, which are employed to 
produce a rotating neld on which the motor is started* 
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Ques. Why is a single phase motor not self -star ting? 

Ans. Because the natiire of the field produced by a single 
phase current is oscillating and not rotating. 

Ques. How is a single phase motor started? 

Ans. By splitting the phase, a field is set up normal to the 
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axis of the armature, and nearly 90** displaced in phase from the 
field in that axis. This cross field produces the useful torque. 




Pig. 1,851. — General Electric high resistance clutch type smooth core squirrel cage armature 

of single phase induction motor. The core lamlnai are slotted near the circumference to 
retain the bar inductors, which extend beyond the core at either end where they are per- 
manently connected to heavy short circuiting rings. 




Fics. 1,852 to 1,855. — Parts of General Electric centrifugal clutch pulley as used on clutcVi 
type, single phase induction motor. A, clutch; B, triction band; C, adjusting spring; 
l5, outer clutch shell with pulley sleeve; E, solid removable pulley; F, internal mechanism 
comprising parts A, B, and C; G, outer shell and pulley comprising parts D and E. 




Figs. 1,856 and 1,857. — Partly assembled clutch pulley. P, internal mechanism comprising 
parts A, B, C, of fig. 1,852. G, outer shell and pulley, comprising parts D and E of fig. 1,85-'. 

Phase Splitting; Production of Rotating Field from 
Oscillating Field. — As previously stated, an oscillating field, 
that is, one due to a single phase current, does not furnish any 
starting torque. It is therefore necessary to provide a rotating 
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field for a single phase induction motor to start on, which, after 
the motor has come up to speed, may be cut out and the motor 
will then operate with the oscillating field. * * , r r < 

A rotating field may be obtained from single phase current by 
what is known as splitting the phase. 




Pig. 1,858.— Switch end view of General £lectric drawn shell type fractional horse power 
single phase motor. 

Ques. Describe one method of splitting the phase. 

Ans. The field of the motor is provided, in addition to the 
main single phase winding, with an auxiliary single phase winding, 
and the two windings are connected in parallel to the single 
phase supply mains with a resistance or a condenser placed in 
series with the single phase winding, as shown in diagram 
fig. 1.830. the two windings being displaced from each other 
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on the armature about 90 magnetic degrees, just as in the 
ordinary two phase motor. 

Ques. What is the construction of the two windings? 

Ans. The main coils are of more turns than the auxiHary, 
being spread over more surface, and are heavier because they 
are for constant use; whereas the auxiHary coils are used only 
while starting. 




Pigs. 1,859 to 1,862. — Detail construction of clutch parts of General Electric drawn shell type 
fractional horse power single phase motor. The starting switch, which is assembled within 
the motor frame, consists essentially of three parts: a rotating member mounted on th ; 
armature and provided with two spring controlled pivoted levers in contact with an 
insulated collector ring. 



Ques. What are the auxiliary coils sometimes called? 

Ans. Starting coils. 

Ques. What are "shading" coils? 

Ans. Auxiliary coils as placed on fan motors in the manner 
shown in fig. 1,863. 
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Ques. How can single phase motors be started without 
the use ct external phase splitthig devices? 

Ans. Such apparatus may be avoided by having the auxiliary 
winding of larger self-inductance than the main winding. 

Ques. What is the character of the starting torque 
produced by splitting the phase? 

Ans. It does not give strong starting torqae. 




thXm 1,863. — Single phase fan motor with shading coils for starting. In addition to the main 
field coils* one tip of each pole piece is surrounded by a short circuited coil of wire or 
frame of copper, as indicated in the figure. This coil, or copper frame, ia called a shading 
coil and it causes a phase difference between the pukating flux that emanates from the 
main portion of each polar projection and the pulsating flux which emanates from the 
pole tip. thus introducing a two phMS actioa OQ the armatiiro which is sufficieatljr pco* 
nounced to start the motor. 

Ques. How is the plain squirrel cage armature modified 
to enable the motor to start with a heavier load? 

Ans. An automatic clutch is provided which allows the 
armature to turn free on the shaft until it accelerates almost to 

running speed* 
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This type motor is known as the clutch type of single phase induction 
motor. In operation when the drcuit is closed, the armature starts to 
revolve upon the shaft; when it reaches a premeditated speed, a 
centrifugal clutch expands and engages the clutch disc, which is fastened 
to the ^aft. 




SHADING 
COIL 

Fig. 1864.— Diagram showing action of shading coil in alternating current motor. The 
extremities of these pole pieces are divided into two branches, one of which a copper ring 
called a shading coil is placed as shown, while the other is left unshaded. The action ot 
the shading coils is as follows: Consider the field poles to be energized by single phase 
current, and assume the current to be flowing in a direction to malce a north pole at the 
top. Consider the poles to be iust at the pomt of forming. Lines of force will tend to 
pass downward throiigh the shading coil and the remainder of the pole. Anv change of 
lines within the shading coil generates an e. m. f which causes to flow through the coil a 
current of a value depending on the e. m. f . and always in a direction to oppose the change 
of lines. The field flux is, therefore, partly shifted to the free portion of the pole, whil© 
the accumulation o£ lines through the snading coil is retarded. 




Pigs. 1,865 and 1,866. — Fort Wayne split phase factional horse power induction motor with 
stationary armature. The object of placing the squirrel cage armature winding on the 
stationary part or frame is to decrease the radial depth of the latter more than would be 
possible with the usual arrangement where the armature forms the rotating part. The 
small radial depth of the stationary armature makes possible a revolving field of maximum 
diameter giving in turn an exceptionally large air gap area, which reduces the matjnetia- 
jng current, hence Improves the power lactor of the motor. 
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Oues. Explain in detail the action of the clutch type of 
motor in starting. 

Ans. It can start a load which requires much more than full 
load torque at starting, because the motor being nearly up to 
full speed, has available not only its maximum overload capacity, 
but also the momentum of the armature to overcome the inertia 
of the driven apparatus. In this it is assisted by a certain amount 
of slippage in the clutch, which is the case when the armature 
speed is pulled down to such a point as to reduce the grip of the 
centrifugal clutch. 




Pics. 1,867 and 1,86S. — General Electric dissembled clutch as used on clutch type, single phas« 
(KS) induction motor. In starting, the armature revolves freely on the shart until approxi- 
mately 75 per cent, of normal rated speed is reached. The load is then picked up by the 
automatic action of a centrifugal clutch, which rigidly engages an outer shell, keyed 
directly to the shaft. The brass friction band of the clutch js permanently keyed to the 
pulley end of the armature. 

Commutator Motors. — Machines of this class are similar 
in general construction to direct current motors. They have a 
closed coil winding, which is connected to a commutator. 

There are several types of commutator motor, namely: 

1. Series; 

2. Shunt; 

3. Compensated; 

4. Repulsion. 
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Since, as stated, cx)mmutator motors are similar to direct 
current motors, the question may be asked : Is it possible to run a 
direct current motor with alternating current? If the mains 
leading to a direct current motor be reversed, the direction or 
rotation remains the same, because the currents through both 
tlie field magnets and armature are reversed. It must follow 
then that an alternating current applied to a direct current motor 
would cause rotation of the armature. 




PlC. 1.869. — Wagner single phase variable speed commutator motor. The commutator is of 
the regular horizontal type and the brushes remain in contact all the time. As the torque 
of alternating motors varies directly as the square of the applied pressure, wide speed 
variation may be obtained by varying the voltage applied at the motor terminals. 

Action of Qosed Coil Rotating in Alternating Field.— 
When a closed coil rotates in an alternating field, there are several 
different pressures set up and in order to carefully distinguish 
between them, they may be called: 
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Pigs. 1,870 and 1,871. — Diagrams illustrating oonsfcruction and operation of Wagner "\inity 
power factor" single phase motor. In the field oonstruction, n^. 1,870, two winding are 
tued. The main winding 1 prodvoet fhe iipitial field magnetization as heretofore; the 

auxiliary winding 2 controls the power factor or "compensates" the motor. The main 
structural departure is in the armature, the construction of which is more clearly indicated 
in fig. 1,871. Here again two windings are employed. The main or principal winding 4 
is of the usual well known squirrel cage type and occupies the bottom of the armature slots. 
The second or auxiliary winding 3 is of the usual commuted type, is connected to a stendaid 
form of horizontal commutator and occupies the upi>er portion of the armature slots. 
Between the two is placed a magnetic separator in the form of a rolled steel bar. Two 
S«tsof brushes are provided, as indicated in the diagram of connections shown in fig. 1.H70. 
The main pair of brushes 5-6 is placed in the axis of the main field winding 1 and is 
short circuited. The auxiliary pair of brushes 7-8 is placed at ri^ht Anries to the axis of 
the main field winding and is connected in series with it at starting. The auxiliary field : 
winding 2 is permanently connected to one auxiliary brush 7, and is adapted to be con- •' 
nected to the other auxiliary brush 8 by means of the switch 9. The purpose of the 
peculiar armature construction illustrated in fig. 1,871 and of the brush arrangement and 
connections shown in fig. 1.870 is to accentuate, at starting, the effect of the squirrel cage 
along the axis 5-6 of the main field winding 1, while suppressing it as far as possible alon|; 
the axis 7-8 at right angles to main winding. The magnetic separator placed above the 
squirrel cage windUng 4 tends to suppress the effect of that winding along all axes, by making 
it less rejU)on8ive to outside inductive effects. But the influence of the separator is nullified 
idong the axis of fhe main field winding by the presence of the short circuited brushes 5-6, 
while no means are provided for nullifying its efTects along the axis at right angles to that | 
of the main field winding. Thus the main field winding 1 will be able to induce heavy ' 
currents in both armature windings because of the short circuited brushes in the axis 5-6, 
and in spite of the magnetic separator; while the armature winding 3, connected in seriea 
with 1, win not be able to produce heavy cnrrents in the squirrel cage winding 4 along the 
axis 7-8 because of the magnetic separator between 3 and 4, which shunts or side tracks the j 
inducing magnetic flux. In operation, at starting, switch 9 of fig. 1,870 is open, the com- ; 
muted winding 3 along the axis 7-8 being connected in series with the main field winding 1 ' 
and acroM the mains. The winding 1 mduces a large current in the armature windinn ^ 
8 and 4 along the axis 5^, and the windin;^ 3 produces a large flux along the axis 7-«* I 
The armature currents in the main axis co-actmg with the flux threading the armature along 
the auxiliary axis yield the greater part of the starting torque. As the motor speeds up, , 
the squirrel cage gradually assumes those functions which it performs in the ordinary 
single phase, squirrel cage motor, developing a magnetic field of its own along the axis 7-8 
ana a cormpondinKly powerful torque, wmoi inereaset very rapidly as svnchrontsm is 
approached, but falls suddenly to zero at or near actual synchronism. It is known that 
the magnetizing currents circulating in the bars of the squirrel cage of a single phase mtjtor 
have, at synchronism, double the frequency of the stator currents; tiie fluxes tney produce 
must therefore also be of double freguency. Now, the magnetic separator is made pf 
solid steel, and^ while this separator forms a fmffictently effective shunt for the fluxes of 
line frequency induced from the field, it is quite incffrrtive as a shunt for the double fre- 
Quency fluxes produced by the armature. With respect to the squirrel cage, the effect of 
tnis magnetic separator diminishes with increasing speed, and at synchronism the madlino 
flpeEKlaa pnctkally an the laorie suuiiMr if the megnetic iciMiator did not esiat. 
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1. The transforaier pressure; 

2. The generated pressure; 

3. The self-induction pressiu'e. 

These pressures mayl^e defined as follows: 

The transformer pressure is that pressure induced in ihe 

armature by the alternating flux from the field magnets. 




NEUTRXL PLANE 




Pig. 1372. — ^Di«Br»m o( ring aixnature in alternating field illustrating the principles of com- 
mutatoc motofa* 



For instance, assuming in fig. 1,872 the armature to be at rest, as the 
alternating current which energizes the magnets rises and falls in value, 
the variations of flux which threads through the coils of the rin^ winding, 
induce pressui% in them in just the tsame way that pressure is induct 
in the secondary of a transformer. 

A ring winding is for simplici^; the same conditions obtain 
an a drum winding. 
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The generated pressure is that pressure induced in the 
armature by the cutting oj the flux when the armature rotates. 

The self-induction pressure is that pressure induced in 
both the field and armature by self-induction. 

Nature of the Generated Pressure. — In fig. 1,872, the generated 
pressure induced by the rotation of the armature is minimum at the neutral 
plane C D and maximum at A B. It tends to cause current to flow up 
each half of the armature from D to C, producing poles at these points. 




Pig. 1,873. — Wagner single phase repulsion induction commulaior motor. Its working 
rinciple is repulsion start and induction operation. Starting with the machine at rest, 
rushes in pairs cross connected through a low resistance conductor, bear upon the 
commutator, temporarily short circuiting the armature winding then developing a strong 
starting torque on the repulsion principle. On attainmg full load speed the individual 
segments of the commutator are all positively connected together by the operation of an 
automatic cantrifugal governor, thereby transforming ihe armature winding to the 
squirrel cage form, the motor then continuing as an induction motor. Th • governor at 
the same time removes the brushes from contact with the commutator to save wear. If 
the power service should fail for any reason, the motor returns to the starting conditior, 
and picks up its load when the power comes on again without attention of the operator. 

Nature of the Transformer Pressure. — This is caused by varia- 
tions of the flux passing through each coil of the armature winding. 
Evidently this variation is least at the plane A B because at thi<i Doint 
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the coils are inclined very acutely to the flux, and greatest at the plane 
C D where the coils are perpendicular to the flux. Accordingly, the 
transformer pressure induced in the armature winding is least at A B 
and greatest at C D. 

The transformer pressure acts in the same direction as the generated 
pressure as indicated by the long arrows and gives rise to what may be 
called local armature currents. 




Pigs. 1,874 and 1,875. — Armature of Wagner single phase repulsion-induction commutator 
motor as seen from the commutator and rear ends, showing the vertical commutator and 
type of governor employed on the smaller sizes. The operation is explained in fig. 1,873. 



Nature of the Self-induction Pressure. — The self-induction 
pressure, being opposite in direction to the impressed pressure, it must 
be evident that in the operation of an alternating current commutator 
motor, the impressed pressure must overcome not only the generated 

uigiiizea by Googlc 



1,354 



HA WKINS- ELECTRICITY 





Fig. 1,876. — General Electric single phase compensated repulsion motor. The frame ti of 

the riveted form and the field winding consists of distributed concentric coils, each beinft 
separately insulated and taped up to each core slot. The compensating winding (de- 
pending usually on the size of frame), forms either the center portion of the main wmding 
or a separate winding concentric therewith. The polar groupings are arranged tor a 
frequency of 2o and 60. There are four terminal leads permitting interchangeabiltty of 
operation on 110 or 220 volt circuits. By connecting adjacent pairs of these terminals in 
multiple, motors of this type are made adaptable for 110 volt service; for double this 
pressure the four leading in wires are connected in series. The motor will operate satis- 
factorily where the arithmetical sum of voltage and frequency variation does not exceed 
10 per cent.; that is, the voltage may be 10 per cent, nigh if the frequency remain at 
normal, or the frequency may be 10 per cent, nigh assurning no variation in volta^. A 
decrease of 5 per cent, in frequency accompanied by a similar increase^ in voltage is per- 
missible or, as above stated, any similar combination whose arithmetical sum is within 
10 per cent, of normal. The armature winding is of the series drum type connected to a 
commutator carrying two sets of brushes, each set being displaced electrically from the other 
by 90 degrees. The first set, known as the ener^ brushes, is permanently short circuited 
and disposed at an angle to the lines of field or primary ma^etization, as in an ordinary 
repulsion motor. The second set, or compensatin(t brushes, is connected to a small portion 
of the primary winding included in the field circuit, so as to impress upon the armature 
an electromotive force, which serves both to raise the power factor and at the same time 
maintain approximately synchronous speed at all loads. The armature laminations are 
built up on a cast iron sleeve having the same inside bore as the commutator. In case 
the shaft become damaged or worn, it can be readily pressed out and replaced without 
disturbing the commutator or windings. The motor is connected to run counter clock- 
wise. Clockwise rotation is obtainea by interchanging the leads to the compensating 
brushes and slightly shifting the brush holder yoke. This type motor may be thrown on 
the line without the use of a rheostat, and is suitable for ojoeratin^ refrigerating machines, 
air compressors, house pumps or similar apparatus where a noat switch or pressure regulator 
is used to close or open the supply circtut. 
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pressure but also the self-induction pressure. Hence, as compared to 
an equivalent direct current motor, trie applied voltage must be greater 
than in the direct current machine, to produce an equal current. 




PiQ. 1,877. — Armattire of General Electric single phase compensated repulsion motor, 
assembled ready for dip and banding. 




Pig. 1,878.— Cast brush rigging of General Electric single phase compensated repulsion motor 
as used for the 3 and 5 horse powef motors. 

The Local Armature Currents. — These currents produced by 
the transformer pressure occur in those coils undergoing commuta- 
tion. They are large, because the maximum transformer action 
occurs in them, that is, in the coils short circuited by the brushes. 
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Ques. Why do the local armature currents cause 
sparking? 

Ans. Because of the sudden interruption of the large volume 
of current, and also because the flux set up by the local currents 
being in opposition to the field flux, tends to weaken the field 
just when and where its greatest strength is required for com- 
mutation. 




Fig. 1,870. — Field of Sprague single phase compensated repulsion motor. The frame is of tho 
skeleton form which exposes the core, giving effective heat radiation. The single phase 
field winding is of the distributed concentric type. To facilitate connection to cwcuits of 
either 1 10 or 220 volts, four plainly tagged leads are brought out to the back of the remova- 
ble terminal board. 

Ques. What is the strength of the local current? 

Ans. They may be from 5 to 15 times the strength of the 
normal armature current. 

Ques. Upon what does the local armature current 
depend ? 

Ans. Upon the number of turns of the short circuited coils, 
their resistance, and the frequency. 

Google 



ALTERNATING CURRENT MOTORS 1,357 



Ques. How can the local currents be reduced to avoid 
heavy sparkhig ? 

Ans. 1. By reducing the number of turns of the short" 
circuited coils, that is, providing a greater number of com- 
mutator bars; 2, reducing the frequency; and 3, increasing the 
resistance of the short circuited coil circtdt : a, by means of high re- 
sistance connectors; or b, by using brushes of higher resistance. 




Pics. 1,880 to 1,884. — Assembly and disassembled view of short circuiting device as used on 
Bell single phase repulsion induction motor. The armature, which is wound in a similar 
' manner to those used in direct current motors, has a commutator, and brushes, which 
being short circuited on themselves, allow great starting torque, with small starting 
current. The motor starts by the repulsion principle, and on reaching nearly full speed, 
a centrifugal governor pushes the copper ring against the commutator sep:ments, thereby 
short circuiting them, and the motor then operates on the induction principle. 

Ques. What are high resistance connectors? 

Ans. The connectors between the armature winding and the 
commutator bars, as shown in fig. 1,885. 
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Ones. Does the added resistance of preyentive leads, or 

high resistance brushes, materially reduce the efficiency of 
the machine? 

Ans* Not to any great extent, becatise it is very small in 
companson with the resistanoe of the whole armature winding. 




Pig. 1.885. — Section of rinff armature of commutAtot motor lAovring local oureut aet op br 
traosfonner actioa ol the alteroatwg fiux. 



Ques. What is the objection to reducing the number of 
turns of the short circuited coils to diminish the tend- 
ency to sparking? 

Ans. Tlie cost of the additional number of commutator 
bars and oonnectors as well as the added mechanism. 

Ques. What effect has the Inductance of the field and 

armature on the power factor? 

Ans. It produces phase difference between the current and 
impressed pressure resulting in a low power factor. 

Ques. Wliat is the effect of this low power factor? 
Ans. The regulation and efficiency of the system is impaired. 

The frequency, the field flux and the mtmber ol turns in the winduig 
^hsve InflmSnoe on the power factor. 
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Ques. How does the frequency affect the power factor? 

Ans. Lowering the frequency tends to improve the power 
factor. 

The use of very low frequencies has the disadvantage of departing 
from standard frequencies, and the probabiHty that the greater cost of 
transformers and alternators would offset the gain. 




Pio, 1,886. — General Electric 5 H.P., 6 pole adjustable speed single phase compensated 
repulsion motor. This type is suitable for service reauirements demanding the use of a 
motor whose speed can be adjusted over a considerable range, this speed at a fixed con- 
troller setting remaining practically unaffected by any load within the motor's rated 
capacity. With the controller on the high sjjeed points, the motor possesses an inherent 
speed regulation between no load and full load of approximately 6 per cent. At the low 
speed points, under similar load conditions, the speed variation will be approximately 20 
per cent. To secure adjustable speed control, the armature circuits employ transformers, 
whose primaries are excited by the line circuit. ^ The secondaries of these transformers 
are divided into two sections; the first or "regulating" circuit is placed across the energy 
brushes; the other section, since it is connected in series with the compensating wind- 
ing, maintains the high power factor and speed regulation obtained in the constant speed 
type. The speed range is 2:1, appro;umately one-half of this range being below and 
jne-half above synchronous speed. 



Series Motors. — This class of commutator motor is about 
the simplest of the several types belon^ng to this division. In 
general design the series motor is identical with the series direct 
current motor, but all the iron of the magnetic circuit must be 
laminated and a neutralizing winding is often employed. 

It will be readily understood that the torque is produced in 
tb^ same way as in the direct current machine, when it is 
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riemanbered that the directioQ of rotation of the direct current 
series motor is independent of the direction of the voltage applied. 

At any moment the torque will be proportional to the product 
of the current and the flux which it is at that moment producing 
in the magnetic system, and the average torque will be the product 

of the average current and the average flux it produces, so that 
if the iron parts be unsatiurated, as they must be if the iron losses 




I 

I 

Pig. 1387.~Diagram of single phase rsriet ooanxmitator motor. It is (tacticany the Mtoe 
as the series direct current motor, with the eso^tioa that all the CMtal of the magnetie 
circuit must be himinated. 

are not to be too high, the torque will be proportional simply to 
the square of the current, there being no question of power factor 
entering into the consideration. 

Quee. What are the characteristics of the series motor ? 

Ans. They are similar to the direct current series motor, 
the torque being a maximimi at starting and decreasing as the 
speed increases. 

Ques. For what service is the series motor especially 
suited? 

Ans. On account of its powerful starting torque ft is partic- 
ularly desirable for traction service. 

Digitized by Google 



ALTERNATING CURRENT MOTORS 1,361 



Neutralized Series Motor.— A chief defect of the series 
motor is the excessive self-inductioa of the armature, hence in 
ahnost every modern single phase series motor a neutralizing 

coil is employed to diminish the armature self-induction. 

The neutralizing coil is wound upon the frame 90 magnetic 
d^^rees of half a pole pitch from the field winding and arranged 
to carry a current equal in magnetic pressure and opposite in 
phase to the current in the armature. 




I 



FtC. 1JB8S. — Diagram of neutralized series motor; conductive method. In the simple senet 
motor, there will be a distortion of the flux as in the direct current motor. As the di^ 
torting magnetic pressure is in phase with that of the magnets, the distortion of the flux 
will be a fixed effect. If the poles be definite as in direct camot machines, this distortion 
may not seriously affect the running of the motor, but with a magnetizing system like 
that universally adopted in induction motors the flux will be shifted as a whole in the 
direction of the distortion, which will produce the same effect as if in the former case 
the brushes had been shifted forward, wfaereae for good commutation they should have 
been shifted backward. As in direct current machines, this distortion is undesirable 
since it is not conducive to sparkless working, and also reduces to a more or less extent 
the torque exerted by the motor. The simplest remedy is to provide neulralizing coils 
dimlaced 90 magnetic dqtrees to the main field coils as shown. The neutralising current 
» obtained by thenuthaa of oonneetingtheneatralisingooilainaerieainthainiunci^^ 

The current through the neutralizing winding may be ob- 
tained, either 

1. Conductively; or 

2, Inductively. 
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In the conductive method, fig. 1,888, the winding is connected in 
series as shown. 

In the inductive method, fig. 1»889, the winding is short drcuited 
upon itself and the current obtained inductively, the neutxidizing 
winding being virtually the secondary of a transfoimer, of which the' 
armature is the primary. 

Ques. When is the conductive method to be preferred f 

Ans. When the motor is to be used on mixed circuits. 



I 




I 



Fks. 1,889. — Diagram of neutralized series motor; inductive method. Althooffh the ooa% 

ductive method of neutralization is employed in nearly all machines, it is possible merely 
to short circuit the neutrahzipg winding upon itself, instead of connecting it in series with 
the armature circuit. In this case the flux due to the armature circuit cannot be eliminated 
altogether, as sufficient flux must always remain to produce enough pressure to balance 
that due to the residual impedance of the neutralizing coil. It would be a mistake to infer, 
however, that on this account this method of neutralization is less effective than the con- 
ductive one, since the residual flux simply serves to transfer to the armature circuit a drop 
in pxessure precisely equivalent to that due to the resistance and local self-inductioa oi 
the netttndistng oou in the conductive method. 

Shunt Motors. — The simple shunt motor has inherently 
many properties which render it unsuitable for practical use, 
and accordingly is of little importance. Owing to the many 
turns of the fi^d winding there is large inductance in the shunt 
field circuit. 
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Pic l,B0O.-7-piaffram of simple shunt OQaiBiiitator motor. Owing to ho snaiiy intunat 
d«faeU It IS of Uttle importance. 















1 



r<r> 

* 



Pic 1301 • — Compensated shunt induction single phase motor. The transformer shown in 
the arrangement is capable of beins xepbiced by a coil placed oa the frame having the same 
axifl as tne fidd winding, so that the tlux produced bv the field winding tnducee in the 
coil a pressure in phase with the sujjply pressure. Such a coil will now be at right angles 
to the circuit to which it is connecteid. In a similar manner a coil at right angles to the 
armature circuit, that it, the cunmit parallel to the stator ositf if connected ia taim with 
Ihat oiraiit, will olto tervo to oomponeato the notor. 
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The inductance of the armature is small as compared with 
that of the field; acco(rdixigly» the two currents differ consider- 
ably in phase. 

The phase difference between the field and armature currents 
and the corresponding relation between the respective fluxes 
xesults.in a weak torque. 




Fms. 1.802^— Fyim't drant conductive single phase motor. In order to supply •lon|r the 

stator axis a constant field, suitable for producing the cross flux to which the torque is due 
by its action on the circuit perpendicular to the stator axis, the "armature circuit," as it 
may be called, has a neutralizing coil in series with it, so that the armature circuit and 
neutralizing coil together produce no flux. In addition to this, there is a magnetizing 
coil along the same axis, which is connected across the mains aiid so produces the same 
flux as the primary coil in a shunt induction machine. Fynn has proposed a number of 
methods of varying the speed and compensating this machine* It is, however, complicated 
in itself, and is only suited for voy low ToltigeSi 80 that oo Ofdiouy drcoitt it mmM 
need a separate transformer* 

It is necessary to use laminaied construction in the field circuit 
to avoid eddy currents^ which otherwise would be excessive. 
Fig. 1,890 is a diagram of a simple shunt .commutator motor. 

Repulsion Motors. — ^In the course of his observations on 
the effects of alternating currents, in 1886-7, Blihu Thomson ob- 
served that a copper ring placed in an alternating magnetic field 
tends either to move out of the field, that is, it is repelled by the 
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field (henoe the name repulsion motor), or to return so as to set 
itself edgeways to the xnagnetic lines. 

The explanation of the repulsion phenomenon is as follows: 
When a closed coil is suspended in an alternating field so that 
Unes of force pass through it, as in fig. 1,893, an alternating pres- 
sure will be induced in the coil which will be 90^ later in phase 
Chan the fadnring flux, and since every ooil contains some in- 

SUSPENDCD 




Fto. 1393. — EfiFect of aHernatbs field on copper ring. If a copper ring be suspended in on 
alternating field so that the plane of the ring is oblique to the lines of force, it will turn until 
its plane ts parMd to the lines of force, that is, to the position in which it does not encircle 
may lines of force* The turning moment acting upon tne ring is proportional to tha current 
in it, to the strength of the field, and to the cosine of the angle p. ilence it is proportional 
to tbe product sin cos p. The tendency to turn is 2sero both at 0^ and at 9(r; in the 
former case b«:ause there is no current, in the latter ^because the current has no leverage. 
It is a maximum when P <■ 45^. Even in this position there would be no torque if there 
were no lag of the currents in the ring, for the phase of the induced pressure is in quadratura 
with the phase state of the field. When the field is of maximum itrength there is no 
pressure, and when the pressure reaches its maximum there is no field. If there be self- 
toduction in the ring causing the current to lag, there will be a net turning moment tend- 
ing to diminish fi. The largest torque will be obtained when tbe lag of the current ia 
tlM tiag it 40P« 

ductance the resulting current will lag more or less with respect 
U> the pressure induced in the ooiL 

The cosine of this phase relation becomes a negative .quantity 
which means that the coil is repelled by the field. 

It is only whin ike ring is in an oblique position ikat it tends to 
turn. If it be placed with its plane directly at right angles to the 
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of the magnetio lines, it will not torn; if ever 80 little 
displaced to the right or left, it will turn until its plane is parallel 

to the lines. 

The production o£ torque may be explained by saying that -the 
current induced in the ring produces a cross field which being 
out of phase with, and ixidined to the field impressed by the 





FK3. 1,909. — Pynn'3 compensated shunt induction motor. This is a combination of the com- 
pensated shunt induction motor with the ordinary squirrel cage form. In one form, in 
addition to the ordinary dram winding on the armatare» there is another three phase 
winding into the "star, of which the drum winding is connected. This second winding 
is connected to three slip rings which are shoit circuited when the machine is up to sjiccd. 
Upon the commutator are placed a pair of brushes connected to an auxiliary winding 
placed on the frame in such a position that the flux from the primary coil induces in it 
« pressure of suitable pbaae to produM campenntioii. Tbe aame pair of tMruahea it abo 
used for starting. 



primary alternating current, causes a rotary field, and this in 
turn, reacting on the conductor, a turning moment results. 



Elihu Thompson took an ordinary direct current armature, placed it 
in an alternating field, and having short circuited the brushes, placed 
them in an oblique position with respect to the direction of the field. 
The effect was to cause the armature to rotate with a considerable tongue. 

The inductors of the armature acted just as an obliquely placed ring, 
kit yMk this differenoe^ that the obliquity was oontinuoualy pieaerved 
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by the brushes and commutator, notwithstanding that the armature 
turned, and thus the rotation was continuous. This tendency of a 
oonductor to timi from aa oblique ipodtkm was thus utiUsed hy him to 
|;et over the difficulty of starting a suigle phase motor. With tms object 
m view he then constructed motors in which the use of commutator and 
brushes was restricted to the work of merely starting the armature, 
which when so started was then entirely short circuited on itself, thovgh 
diaoomiected from the vest of the drcoitp the operation then being soldy 
00 tibe induction principle. 



LINE 



5WITCH ; 

t 

i 



I 1 ■ — ^ I I 

Pu3. 1,910. — ^DiAsnuii of ooonection of Sinragae aini^ phaae oompensated repulsion motor. 
To reverse d&eetkm of rotation intercmuago JeodsCtaadCtaiMl slisbtly shift fhe brash 
holder yoko. Bnishcs Ei and E«are permanently short cvcaited. This diagram of oon* 

nections applies also to fig. l,Oli« 

» 

Ques. What diflBculty was eiperienced with Thomaon's 

motor? 

Ans. Since an open coil annature was tised, the torque 
developed was due to only one coil at a time, which involved a 

necessarily high current in the short ch'cuited coil resulting in 
heavy sparking. 
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Ques. How was this remedied? 

Ans. By the use of closed coil armatures in later construction 

* 

Ques. Did this effectually stop sparking? 

Ans. No. 

Ques. What other means is employed in modem de- 
signs to reduce sparking? 

Ans. Compensation and the use of a distributed field winding, 
high resistance connectors, high resistance brushes, etc. 

Ques. What are the names of the two classes of repul- 
sion motor? 

Ans. , The simple and the compensated types. 

Ques. Describe a simple repulsion motor. 

Ans. It consists essentially of an armature, commutator and 
field magnets. The armature is wotmd exactly like a direct 
current armature, and the windings are connected to a com- 
mutator. The carbon brushes which rest on this commutator 

are not connected to the outside line, however, but are all con- 
nected together through heavy short circuiting connectors. 
The brushes are placed about 60° or 70*^ from the neutral axis. 
The field is wound exactly like that of the usual induction motor. 

Ques. What is the action of this type of motor? 

Ans. If nothing be done to prevent, the motor will increase 
in speed at no load until the armatvue biursts, just as it will in a 
series direct current motor. 

Ques. What provision is made to avoid this danger? 

Ans. A governor is usually mounted on the armature which 
short circuits the windings, after the motor has been started. 
The motor then runs as a squirrel cage induction motor. As & 
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rule tlie brushes are lifted off the oommutator when the arma* 
ture is short cirouitedy so as to prolong their life. 

This is a very sucoeflsEol motor, but it is of coorBe more costly tfaaa 
the simple squirrel cage motor used on. two and three-phase circuits. 




Pig. 1.911.— Dtagram of ooonections of Sprague variable speed sixislo phase compensated 

repulsion motor and controller. The controller is desired to give speed reduction and 
speed increase as resistance or reactance is inserted in the energy and compensating 
circuits. With the exception of the leads brought out from these circuits, the constant 
speed and variable speed motors are identical. The standard controller gives approxi- 
auttdy 2:1 owed VMiatioa. 

Ques. What name may appropriately be applied to the 
motor? . T. 

Ans. It may be called the repulsian induction motor, becatufe 

it is constructed fur repulsion start and induction running.^ , 

Quee. Describe a oompeneated repulsion motor. . 

Ans. In its simplest form it consists of a simple repulsion 
motor in which there are two independent sets o£ bnashe6» ^ttle 
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set being short curcuitedy while the other set is in series with the 

ig, as in the series alternating current motor. 



• 4 


• 


1] 







Ques. What names are given to the two sets of 
bruahea on a comi^enaated repukion motor? 

Ans. The energy or main short circuiting brushes, and the 
compensating brushes. 



MAIN FIFLD 



/REVERSE FIELD 
BRUSHE& 




• IN 



NE 



_^^REVEIl5IN6SWnCH 



I ARMATURE 



Fig. 1,912. — Diagram of connections of Sprague reversing type of single phase compensated 
repulsion motor. As shown, there is a special reverse field winding having tenmnals for 
oouMction to a four pole double throw twitch. 



Ques. What is the behavior of the armature of a 
compensated repulsion motor at starting? 

Ans. It possesses at starting most of the apparent reactance 
of the motor, and the effect of speed is to decrease such appar- 
ent reactance, the latter becoming zerq at dther positive or 
negative synchronism, and negative at higher speeds in either 
direction. 
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Ques. What is the nature of the field circuit of the 
compensated repuklon motor at etartinft? 

Ans, At starting it is practically non-inductive, the effect 
of speed being to introduce a spurious resistance which in- 
creases directly with the speed, and becomes negative when 
the speed is reversed. 

Ques. For what use is the compensated repulsion 
motor especially adapted? 

Ans. For light railroad service. 

Ques. When employed thus what la the method of 
control? 

Ans. A series transformer is used in the field circuit. 

Ques. What frequencies are employed with this 
motor? 

Ans. 25 to 60, the preferred frequency being 40. 

Ques. To what importsuit use is the repulsion prin- 
ciple put? 

Ans. It is sometimes employed for starting on single phase 
induction motors. 

In this method, after bringing the motor up to speed, the winding is 
thea short circuited upon itseu, and the motor then operates on the 
Induction principle. 

* 

Ques. What name is given to this type of motor? 

ft 

Ans. It is called the repulsion induction motor. 
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Power Factor of Induction Motors. — In the case of a 
direct current motor, the energy suppHed is found by multiplying 
the current strength by the voltage, but in all induction motors 
the effect of self-induction causes the current to lag behind the 
pressure, thereby increasing the amount of current taken by 
themotor. Accordingly, as the increased current is not utilized by 
the motor in developing power, the value obtained by multi- 
plying the current by the voltage represents; an apparent energy 
which is greater than the real energy supplied to the motor. 




Fig. 1,913. — Fairbanks-Morae squirrel cage armature, showing ball bearings. 



It is evident, that if it were possible to eliminate the lag en- 
tirely, the real and apparent watts would be equal, and the 
power factor would be unity. 

The importance of power factor and its effect upon both 
alternator capacity and voltage regulation is deserving of the 
most careful consideration with all electrical apparatus, in which 
an inherent phase difference exists between the pressure and the 
current, as forinstance in statictransformersandinduction motors 
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While the belief is current that any decrease in power factor 
from unity value does not demand any increase of mechanical 
output, this is not true, since all internal alternator and line 
losses manifest themselves as heat, the wasted energy to 
produce this heat being supplied by the prime mover. 

Apart from the poor voltage regulation of alternating current 
generators requiring abnormal field excitation to compensate for 
low power factor, some of the station's rated output is rendered 




Fig. 1.914. — Fairbanks- Morse 20 horse power squirrel ca^c inJuction motor connected to a 
20 inch self-feed rip and chamfering saw. The absence of commutator and brushes on 
the squirrel ca^e arnuature eliminates sparking and therefore renders this type of motor 
particularly adapted itr use in places where sparking would be daxigerous, such as in 
wood working plants, textile mills, etc. 



unavailable and consequently produces no revenue. The poor 
steam economy of underloaded engines is also a serious soura? 
of fuel wastage. 

Careful investigations have shown that the power factor of industrial 
plants using induction motor drive with units of various sizes will average 
between 60 and 80 per cent. With plants supplying current to under- 
loaded motors having inherently high lagging current values, a 
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combined factor as low as 50 per cent, may be expected. Since standard 
alternators are seldom designed to carry their rated kilowatt load at less 
than 80 per cent, power factor, the net available output is, therefore, 
considerably increased. 




I^IG. 1,915. — Method of casting end rings on squirrel cage armatures of Fairbanks- Morse induc- 
tion motors. The metal being fused to the bars at a temperature in excess of i,832 
degrees Tahr. it is readily seen that the destructive effect of any subsequent heating is 
eliminated. While giving the most intimate contact at the joints, a multiplicity of joints 
is avoided as well as solder. 



Speed and Torque of Motors.— The speed of an induction 
motor depends chiefly on the frequency of the circuit and runs 
within 5 per cent, of its rated speed; it will produce full torque 
if the line voltage do not vary more than 5 to 10 per cent. 

At low voltage the speed" will not be greatly reduced as in a 
direct current motor, but as the torque is low the motor is easily 
stopped when a light load is thrown on. 
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The cturent taken by an induction motor from a constant 
pressure line varies with the speed as in a direct current motor. 
When a load is thrown on, the speed is reduced correspondingly 

and as the self-induction or reactance is diminished, more 
current circulates in the squirrel cage winding, which in turn 
reacts on the field coils in a similar manner and more current 
flows in them from* the line. In this manner the motor auto- 
matically takes current from the line proportional to the load 
and maintains a nearly constant speed. 

The so-called constant speed motors require slight variations 
in speed to automatically take current fxota the line when {he 
load varies. 

Induction motors vary in speed from 5 to 10 per cent., while 

synchronous motors vary but a fraction of one }3cr cent. 

Single phase motors to render efficient service must be able, 
where requisite, to develop sufficient turning moment or torque 
to accelerate, from standstill, loads possessing large inertia or 
excessive static friction ; for example, meat choppers and grinders, 
sugar or laundry centrifugals; heavy punch presses; group 
driven machines running from countershafts with possibly over 
taut belting, poor alignment, lubrication, etc. 
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CHAPTER LII 

TRANSFORMERS 

The developments in the field of electrical engineering which 
have reiKlered feasible the transmission of high pressure 
currents over long distances, together with the reliability and 
efficiency of modem generating units, have resulted in notable 

economies in the generation and distribution of electric current. 

This has been accomplished largely by the use of distant 
water power or the centralization of the generating plants of a 

large territory in a single power station. 

The transformer is one of the essential factors in effecting the 
economical distribution of electric energy, and may.be defined as 

an apparatus used for changing the voltage a 'd current oj an 
cUiernating circuit. A transformer consists essentially of: 

1. A xnrmiary winding; 

2. A secondary winding; 

3. An iron core. 

Baaic Principles. — If a current be passed through a coil of 
wire encircling a bar of soft iron the iron will become a magnet; 
when the current is discontinued the bar loses its magnetization. 

Conversely: If a bar of iron carrying a coil of wire be mag- 
netized in a direction at right angles to the plane of the coil a 
momentary electric pressure will be induced in the wixe; if the 
current be reversed, another momentary pressure will be induced 

in the opposite direction in the coil. 
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These actions are fuUy eacplatned in chaps. X and XI, and as 
they are perfectly familiar phenomena, a detailed ^planation 

. of the principles upon which they depend is not necessary here. 

From the first two statements given above it is evident that if a bat 
of iron be provided with two coils of wire, one of which is supplied from a 
source of alternating current, as shown diagrammatically by fig. 1,916, 
at each impulse of the exciting current a pressure will be induced in the 
flecondaiy ocnl, the direction iji these impulses altematii^ like tbai oC 
the eacdttng current. 

« 

Ques. What name is given to the coil through which 
current from the source flows? 

Ans. The frinuxry winding. 



Fig. 1,916. — Diagram of elementary transfonnor with non-continuous core and connection 
with single phase alternator. Tbe three ewentiel parte are: primary wiiiding. eaoomdaiy 
windingt and aa iron core. 



Ques. What name is giveii to the coil in which a 
current is induced? 

Ans. The secondary winding. 

Similarly, the current from the source (alternator) is called tiie primary 
current and tbe induced cunent, the secondary current, 

Ques. What is the objection to the elementary trans* 
former shown in fig. 1,916? 

Ans. The non-continuous core. With tliis type corei the 
Qux emanating from the north pole of the bar has to return to 
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the south pole through the surrounding air; and as the re- 
luctance of air is much greater than that of iron, the magnetism 
will be weak. 

Ques. How is this overcome? 

Ans. By the use of a continuous core as shown in fig. 1,917. 
Ques. Is this the best arrangement, and why? 

Ans. No. If the windings were put on as in fig. 1,917, the 
leakage of magnetic lines of force would be ^oessive, as indicated 
by the dotted lines. In such a case the lines which leak through 

air have no effect upon the secondary winding, and are therefore 
wasted. 




^iKS* 1.917. — Diagram of elementary transformer with continuous core and connections with 
alternator. The dotted lines show the leakage of magnetic lines. To remedy this the 
armngMaMift thomi ia fig. LOlSkuMd. 



Ques. How is the magnetic leakage reduced to a mini- 
mum in conmiercial transformers? 

Ans. In these, and even in ordinary induction coils (the oper- ! 
ating principle of which is the same as that of transformers) the i 

magnetic leakage is reduced to the lowest possible amount by ' 
arranging the coils one within the other^ as shown in cross section | 
in fig. 1,918. 
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The Induced Voltage. — The pressure induced in the 
secondary winding will depend on the ratio between the number 
of turns in the two windings. For example, a transformer with 

600 turns of wire in its primary winding and 50 turns in its 
secondary winding would have a transfonnation ratio of 10 to 1, 
and if it were supphed with primary current at 1,000 volts, the 
secondary pressure at no load would be 100 volts. 



PRIMARY 
WINPING 



SECONDARY 




Fig. 1,918. — Cross section showing commercial arrangfement of primary and seoondary wlnd- 
inRS on core. One is superposed on the otlMr. This arrangement compds pntcticaUy 
of the nagnatic lines created by the primary winding to paaa through tha aecondary 



EXAMPLE. — If ten amperes flow in the primary midiiig and the 
transformation ratio be 10, then 10 X 10 ~ 100 amperes will flow 
through the secondary winding. 

Thus, a direct proportion exists between the pressures and turns in 
the two windings ana an inverse proportion between the ampefee and 
turns, that is : 

pHmary voUagei seamdary voUage ^ primary turns: secondary Hums 
pHmary curmUi secondary current «• secondary Hurnsi primary turns 



Prom the above equations it is seen that the watts of the 
primary circuit equal the watts of the secondary circuit. 
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Ques. Are the above relations strictly true, and why? 

Ans. No, they are only approximate, because of trans- 
former losses. 

In the above example, the total wattage in the primary circuit is 
1,000 X 10 = 10 kw., and that in the secondary circuit is 100 X 100 = 
10 kw. Hence, while both volts and amperes are widely different in the 
two circuits, the watts for each are the same in the ideal case, that is, 
assuming perfect transformer action or 100% efficiency. Now, the 
usual loss m commercial transformers is about 10%, so that the actual 
watts delivered in the secondary circuit is (100 X 100) X 90% = 9 kw. 




Pic. 1,010. — Wagner transformer coil formed, ready for taping. These are known as "pan 
cake" coils. They are wound with flat cotton covered copper strip. In heavy coils, 
several strips in parallel are used per turn ia order to facilitate the winding and produce a 
more compact coil. 

The No Load Current. — When the secondary winding of 
a transformer is open or disconnected from the secondary 
circuit no current will flow in the winding, but a very small 
current called the no load current will flow in the primary circuit. 
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The reason for this is as follows: The current flowing in the priniary 
winding causes repeated reversals of magnetic flux through the iron 
core. These variations of flux induce pressures in both coils; that in- 
duced in the primary called the reverse pressure is opposite in direction 




Pig. 1,920. — Wagner coils with insulation ready for core assembly. The flat coils, sometimes 
called pancalce coils, are wound of flat, cotton covered, copper strip with ample insulation 
between layers. In heavy coils several flat strips in multiple are used per turn in order to 
facilitate the winding and produce a more compact coil. In man/ cases normal current 
flow per high tension coil is very low and could be carried with a very small cross sectional 
area of copper; however, flat strip is almost always used on account of the increased 
mechanical stability thus obtained. 

and very nearly equal to the impressed pressure, that is, to the pressure 
applied to the primary winding. Accordingly the only force available to 
cause current to flow through the primary winding is the difference 
between the impressed pressiwe and reverse pressure, the effective pressure 
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The Magnetizing Current. — The magnetizing current of a 
transformer is sometimes spoken of as that current which the 
primary winding takes from the mains when working at normal 
pressure. The true magnetizing current is only that component 
of this total no load current which is in quadrature with the 
supply pressure. The remaining component has to overcome 
the various iron losses, and is therefore an **in phase" component. 
The relation between these two components determines the 
power factor of the so called "magnetizing current." 




Pigs. 1{921 and 1,922. — Assembled coils of Wcstinghouse 10 and 15 kva. transformers; views 
showing ventilating ducts. 

The true magnetizing component is small if the transformer 
be well designed, and be worked at low flux density. 

Action of Transformer with Load. — If the secondary 
•winding of a transformer be connected to the secondary circuit 
by closing a switch so that cmrent flows through the secondary 
winding, the transformer is said to be loaded. 

The action of this secondary current is to oppose the magnetizing 
action of the slight current already flowing in the primary winding, thus 
decreasing the maximum value reached by the alternating magnetic flux 
in the core, thereby decreasing the induced pressure in each winding. 
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The amount of this decrease, however, is very small, inasmuch as a 
very small decrease of the induced pressure in the primary coil greatly 
increases the difference between the pressure applied to the primary 
coil and the opposing pressure induced in the primary coil, so that the 
primary current is greatly increased. In fact, ^h^ increase of primary 
current due to the loading of the transformer is just great enough {or very 
nearly) to exactly balance the magnetizing actum of the current in the 




Pic. 1 ,023. —Rear view of Port Wayne distributing transformer, showing hanger irons for at- 
taching to pole cross arm. 

secondary coil; that is, the flux in the core must be maintained ap- 
proximately constant by the primary current whatever value the sec- 
ondary current may have. 

When the load on a transformer is increased, the primary of the 
transformer automatically takes additional current and power from 
the supply mains in direct proportion to the load on the secondary. 

When the load on the secondary is reduced, for example by turning 
off lamps, the power taken from the supply mains by the primary coil 
is automatically reduced in proportion to the decrease in the load. 
This automatic action of the transformer is due to the balanced 
magnetizing action of the primary and secondary currents. 
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ClawiMcatfam of Tnmsfonnere.— As in the case of motors, 
the great variety of transformer makes it necessary that a 

classification, to be comprehensive, must be made from several 
points of view, as: 

1. With respect to the transformation, as 

a. Step up transformers; 

b. Step down transfonners. 

2. With respect to the arrangement of the coils and naagnetic 
circuit, as 

a. Core transformers; 

b. Shell transfonners; 

c. Combiiied core and shell traasfomim. 



3. With respect to the kind of circuit they are to be used on, as 

a. Single phase transformers; 

b. Polyphase transfonnm. 

4. With respect to the method employed in cooling, as 

o» Dry transfonners; 

b. Air cooled transformers | ^'^d^^i.*W«lrbU»t| 

Oil cooled transformers; 
d. Water cooled transformers. 

5« With respect to the nature of their output, as 

a. Constant pressure transformers; 

b. Constant cunent transfonneis; 

c. Current transfcttmers; 

d. Auto-transConners. 

6. With respect to the kind of service, as 

a. Distributing; • 
^ Power* 
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7. With respect to the drcttit ooonectioa that the trans- 
former is constructed for, as 

a. Series transformers; 

b. Shunt transformers. 



Step Up Transformers. — This form of transformer is used 
to transform a low voltage current into a high voltage current. 
Such transformers are employed at the generating end of a 
transmission line to raise the voltage of the alternators to such 
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Fig. 1,924. — Diagram of elementary slep up transformer. 

has two turns and secondary 10 turns, giving a ratio of voltage transformation ol 
10 ^ 2 = 5. Since only Vs as much current flows in the fleooodaiy winding M in. the 
primary, the latter requires heavier ?rire than the fonner. 



As shown the primary winding 

of 



value as will enable the electric power to be economically trans- 
mitted to a distant point. 

Copper Economy with Step Up Transformers. — To comprehend 
fully the bearing of the matter, it must be remembered that the energy 
supplied per second is the product of two factors, the current and l£e 
pressure at which that current is supplied; tbe magnitudes of the two 
factors may vary, but the value of the power supplied depends only on 
the product of the two; for example, the energy furnished per second 
by a current of 10 amperes supplied at a pressure of 2,000 volts is 
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exadfy the same in amoimt as that furnished per second by a current of 
400 amperes supplied at a presure of 50 volts; in each case» the product 

is 20,000 watts. 

Now the loss of energy that occurs in transmission through a well 
insulated wire depends also on two factors, the current and the resistance 
of the Ythe, and In a given wire is proportional to the square of the 
current. In the above example the current of 400 amperes, if transmitted 

through the same wire as the 10 amperes current, would, because it is 
forty times as great, waste sixteen hundred tjmes as much energy in 
heating the wire. It follows that, for the same loss of energy, the 10 
ampere current at 2,000 volts may be carried by a wire having only 
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Fig. 1,925. — Diagram of elementary step down transfonner. As shown the primary winding 
has 10 turns and the secondary 2. giving a ratio of voltage transformation of 3 10 tS* 
The ament in the secondary betnc 5 times greater than in the primary will require a pro 
portiooatdy heavier wire. 

1 000 ^ ^ ^ sectional area of the wire used for the 400 ampeie 

current at 50 volts. 

The cost of copper conductors for the distributing lines is therefore 
very greatly economised by employing high pressures for distribution 
of small currents. 



St^ Down Transformers. — When cturent is supplied to 
OQDSttmers for lighting pttrposes, and for the operation of motors, 
eta, considerations of safety as well as those of suitabiUty, 
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require the delivery of the current at comparatively low pressures 
ranging from 100 to 250 volts for lamps, and from 100 to 600 
volts for motors. 

This involves that the high pressure current in the trans- 
mission lines must be transformed to low pressure current at the 
receiving or distributing points by step down transformers, an 
elementary transformer being shown in fig. 1,925. 




Figs. 1,926 and 1.927. — Core type transformer. It consists of a central core of laminated iron, • 
around which the coils are wound. A usual form of core type transformer consists of a 
rectangular core, around the two long limbs of which the primary and secondary coils arc 
woimd, the low tension coil being placed next the core. 



Transformers of this type have a large number of turns in 
the primary winding and a small number in the secondary, in 
ratio depending on the amoimt of pressure reduction required. 

Core Transformers. — This type of transformer may be 
defined as one having an iron core, upon which the wire is 
wound in such a manner that the iron is enveloped within the 
coils, the outer surface of the coils being exposed to the air as 
shown in figs. 1,926 and 1,927. 
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Shell Transformers. — In the shell type of transformer, as 
shown in fig. 1,928, the core is in the form of a shell, being built 
aroimd and through the coils. A shell transformer has, as a 
rule, fewer turns and a higher voltage per turn than the core type. 

Ques. What is the comparison between core and shell 
transformers? 

Ans. The relative advantages of the two types has been the 
subject of considerable discussion among mantifacturers; the 



COILS 




Pic. 1.928. — Shell type transformer. In construction the laminated core is built around and 
through the coils as shown. For lai^ge ratings this type has some advantages with respect 
to insulation, while for small ratings the core type is to be preferred in this respect.^ The 
shell arrangement of the core gives better cooling; with this arrangement minimnfn 
magnetic leakage is easily obtained. 



companies who formerly built only shell type transformers, now 
build core types, while with other builders the opposite practice 
obtains. 

Ques. Upon what does the choice between the two 
types chiefly depend? 

Ans. Upon manufacturing convenience rather than operating 
characteristics. 
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The major insulation in a core type transformer consists of several 
large pieces of great mechanical strength, while in the shell type, there 
are required an extremely large number of relatively small pieces of 
insulating material, which necessitates careful workmanship to prevent 
defects in the finished transformer, when thin or fragile material is used. 

Both core and shell transformers are built for all ratings; for small 
ratings the core type possesses certain advantages with reference to 
insulation, while for large ratings, the shell type possesses better cooling 
properties, and has less magnetic leakage than the core type. 




Fig. 1,929. — View illustrating the construction of cores vents the wrinkling and 

and coils of Maloney transformers, cracking of the mica. 



Combined Core and Shell Transformers. — An improved 
type of transformer has been introduced which can be con- 
sidered either as two superposed shell transformers with coils 
in common, or as a single core type transformer with divided 
magnetic circuit and having coils on only one leg. It is best 
considered however, as a combined core and shell transformer, 
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and for small sizes it possesses most of the aavanxages of both 
types. It can be constructed at less cost than can either a core 
or a shell transformer having the same operating characteristics 
and temperature limits. 




Figs. 1.931 and 1.932. — The Berry combined core and shell transformer. It consists of a 
number of inner and outer vertical and radial laminated iron blocks built up of the usual 
thin sheet iron, with the coils between. The magnetic circuit is completed at the top and 
bottom by other laminated blocks placed horizontally, and the whole is held together 
between top and bottom cast iron frame plates by a bolt passing right down the center. 
Fig. 1,931 gives a general view, W being the winding, and B, B, B, etc., the outer laminated 
blocks. The construction will be better understood from fig. 1 .932, where it may be supposed 
that the top cap and laminated cross pieces have been removed. Here I, I, I and 0,0, 0 
are respectively the inner and outer radial vertical blocks. P the primary, and S, S the 
secondary; the latter being in two sections with the primary sandwiched between, as an 
extra precaution against shock. It will be evident that this form of transformer possesses 
excellent ventilation; and this is still further enhanced by opening out the v^inding at 
intervals to leave ventilating apertures, as at A. A, A. Fig. 1 ,932 shows only 6 sets of radial 
blocks, but the usual plan is to provide 24 or 36, according to the size of the transformer. 

Fig. 1,932 shows a cross section of the first transformer of this type to 
be developed commercially, and known as an "iron clad" transformer; 
this construction has been used in England for some time. Fig. 1,933 
ghows the American practice. 
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Ques. How is economy of construction obtained In 
desiring combined core and shell trapsformers? 

Ans. The cross section of iron in tbe central leg of the core 

is made somewhat less than that external to the coils, in order 
to reduce the amotmt of copper tised in the coils. 

Single and Polj^haee Transformers. — single phase 

transformer may be defined as one having only one set of primary 

and secondary terminals, and in which the fluxes in the one or more 




Fig. 1,933. — Plan of Core of General Electric combined core and shell transformer. The core 
used OODtains four magnetic circuits of ec^ual reluctance, in multiple; each circuit consist* 
ing of a 8q;»arate core. In Xhvt construction one leg of each circuit is built up of two dif- 
ferent widths of pttnehings forminsr such a cross section that when the four circuits are 

assembled together they interlock to form a central Iri^. v:pon which the winding is placed. 
The four remaining legs consist of punchings of equal width. These occupy a position 
surrounding the coil at equal distances from the center, on the four sides: forming a 
chapel between each leg and coil, thereby presenting large surfaces to the oi^ and allow- 
inff its free access to all parts of the winding. The punchings of ^h size transformer are 
allof the same length, assembled alternately, and forming,' two lap joints equally distribntad 
in the four comers of the core, thereby giving a magnetic circuit of low reluctance. 

magnetic circuits are all in phase, as distinguished from a poly- 
' phase transformer, or combination in one unit of several one 
phase transformers with separate electric circuits but having cer- 
tain magnetic circuits in common. In polyphase transformers 
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there are two or more magnetic circuits through the core, and 
the fluxes in the various circuits are displaced in phase. 

Ques. Is it necessary to use a polyphase transformer 
to transform a polyphase current? 

Ans. No, a separate single phase transformer may be used 
for each phase. 



Figs. 1,934 and 1,935. — Top view showing core and coils in place, and view of coils of Westing- 
house distributing transformer. The coils are wouna from round wire in the smaller 
sizes of transformers and from strap copper in the larger sizes. Strap wound coils allow 
a greater current carrying conductor section than coils wound from large round wire, as 
there is little waste space between the different turns of the conductor. The coils are 
arranged concentrically with the high tension winding between the two low tension coils, 
this arrangement giving the fine regulation found in these transformers. The low tension 
coils are wound in layers which extend across the whole length of the coil opening in the 
iron, while the high tension coils are wound in two parts and placed end to end. This 
construction reduces the normal voltage strains to a value which will not give trouble 
under any condition of service. The magnetic circuit is built up of laminated, alloy steel 
punchings, each layer of laminae bein^ reversed with reference to the preceding layer and 
all joints butted. This gives a continuous magnetic circuit of low reluctance, low iron 
loss and low exciting current. When assembled, the magnetic circuit consists of four 
separate parallel circuits encirchng the coils and protecting the windings from mechanical 
injury. Separate high and low tension terminal blocks of glazed porcelain are mounted 
upon extensions of the upper end frames. All danger of confusing the leads or inad- 
vertently making an electrical connection between the high and low tension sides of the 
transformer is thus averted. The high tension winding has four leads brought to the 
studs in the terminal block. Adjustable brass connectors or links between the studs 
provide for series or multiple connections between two points of th« high tension winding. 
The position of the studs and the length of the links are so proportioned that wrong con- 
nections on the block are impossible. Barriers on the porcelain block separate the studs 
and prevent danger of arcing. Leads with means of preventing creeping of oil by capillary 
action are attached to these studs and brought out of the core thrrwigh poroetoia Niahinga. 
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Ques. Is there any choice between a polyphase trans* 
former and separate single phase transformei*s for trans- 
forming a polyphase current? \^ 

Ans. Yes, the polyphase transformer is preferable, '^^ecause 
less iron is required than would be with the several single \^hase 
transformers. The polyphase transformer therefore is s( 
what lighter and also more efficient. 






liiiiiiiiti 





'hcs. 1,936 and 1,937. — Core and shell types of three phase transformer. In the core type, 
fig. 1.936, there are three cores A, B, and C, joined by the yokes D and D*. This forms a 
three phase maKnetic circuit, since the instantaneous sum of the fluxes is sero. Bach 
core is wound with a primary coil P, and a secondary coil S. As shown, the primary 
winding of each phase is divided into three coils to ensure better insulation. The pri- 
maries and secondaries may be connected star or mesh. The core B has a shorter return 
path than A and C, which causes the magnetizing current in that phase to be less than in 
the A and C phases. This has sometimes been obviated by placing the three cores at the 
comers of an equilateral triangle (as in figs. 1,939 and 1,940), but the extra trouble involved 
is not justified, as the unbalancing is a no load condition, and practically disappears when 
the transformer is loaded. The shell type, fig. 1,937, consists practically of three separate 
transformers in one unit. The flux paths are here separate, eachJjpair of coils being 
threaded by its own flux, which does not. as in the core type, return through the other coils. 
This gives the shell type an advantage over the core type, for should one phase burn out, 
the other two may still be used, especially if the faulty coils be short circuited. The effect 
of such short circuiting is to prevent all but a very small flux from threading the faulty coiL 



Ques. Name two varieties of polyphase transformer? 

Ans. The core, and the shell types as shown in figs. 1,936 
and 1,937. 
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Ques. How should a three phase transformer be oper- 
ated with one phase damaged? 

Ans. The damaged windings should be separated electrically 
from the other coils. 

The pressure winding of the damaged phase should be short circuited 
upon itself and the corresponding low pressure winding should also be shor*. 

circuited upon itself. The wind- 
ing thus short circuited will choke 
down the flux passing through 
the portion of the core surrounded 
by them without producing in 
any portion of the winding a cur- 
rent greater than a small fraction 
of the current which would nor- 
mally exist in such portion at 
full load. 




Fig. 1,938.— Interior of General Electric oil 
cooled 500 leva. 33,000 volt outdoor trans- 
former showing lifting arrangement. 



Transformer Losses. — As 

previously mentioned, the ratio 
between the applied primary 
voltage and the secondary ter- 
minal voltage of a transformer 
is not always equal to the ratio 
of primary to secondary turns 
of wire aroimd the core. 

The commercial transformer 
is not a perfect converter of 
energy, that is, the input, or 
watts applied to the primary 
circuit is always more than the 
output or watts dcHvered from 
the secondary winding. 

This is due to the various 
losses which take place, and the 
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between the input and the output is equal to the sum 

of these losses. They arc divided into two classes: 

L The iron or core losBes; 
3. The copper losses. 

The iion or oore ksses aie doe CO 
L Hysteceds; 




CORES 



llOfc 1 jP80 and 1 .940l.f— Triangular arrangements of cores of tlirea phase transformer. Pig. 1,M0« 
fonn with three cornered yokes at bottom and top of covet; fig. 1,Q40, form with dfcolar 
vokee. While these designs give perfect symmetry for the three phikses, there is somo 
trouble in the mechanical arrangement of the yokes. If these be stamped out triangularly 
gni^ toerted ^h^^^tel^^ Itl^fa^ 

2. Eddy currents; 

8. Mai^tic leakage (n^g^igiUy small). 
Those whkh-axe dassed as copper losses ate dne 

1. Heating the conductors (the I^R lo68i>* 

2. Bddy cuireote in onndttctoc8> 
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Hjrsteresis. — In the operation of a transformer the alter- 
nating current causes the core to imdergo rapid reversals of 
magnetism. This requires an expenditure of energy which is 
converted into heat. 

This loss of energy as before explained is due to the work 
required to change the position of the molecules of the iron, 




Pig. 1,941. — View showing mechanical construction of coil and core of Moloney pole type \^ to 
50 kw. transformer. Moloney standard transformers of these sizes are regularly wound 
for 1,100 to 2,200 primary volts. For 1,100 volts the primary coils are connected in 
parallel by means of connecting links; for 2,200 volts, they are connected in series. The 
porcelain primary terminal board is provided with two connecting links so that con- 
nections can be made for either 1,100 or 2,200 volts. 

in reversing the magnetization. Extra power then must be 
taken from the line to make up for this loss, thus reducing the 
* efficiency of the transformer. 

Ques* Upon what does the hysteresis loss depend? 

Ans. Upon the quality of the iron in the core, the magnetic 
density at which it is worked and the frequency* 
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Oues. With a given 
quality of iron how 
does the hysteresis 
loss vary? 

Ans. It varies as 
the 1.6 power of the 
voltage with constant frequency. 

Oues. In construction, what 
is done to obtain minimum 
hysteresis loss ? 

Ans. The softest iron obtain- 
able is used for the core, and a 
low degree of magnetization is 
employed. 

Eddy Currents. — The iron core 
of a transformer acts as a closed 
conductor in which small pressures 





Fig. 1,943. — Top view of Fort Wayne (type A) transformer 
cover removed. s]>owlns assembly ot coils and core and 
disposition of leadfc 



Fig. 1,942.— Fort Wayne transformet 
coils and core complete. 



of different values 
arc induced in 
different parts by the 
alternating field, giv- 
ing rise to eddy cur- 
rents. Energy is thus 
consumed by these 
currents which is * 
wasted in heating the 
iron, thus reducing 
the efficiency of the 
transformer. 
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Ques. How is this loss reduced to 
a minimum? 

Ans. By the usual method of laminat- 
ing the core. 

The iron core is built up of very thin sheet 
iron or steel stampings, and these are in- 
sulated from each other by varnish and are 
laid face to face at right angles to the path 

that the eddy cur- 
rents tend to fol- 
low, so that the 
currents would 
have to pass from 
sheet to sheet, 
through the insula- 
tion. 



Ques. In prac- 
,tice, upon what 
does the thickness 
of the laminae or 
stampings depend? 



Ans. Upon 
frequency. 



the 




The laminaj vary 
in thickness from 
about .014 to .025 
inch, according as 
the frequency is re- 
spectively high or 
low. 



Pio. 1.944. — General Electric 10 kva., (type H) transformer removed trom tank. That part 
of the steel core composing the magnetic circuit outside of the winding is divided into tour 
equal sections. Eaoin section is located a sufficient distance from the winding so that all 
portions of the winding and core are equally exposed to the cooling action of the oil. On 
all except the verv smallest sizes the winding is divided by channels and ducts through 
which a continual circulation of oil is maintained. The result is uniform temperature 
throtighout the transformer, thus eliminating the detrimental effects of vmequal expansion 
in the coils with coasequeat rubbing and abrasion of the insulation. 
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Ques. Does a transformer take any current when the 
secondary circuit is open? 

Ans. Yes, a **no load" ciirrent passes through the primary. 
Ques. Why? 

Ans. The energy thus supplied balances the core losses. 




Fig. 1,945. — Cover construction of Wagrner 350 kva., oil filled 1,100-2,200 volt transformer. 
In transformers with corrugated cases, the base and top ring are cast to the corrugated 
iron sheets. 

Ques. Are the iron or copper losses the more im- 
portant, and why? 

Ans. The iron losses, because these are going on as long as 
the primary pressure is maintained, and the copper losses take 
place only while energy is being delivered from the secondary. 
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Strictly speaking, on no 
load (that is when the 
secondary circuit is open) a 
slight copper loss takes place 
in the pnmary coil but be- 
cause of its smallness is not 
menlioiied. It is, to be ex- 
act, included in the expres- 
sion "iron losses," as the 
precise meaning of this term 
signifies not only the hysteresis 
and My current hsm but the 
copper loss in (he primary coil 
wnen the secondary is open. 

The importance of the 
iron losses is apparent in 
noting that in electric light- 
ing the lights are in use only 
a small fraction of the 24 
hours, but the iron losses 
continue all the time, thus 
the greater part of each day 
energy must be supplied to 
each transformer by the 
power company to meet 
the losses, duri|;m which time 
no money is tSoaveA from 
the customers. 

Some companies make a 
minimum charge per month 
whether any current is used 
or not to oSs&t the no load 
transformer losses and rent 
of meter* 

Ques. How may the 

iron losses be reduced to 
a minimum? 

Ans. By having diort 
magnetic paths of large area 

and using iron or steel of 
high permeability. The de- 
sign and construction must 
keep the eddy currents as 
low as possible. 
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As before stated the iron losses take place continually, and since most 
transformers are loaded only a small fraction of a day it is very importailt 
that the iron losses should be reduced to a minimum. 

With a large number of transformers on a line, the magnetizing cur- 
rent that is wasted, is considerable. 

During May, 1910, the U. S. Bureau of Standards issued a circular 
showing that each watt saving in core losses was a saving of 88 cents, 
which is evident economy in the use of high grade transformers. 

Copper Losses. — Since the primary and secondary windings 
of a transformer have resistance, some of the energy supplied 
will be lost by heating the copper. The amount of this loss is 
proportional to square of the current, and is usually spoken of 
as the I'R loss. 




Figs. 1,949 to 1,958. — ^Westinghouse low tension transformer connectors for connecting the 
low tension leads to the teeder wires. The transformers of the smaller capacities have 
knuckle joint connectors and those of the larger sizes have interleaved connectors. These 
connectors form a mechanically strong joint of high current carrying capacity. Since the 
high tension leads are connected directly to the cut out or fuse blocks, connectors are not 
required on these leads. The use of these connectors allows a transformer to be removed 
and another of the same or a different capacity substituted usually without soldering or 
unsoldering a joint. The connectors also facilitate changes in the low tension connections. 



Ques. Define the copper losses. 

Ans, The copper losses are the sum of the I'R losses of both 
the primary and secondary windings, and the eddy current loss 
in the conductors. 

Ques. Is the eddy curren^oss in the conductors large? 

Ans. No, it is very small and may be disregarded, so that 
the sum of the I'R losses of primary and secondary can be taken 
as the total copper loss for practical ptirposes. 
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Ques. What effect has the power factor on the copper 
losses? 

Ans. Since the copper loss depends upon the current in the 
primary and secondary windings, it requires a larger current 
when the power factor is low than when high, hence the 
copper losses increase with a lowering o£ the power factor. 



Pig. 1^064. — Method of bringing out the secondary leads in Wagner central station trans- 
fanners. Bach primary lead is brought into the case through a similar bushing. Observe 
fho diniioation « aU poMdUHty of groundiv 



Ques. What effect other than heating has resistance 
in the windings? 

Ans. It causes poor r^:ulation. 

This is objectionable, especially when incandescent lights are in use, 
because the voltage fluctuates inversely with load clianges, that is, 
it drops as lampB are tamed on and rises as they are turned off, pro- 
dacbig disagieealde diai^ In the brilUaac/ (tf tlw 
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Cooling of Transformers. — Owing to the fact that a 
transformer is a stationary piece of apparatus, not receiving 
ventilation from moving parts, its efficient cooling becomes a 
very strong feature of the design, especially in the case of large 
high pressure transformers. The effective cooling is rendered 
more difficult because transformers are invariably enclosed in 
more or less air tight cases, except in very dry situations, where a 
perforated metal covering may be permitted. 




Pics. 1.955 and 1,956. — Westinghouse transformer terminal blCN::ks for high and low tension 

conductors. 

The final degree to which the temperatixre rises after con- 
tinuous working for some hotu^, depends on the total losses 
in iron and copper, on the total radiating surface, and on the 
facilities afforded for cooling. 

There are various methods of cooling transformers, the 
cooling mediums employed being 

1. Air; ^ 

2. Oil; 

3. Water. 

The means adopted for getting rid of the heat which is inevit- 
ably developed in a transformer by the waste energy is one of 
the important considerations with respect to its design. 
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Oues. What is the behaviour of a transformer with 
respect to heating when operated continuously at full 
load? 

Ans. The temperatiire gradtially rises until at the end of 
some hours it becomes constant. 

The difference between the constant temperature and that of the 
secondary atmosphere is called the temperature rise at full load. Its 
amount constitutes a most important feature in the commercial value of the 
transformer. 




Pigs. 1,957 to 1,960. — ^Porcelain bushing for Westlnghtmse transformera. ' 



Ques. Why is a high rise of temperature ohjectionahle ? 

Ans. It causes rapid deterioration of the insulation, increased 
hysteresis losses, and greater fire risk. 

Dry Transformers. — This classification is used to distinguish 
transformers using air as a cooling medium from those which 
employ a liquid such as water or oil to effect the cooling. 

Air Cooled Transformers. — This name is given to all trans- 
formers which are cooled by currents of air without regard to the 
manner in which the air is circulated. There are two methods 
of circulating the air, as by 

1. Natural draught; 

2. Forced draught, or blast. 
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Ques. Describe a natural draught air cooled trans- 
former. 

Ans. In this type, the case containing the windings is open 
at the top and bottom. The column of air in the case expands 
as its temperature rises, becoming Hghter than the cold air on 
the outside and is consequently displaced by the latter, resulting 
in a circulation of air through the case. The process is identical 
with ftimace draught. 




Pigs. 1,961 to 1.963. — Fuse blocks for Westinghouse transformers. The fuses furnished with 
the transformers are mounted in a weather proof porcelain fuse box of special design. The 
stationary contacts are deeply recessed in the porcelain and are well separated from each 
other. The contacts are so constructed that tne plug is held securely m place by giving 
it a partial turn after inserting it. When the plug is in position, the fuse is in sight and 
its condition can be noted which eliminates all danger of pulling the fuse while same is 
still intact and the transformer is under load. 

Ques. Describe a forced draught or air blast trans- 
former. 

Ans. The case is closed at the bottom and open at the top. 
A current of air is forced through from bottom to top as shown 
in fig. 1,964 by a fan. 

Ques. How are the coils best adapted to air cooling? 

Ans. They are built up high and thin, and assembled with 
spaces between them, for the circulation of the air. 

Digitized by Google 



TRANSFORMERS 



1-407 



Ques. What are the requirements with respect to the 
air supply In forced draught transformers? 

Ans. Air blast transformers require a large volume of air at 
a comparatively low pressue. This varies from one-half to one 
oimce per sqtiare inch. The larger transformers require greater 
pressure to overcome the resistance of longer air ducts. 




Fns. 1,064. — Voeeed draught or ''air blMftransfonner. As is indicated by the classification, 

this type of transformer is cooled by forcing a current of air through ducts, provided between 
the coils and between sectional ized portions of the core. The cold air is forced through 
the interior of the core containing the coils by a blower, the air passing vcrtu ally throaKh 
the ceils and out through the top. Part of the air is sometimes diverted horizontally 
through the ventilathig ducts provided in the eore» iMMsmg off at one aide of the traaa- 
former.^ The amount of air going through the coils, or through tbo OOre, may bo COn* 
trolled independently by providing dampers in the passages. 

Ques. How much air is used ordinarily for cooling 
per kw. of load? 

Ans. About 150 cu« ft. of air per minute. 
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In forced draught transformers, the air pressure maintained bv the 
blower varies from ^ to oz. per square inch. Forced draught or 
air blast transformers are seldom built in small sizes or for voltages higher 
than about 35,000 volts. 

Oil Cooled Transformers. — In this type of transformer the 
coils and core are immersed in oil and provided with ducts to 




Fig. 1965. — Looking down into a Wagner central station transformer, showing the connection 
board, which provides facility for varying the ratio of transformation and also for inter- 
changing the primaries. 

allow the oil to circulate by connection and thus serve as a 
medium to transmit the heat to the case, from which it passes 
by radiation. 

Oues. Explain in detail the circulation of the oil. 

Ans. The oil, heated by contact with the exposed surfaces 
of the core and coils, rises to the siwiace, flows outward fiwd 
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descends along the sides of the transformer case, from the outer 
surface of which the heat is radiated into the air. 

Ques. How may the efficiency of this method of cool- 
ing be increased? 

Ans. By providing the case with external ribs or fins, or by 
"fluting" so as to increase the external cooling siirface. 




Fig. 1966. — Section through Westinghouse ^ kilovolt ampere type S transformer. 
Fig. 1967. — Section through Westinghouse 50 kilovolt ampere type S transformer showing 
large oil ducts. 



Ques. In what types of transformer is this mode of 
oil cooling used? 

Ans. Lighting transformers. 

In such transformers, the large volume of oil absorbs considerable heat, 
so that the rise of temperature is retarded. Hence, for moderate periods 
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of operation, say 3 or 4 hours, the average lighting period, the mftTimitt^ 
temperature would not be reached. 

Ques. In what other capacities except that of cooling 
agent, does the oil act? 

Ans. It is a good insulator, preserves the instdation from 
oxidation, increasing the breakdown resistance of the insula- 
tion, and generally restores the insulation in case of pimcture. 




Pig. 1,968. — Wagner 300 kva, 4.400 volt three phase oil cooled transformer. Tn this type of 
transformer the case is filled with oil and fluted so as to increase the cooling surface, an oil 
drain valve is screwed to a wrought iron nipple cast into the base, the duct to which is in such 
a position as to make it possible not only to drain all of the oil from the transformer, but 
when desirable, to draw off a small quantity from the bottom. Should any moisture be in 
the oil it is therefore drawn off first. 

Ques. What is the special objection to oil? 
Ads. Danger of fire. 

Ques. What kind of oil is used in transformers? 
Ans. Mineral oiL 
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Ques. What are the requirements of a good grade of 
transformer oil? 

Ans. It shotdd show very little evaporation at 212° Fahr., 
and should not give off gases at such a rate as to produce an 
explosive mixture with the air at a temperate below 356°. It 
should not contain moisttire, acid, alkali or sulphur compounds. 



• 




Pio. 1,969. — Section through Port Wayne (type A) transformer showing interior of case, cor^ 
conductors, and insulation, also division of laminae. 



The presence of moisture can be detected by thrusting a red hot nail 
in the oil; if the oil "crackle," water is present. Moisture may be 
removed by raising the temperature slightly above the boiling point, 
212** Fahr., but the time consumed (several days) is excessive. 
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Water Cooled Transf onnera^-^A water oooled traosfonner 

is one in which water is the cooling agent, and, in most cases, 
oil is the medium by which heat is transferred from the coils to 
the water. In construction, pipes or a jacketed casing is pro- 
vided through which the cooling water is passed by forced cir- 
culation, as shown in figs. 1,970 and 1,971. 




Pig. 1j970.— Water cooled transformer with internal cooling coil, that is. with cooling coil 
wminthetnuisformer case. In this type, the cooling coil, through which the circulating 
water passes, is placed in the top of the case or tank, the latter isnlled with oil so that the 
coil is submerged. The oil acts simply as a medium to transfer the heat generated hT 
the transformtT to the water circulating through c<jitling cuil. In operation a continual 
circulation of the oil takes place, as indicated bv the arrows, due to the alternate heating 
aad oooliog it raociTe* a« it floirt pMt llie teannofiim 

In some eases tubular conductors are provided for the cir- 
culation of the water. 

Water cooled transformers may be divided into two classes, 
as those having: 
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1. Internal ooQling ooib; 

2. Extenud ooolix^ ooils. 

Ques. Describe the first named type. 

Ans. Inside the transformer case near the top is placed a 

coil of wrought iron pipe, through which the cooling water is 




Pig. 1,971. — Water cooled transformer with external cooling coil. In this arrangement the 
cooling coil is placed in a separate tank as shown. Here forced circulation is employed 
for both the heat transfer medium (oil) and the cooling agent (water), two pumps bemg 
neoeasary. The cool oil enters the trantfonner case at the lofwest pomt and absorbfaig 
heat from the transformer coils it passes off through the top connection leading to the 
cooling coil and expansion tank. Since the transformer tank is closed, an expansion tank 
is provided to allow for ftipmnion of tlw oil due to heating. The water cocttlation it 
arranged as illustrated. 

pumped. The case is filled with oil, which by thermO'Circulaiion 
flows upward through the coils, transferring the heat absorbed 
from the cchIs to the water; on cooling it becomes more dense 

(heavier) and descends along the inside stirface of the casing. 
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Ques. How much circulating water is required? 

Ans. It depends upon the difference between the initial and 
discharge temperatures of the circulating water. 




■I MM I I m ! n I I > !> V ,»| 




Ques. In water 
cooled transformers 
how much cooling 
surface is required 
for an internal cool- 
ing coil? 

Ans. The surface of 
the cooling coil should 
be from .5 to 1.3 sq. 
in. per watt of total 
transformer loss, depend- 
ing upon the amount of 
heat which the external 
surface of the trans- 
former case will dis- 
sipate. 



For a water temper- 
ature rise of 43° Fahr., 
1.32 lbs. of water per 
minute is required per 
kw. of load. 



Transformer Insu- 

PiG. 1,972. — Interior of General Electric water cooled lrt*J/^«* T^V^io oi4K4a#v4- 

140.000 volt transformer showing cooling coil. lailOU. i ms SUDjeCU 

has not, until the last 
few years, been given the same special attention that many 
other electrical problems have received, althoujgh the development 
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of the transformer from its original form, consisting of an 
iron core enclosed by coils of wire, to its present degree of refine- 
ment and economy of material, has been comparatively rapid. 

In transformer construction it is obviously very important 
that the insulation be of the best quality to prevent bum outs 
and interruptions of service. 

Ques. What is the **major" insulation? 

Ans. The insulation placed between the core and secondary 
(low pressure) coils, and between the primary and secondary coils. 




Fig. 1,973. — Assembled coils of General Electric water cooled 500 kva., 66,000 volt transformer. 

It consists usually of mica tubes, sometimes applied as sheets held in 
place by the windings, when no ventilating ducts are provided, or moulded 
to correct form and held between sheets of tough insulating material 
where ducts are provided for air or oil circulation. 

Ques. Describe the **minor" insulation. 

Ans. It is the insulation placed between adjacent turns of 
the coils. 

Since the difference of pressure is small between the adjacent turns 
the insulation need not be very thick. It usually consists oi a double 
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thickness of cotton wrapped around each conductor. For round con- 
ductors, the ordinary double covered magnet wire is satisfactory. 



Oues, What is the most efficient insulating material 
for transformers? 

Ans. Mica. 




Fig. 1,974. — ^Three Westinghouse 20 kva, outdoor transformers, for irrigation service. These are 
mounted on a drag so that they may be readily transported from place to place. 33,000 
volts high tension; 2,2fX) and 440 volts low tension, 50 cycles. These outdoor trans- 
formers are of the oil immersed, self-cooling type and have been devflopod to meet the 
requirements for transformers of capacities greater or of voltages higher than are usually 
found in distribution work. They are in reality distributing transtomiers for high volt- 
age, outdoor installations, sinRle or three phase service, for voltages up to 1 10,()00. Where 
the magnitude of the load does not warrant an expensive installation, transformers of 
the outdoor type are particularly applicable. The cost of a building and outlet bushings 
which is often the item of greatest expense is eliminated where outdoor type transformers 
are installed. 

It has a high dielective strength, is fireproof, and is the most desirable 
insulator where there are no sharp comers. 
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Oil Insulated Transformers. — High voltage transformers 
are insulated with oil, as it is very iniportant to maintain cai:^^ 
instilation not only between the coils, but also between the coils 

and the core. In the case of high voltage transformers, any 
accidental static discharge, such as that due to lighting, which 
might destroy one of the air insulated type, might be success- 
fully withstood by one insulated with oil, for if the oil insulation- 
be damaged it will mend itsdf at once. 

By providing good circulation for the oil, the transformer can 
get rid of the heat produced in it readily and operate at a low 
temperature, which not only increases its life but cuts down 
the electric resistance of the copper conductors and therefore 
the I' R loss. 

■ 

Efficiency of Transformers. — The efficiency of transformers 
is the ratio oj the electric power delivered at the secondary terminals 
to the electric power absorbed at the primary terminals. 

Accordingly, the output must equal the input minus the 
losses. If the iron and copper losses at a given load be known, 
their values and consequently the efficiency at other loads may 
be readily calculated. 

EXAMPLE. — ^If a 10 kilowatt constant pressure transformer 
at full load and temperature have a copper loss of .16 kilowatt, 
or 1.6 per cent., and the iron loss be the same, then its 



the iron loss is practically constant at all toads and the copper 

loss is proportional to the square of the load, the 




efficiency 



output 7.5 



X 100 a 96.8 per oent. 



input 7*$ + '!^ + -09 
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The matter of efficiency is important, especially in the case of 
large transformers, as a low efficiency not only means a large 
waste of power in the form of heat, but also a great increase in 
the difficulties encountered in keeping the apparatus cool. 
The efficiency curve shown in fig. 1,975, serves to indicate, how- 
ever, how slight a margin actually remains for improvement in 
this particular in the design and construction of large transformers. 

•00 1 — , — , — I — , — I — \ — I — I — , — \ — I — I — I — , — ■ 
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10 20 30 -^0 50 00 70 80 90 ttO 

NORMAL OUTPUT, PER CENT 

Pig. 1.975. — Efficiency cun,'c of Westinghouse 375 kw., transformer. Pressure 600 to 15,000 
volts; frequency GO. Efficiencies at different loads: full load efficiency. 98%; full 
load efficiency, 98%; 3^ full load efficiency, 97.6%; ^fuU load efficiency 96.1%; r^olA- 
tion non-iadttcttve load, 1.4%; load having .9 power factor. 3.3%. 



The efficiency of transfonners is, in general, higher than that of other 
electrical machines; even in qtiite small sizes it reaches over 90 per cent., 
and in the largest, is frequently as high as 98.5 per cent. 

To moasTire the efficiency of a transformer directly, by measuring 
ini)ut and output, does not constitute a satisfactory method when the 
efficiency is so high. A very accurate result can be obtained, however, 
by meaouing separately, by wattmeter, the core and copper losses. 

Hie core loss is measured by placing a mttmeter in circuit when the 
transf onner is on circuit at no load and aonnal ftequenqr* 
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The copper loss is measured by placing a wattmeter in circuit with the 
primary when the secondary is short circuited, and when enough pressure 
18 apphed to cftose foil load cttitent to flow. 

It it be desired to separate the load losses from the true PR loss, the 

resistances can be measured, and the PR loss calculated and subtracted 
from the wattmeter reading. The losses being known, the efficiency at 
any load is readily found by taking the core loss as constant and the 
copper loss as varying proportiooatty to i3ae square of the load. Hius, 

cffiqen c y «=» ^ < X 100 
' output + losses 

All Day Efficiency of Tran9former8. — This denotes the ratio 
of the total watt hour output of a transformer to the total watt 
hour input taken over a working day. To compute this effi- 
dency it is necessary to know the load curve of the transformer 
over a day. Suppose that this is equivalent to 5 hours at full load, 
and 19 hours at no load. Then, if Wi be the core loss in watts» 
Wi the copper loss at rated load, and W the rated output, 

output = 5 X W. 

losses = 5 (Wi + W,) + 19 W,, 

input = 5(W + Wi + WO +19 Wi. 



and the all day efficiency is equal to 

6W X 100 



7 per cent. 



. . 5(W + Wi + W,) + 19Wt 

Commercial or all day efficiency is a most important point in 
a good transformer. The principal factor in securing a high all 
day efficiency is to keep the core loss as low as possible. The 
core loss is constant — it continues while current is supplied to 
the primary, while copper loss takes place only when the sec- 
ondary is delivering energy. 

In general, if a transformer is to be operated at light loads 
the greater part of the day, it is much more economical to use 
one designed for a small iron loss than for a small full load 
copper loss* 
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Transformer Fuse 
Blocks. — These may be of 
either the single pole or double 
pole type. Fig. 1,976 shows a 
double pole fuse box opened, 
and fig. 1,977, the fuse box 
opened and the tubes re- 
moved. Of the four wires, 
W, W, W, W, entering the 
box from beneath, two are 
from the primary mains, and 
two lead to the primary coil 
of the transformer. These 
wires terminate in metallic 
receptacles R, R, R, R, in the 
porcelain plate P, fig. 1,977, 
which are bridged over in 
pairs by fuse wires placed in- 
side porcelain tubes T, T, as 
shown in fig. 1,976. These 
tubes are air tight except for 
a small outlet O in each, 
which fit into the receptacles 
B, B, in the porcelain plate 
and open out at the back of 
the block, asshowninfig. 1 ,977. 

The fuse wires are connect- 
ed between metallic spring 
tubes S, S, S, S, which fit into 
the receptacles R, R, R, R. 

If a sudden load or a short 
circuit occur in the trans- 
former, the intense heat. 
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accompanying the melting or blowing of the fuse, causes a rapid 
expansion of the air inside the tube, so that a strong blast of air 
rushies through the outlet O of the tube and immediately extin- 
guishes the arc. 

By this arrangement, sustained arcing is prevented, as the action of 
the tube causes the arc to extinguish itself automaticaUy whea the 
current is interrupted. 

The porcelain tubes are held in position by the spring K, and the 
primary of the tnmsfoniier becomes eotirely diaooonected from the 
circuit ^en the tubes are lifted out. 

This form of construction enables the lineman to detach the tubes 
from the fuse box, and insert the fuse at his convenience. Furthermore, 



too VOLTS LINE PRESSURE 



80 Y0LT5 



10 VOLTS- 




ao TURNS 



2aTURN$> 



100 TURNS 



Fig. 1.978. — Diignua Uim trating connections and principles of auto-tranalbnnera as fiiplainwl 
In flM acooiHpaiiyiiiy test* 

when inserting fuse in a short circuited line, be does not run the risk of 
being hurt, as the heated vapor of the exploding fuse can escape through 
the outlet provided for that purpose, and in a predetermined direction. 

The method of attaching the lid not only permits of quidc access to 
the interior of the box, but enables the lineman to tighten the joints 
by flMsns of the thumb screws L, L, so as to keep the box mAerptooL 



Auto-transformers. — In this dass of transfonner, there is 

only one winding which serves for both primary and secondary. 
On account of its simplicity it is made cheaply. 

Auto-transformers are used where the ratio of transformation is small, 
as a considerable saving in copper and iron can be effected, and the whole 
tranaf onner reduced in size as oompared with one having separate windings. 
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Fig. 1,978 illustrates the electrical connections and the relations 
between the volts and number of turns. 

By using the end w4reand tapping in on turn No. 20 a current a^t 20 
volts pressure is readily obtained which may be used for starting up 
motors requiring a laiige starting current and yet not draw heavily on 
the line. 

Since the primary is connected directly to the secondajy it would be 
dangerous to use an auto-transformer on high pressure oicuits. This 
type of transformer has only a limited use^ usually as compensator for 
motor starting boxes. 



Figs. 1,979 and 1,980. — Two windiner transformer and single winding or auto-transformer. 
Fig. 1,979 shows a 200:100 volt transformer having a 10 amp, primary anda 20 amp. secon- 
dary, the currents being in opposite directions. If these currents be superposed by tiaing 
ooe winding only, the auto-tnuuformer shown in fig. 1,980 is obtained whmthe wkidiina 
carries 10 amp. only and requires only one-half the copper {asBumins the mum meait 
length of turn) . If R be the ratio of anmito-transf ormer , the relative siseof it oompaied witli 

aUanafonnerof the samenttioead output it M^-^-^ :1. For eaaiple, a 10 kir. traae- 

former of 400 volts primarv and 300 volts secondary could be tnleced by aa auto- 

transformer of 10 X - ^ — * 2.5 kw.; or, in other wordSt theesnotmt of meterfaA tned 

in a 2M lew. tranafocmerooaldbeiued toiHadaaaiito4naifbniierol400t 

10 kw. output. 



Constant Current Transformers for Series Arc Li^t* 
ing. — The principle of the constant current transformer as 
used for series arc lighting is readily understood by reference 
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to the elementary diagram shown in fig. 1,981. A constant 
altOTiating current is supplied to the stationary primary coil 
which induces a current in the movable secondary coil. The 
piessuxe induced in the coil will depend on the ntttnber of liaes 
of flux which pass through it and by changing its position in 
the magnetic field over the primary a variable e.m.f. can be 
produced and a constant current maintained in the lighting 
circuit when the lamps are turned on or ofE, or if the resistance 
of the circuit be lowered by the consumption of the carbons. 




Fig* 1,981.— Elementary diasram illustrating the principles of constant current transformet 
M mad for MriM wo livbtiiig. 



Since the induced currents in the secondary are repelled by 

the primary there is a tendency for the secondary coil to jump 
out of the primary field, and in case of a very large current due 
to a short circuit in the lamp circuit, the secondary current is 
quickly reduced to normal by the rapid movement of the coil 
upward. 

By adjusting the coujiterweight for a given number of amperes 
reqtiired by the arc, the current will be maintained constant 
by tho soovoment oC the seoondBxy coiL 
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The magnetic field produced by the primary must be kept 
the same by a constant current from the alternator, therefore, 
when the lamp load is increased the primary voltage increases 
similar to that of an ordinary series wound direct current 
dynasio. In other words the alternator and regulating trans* 
ftmner supply a constant current and variable vottaga 




Fig. 1,982. — Mechanism of General Electric air cooled constant current transformer. It 
operates on the principle explained in the accompanying text and is built to supply 25 to 
100 arc lamjps at 6.0 to 7.5 amperes. The transformers are interchangeable and will 
operate on 60 or 125 cycles. The relative positions of the two coils may be cnanged in order 
to re^iiiilate the strength of the current more closely, by shifting the position of the arc 
carrying the counterbalance by means of the adjusting screw on it. A dash pot filled with 
special oil prevents sudden movements of the secondary coil and keeps the current through 
the lamps nearly constant, when they are being cut in or out of the circuit. In starting 
up a constant current transformer, it is necessary to separate the two coils as far as pos- 
siDle and then close the primary circuit switch and allow the two coils to come together. 
If the primary circuit be thrown directly on the generator the heavy rush of current which 
win IbDoir dm to the |«« ooili being too doM togei^^ 

Constant current incandescent lighting systems for use in 
Fmall to\vns also use this method for automatically regtdating 
the ctuxenU 
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Regulation. — This term applies to the means adopted either 
to obtain constancy of presstire or cvurent. In the transformer, 
regulation is inherent^ that is, the apparatus automatically 
effects its own regtilation. The regulation of a transformer 
means, the change of voltage due to change of load on the secondary; 
it may be defined more precisely as: the percentage increase in 
the secondary voltage as the load is decreased from its normal value 




i^G. 1,983. — General Electric air cooled constant current transformer. View showing ex- 
ternal appearance with case on. 

to zero. Thus, observation should be made of the secondary 
voltage, at full load and at no load, the primary pressure being 
held constant at the normal value. 

The regulation is said to be "good" or "close," when this change is 
small. In the design of a transiformer, good regulation and low iron 
losses are in opposition to one another when the best results are desired in 
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both. A well designed trans- 
former, however, ^ould give 
gpod results, both as to regular 
taon and iron losses, the relative 
value depending upon the class 
of work it has to do, and size. 



Transformer Connec- 
tions. — The alternating cur- 
rent has the advantage over 
direct current, in the ease with 
which the pressure and current 
can be changed by different 
connections of transformers. 

On single phase circuits the 
transformer connections can 

be varied to change ctirrent 
and pressiire, and in addition 
on polyphase circuits the 
phases can also be changed to 
almost any form. 
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Single Phase Connec- 
tions. — ^The method of con- 
necting ordinary distributing 

transformers to constant pres- 
sure mains is shown by the 
elementary diagram, fig. 1,984, 
where a transformer of 10 to 
1 ratio is indicated with Its 
primary winding connected to 
a 1,000 volt main, and a 
secondary winding to deliver 
100 volts. 
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Fig. 1,986 shows a transforiBer with each winding divided into 
two sections. Each primary section is wound for 1,000 vdts, 
and each secondary section for 50 volts. By connecting the 

entire primary winding in series, the transformer may be supplied 
from a 2,000 volt main, as indicated, and if the secondary 
winding be also connected all in series, as shown, the no load 
voltiige will be 100 between the secondary terminals. 



2000 V, 



1000 V- 

p 



1000 7. 

p 




s 

50V 



s 

60 V. 



lOOV 



Pic. 1,086. — Diagram of single pbaae traasfonser having primafy and seoondary windings in 
two ■e c t i oM, ilKmiiig vom^es per lectioii with i — ' ^ — 



The sections of the primary winding may be connected in 
parallel to a 1,000 volt main, and 100 volts obtained from the 
secondary, or the primary and secondary windings may be 
connected each with its two sections in parallel, and trans- 
formations made from 1,000 to 50 volts as represented in fig. 1,987. 

This is a very common method of coostmction for small transformers, 
which are provided with convenient terminal blocks for combming the 

sections of each winding to suit the requirements of the case. When 
the two sections of either winding are connected in parallel as shown in 
£ig. 1,987, care must be taken to connect correspondinii ends oj the two 
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Combining Transformers. — ^Two or more transformers 
built to operate at the same pressure and frequency may be con- 
neeted together in a variety of ways; in fact, the primary and 

secondary terminals may each be considered exactly as the 
terminals o£ direct current dynamos, with certain restrictions. 



1000 VOLT UNE 




00000 



'50 Vr 




ro'o'o'ciooo'i 

y*— 50 Y. ► 



50 VOLTS 



Pic. 1,987. — Diagram of single phase transfomier with primary and secondary windillgiOftiro 
sections each, showing voltages per section with ];>araUel connection. 



Ques. What are the two principal precautions which 

must be observed in combining transformer terminals? 

Ans. The terminals must have the same polarity at a giw 
instant, and the transformers should have practically identical 
characteristics. 

The latter condition is not absolutely essential, but it is emphatically 
preferable. For example, if a transformer, whioi has 2 per cent, xci^- 

lation, be connected in parallel, as indicated in fig. 1,088, with one which 

has 3 per cent, regulation, at no load tlie transformers will give exactly 
the same voltage at the secondary terminals, but at full load one will 
have a secondary pressure of, say, 98 volts, while the other has 97 volts. ' 
The sesult is that tha tiaiisfonner giving only 97 vdts wili be mibjKt 
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to a reverse pressure of one volt from its mate. This will not cause 
excessive current to flow backward through the secondary winding of 
the low voltage transformer, but it will disturb the phase relations and 
lower the power factor and effidency of the combination. In such a 
case it is much better to work, the secondary circuits of the two trans- 
formers separatdy. 

In case the transformers have practically the same characteristic s it 
is necessary, as stated above, to make sure that the secondary terminals 
connected together have the same polarity at a given instant; it is not 
necessary to find out definitdv what the polarity is, merely that it is the 
same for both terminals Tbis can be easily done as shown in fig. 1,969. 



PRIMARY MAIN 1000 VOLTS 



100 VOLTS NO LOAD 
96 " FULL " 



i 




SECONDARY 



Fta. IjOSSiT-DiacnmihowiiigwiIIlBBiiiisIoplM^ 



Ques. What may be said with respect to operating 
transforms secondaries in parallel? 

Ans. It is seldom advantageous. Occasionally it may be 

necessary as a temporary expedient, but where the load is such as 
to reqtiire a greater capacity than that of a transformer already in- 
stalled, it is much better to replace it by a large transformer than 
to supplement it by an additional transformer of its own size. 

Ques. How are the secondaries arranged in modem 
transformers and why? 

Ans. The secondary windings are divided into at least two 
sections so that they may be connected either in series or oarallel. 
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Ques. Explain how secondary •connections are made 
for different voltages. 

Ans. If, for instance, the secondary pressure of a trans- 
former having two sections be 100 volts with the terminals in 
parallel, as in fig. 1,990, then connecting them in series will give 
200 volts at the free secondary terminals, as indicated in fig. 1,991. 

Ques. What precaution should be taken in connecting 
secondary sections in parallel in core type if the two 
sections be wound on different limbs of the core? 




Fig. 1,989. — Method of comparing: instantaneous polarity. Two of the terminals are con- 
nected as shown by a small strip of fuse wire, and then touching the other two terminals 
together. If the fuse blow, then the connections must be neversed; if it do not, then 
they may be made permanent. 



Ans. It will be advisable to make the connections ample 
and permanent, so that there will not be any liability to a 
difference between the current flowing in one secondary winding 
and that flowing through the other. 

Two Phase Connections. — In the case of two phase dis- 
tribution each circuit may be treated as entirely independent 
of the other so far as the transformers are concerned. Two 
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transformers are used, one be- 
ing connected to one primary 
phase and supplying one 
secondary phase, the other 
being oomiected to the other 
primary phase and supplying 
the other secondary phase as 
indicated in fig. 1,996, exactly 
as though each primary and 
secondary phase were an or- 
dinary single phase system, in- 
dependent of the other phase. 

Ques. Is the above 
method usually employed ? 

Ans. No, thenaethod shown 
in fig* 1*997 is generally used. 

Three Phase Ciomiectioiis. 
— There is not so much free- 
dom in making fhree phase 

transformer connections, as 
with single or two phase, be- 
cause the three phases are 
inseparably interlinked. How 
ever, the system gives rise to 
several methods of transformer 
connection, which are knownas; 

1. Star; 

2. Delta; 

3. Star-delta; 
Delta-star. 
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PRIMARY CIRCUIT PRIMARY CIRCUIT* 



2200 VOLTS 2200 Y0LT5 




SECONDARY 220 VOLTS SECONDARY 220 VOLTS 



DELTA CONNECTION STAR CONNECTION 

PRIMARY CIRCUIT PRIMARY ORCUIT 

2200 VOLTS 2200 VOCTS 




DELTA-STAR CONNECTION STAR- DELTA CONNECTION 

Puss. 1.992to 1,095.— Thrff phase transformer connections. Pig. 1.9^2 delta connection- 
fig. 1.983 8tarcoaaccuoai%. 1,994 dttlta-starconnecUoa; fig. 1«995 star-delta coaaectioa. 
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Delta Connection. — In the delta connection both primaries and 
secondaries are connected in delta grouping, as in fig. 1,992. 

Star Connection. — This method consists in connecting both the 
primaries and secondaries in star grouping, as in fig. 1,993. 

Delta-star Connection. — In this method the primaries are con- 
nected in delta grouping and the secondaries in star grouping, as in 
fig. 1,994. 




PHASE A 



PRIMARY MAINS 




PHASE B 



{ PHASE 


A 








SECONDARY 


MAINS 








PHASE 


B 







Pig. 1,996. — Two phase transformer connections. Two single phase transformers are used 
and connections made just as though each phase were an ordinary single phase system. 



Star-delta Connection. — This consists in connecting the primaries 
in star grouping, and the secondaries in delta grouping, as in fig. 1,995. 

Ques. What advantage has the star connection over 
the delta connection ? 

Ans. Each star transformer is wound for only 58% of the 
line voltage. In high voltage transmission, this admits of much 
smaller transformers being built for high pressure than possible 
with the delta connection. . 
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Ques. What advantages are obtained with the delta 
connection? 

Ans. When three transformers are delta connected, one 
may be removed without interrupting the performance of the 
circuit, the two remaining transformers in a manner acting in 
series to carry the load of the missing transformer. 

PHASE A 
PRIMARY MAINS 
PHASE B 







SECONDARY 


^ PHASE A ( 


MAINS 


PHASE B ( 



Pic. 1 ,997. — Two phase transformer connections, with secondaries arranged for three wire 
distribution, tne primaries being independently connected to the two phases. In the 
three wire circuit, the middle or neutral wire is made about one-half larger than each of 
the two outer wires. In fig. 1,996 it makes no difference which secondary terminal of a trans- 
former is connected to a given secondary wire, so long as no transformers are used in 
parallel. For example, referring to the diagram, the left hand secondary terminal of 
transformer. A, could just as well be connected to the lower wire of the secondary phase, 
A, and its right hand terminal connected to the upper wire, the only requirement being 
that the two pairs of mains shall not be "mixed* '; that is, transformer, A, must hot be con- 
nected with one secondary terminal to phase. A, and the other to phase, B. In the case 
shown by fig. Ij997, there is not quite so much freedom in making connections. One 
secondary terminal of each transformer must be connected to one of the outer wires 
the other two terminals must be both connected to the larger middle wire of the secondary 
system. It makes no difference, however, which two secondary terminals are joined and 
connected to the middle wire so long as the other terminal of each transformer is con- 
nected to an outer wire of the secondary system. 



The desire to guard against a shut down due to the disabling of one 
transformer has led to the extensive use of the delta connection, espe- 
cially for the secondaries or low pressure side. 
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It should be noted that if one transforaier be disabled, the efficiency 
of the other two will be greatly reduced. To operate a damaged 
three phase transformer, the damaged windings must be separated 
electrically from the other coils, the damaged primary and secondary 
being respectively short circuited upon themselves. 

Ques. What kinds of transformers are used for three 
phase current? 

Ans. Either a three phase transformer, or a separate single 
phase transformer for each phase. 



1^ 



n 



Pb 



5a 



o 




omm 

5b 



o 

•o 



Pig. 1,998. — Three wire connections for transformer having two secondary sections on different 
legs of the core. If the secondary terminals be connected up to a three wire distribution, 
as here shown diaprammatically, it is advisable to make the fuse, 2, in the middle wire, 
considerably smaller than necessary tq pass the normal load in either side of the circuit, 
because, should the fuse, 1, be blown, the secondary circuit through the section, Sa, will 
be open, and the corresponding half of the primary winding. Pa, will have a much higher 
impedance than the halt of the primary winding, Pb, the inductance of which is so nearly 
neutralized by the load on the secondary winding, Sb. The result will be that the voltage of 
the primary section. Pa, will be very much greater than that of the section, Pb, and as the 
sections are in series the current must be the same through both halves of the winding; 
the drop or difference of pressure, therefore, between the terminals of Pa will be much 
higher than that between the terminals of Pb, consequently, the secondary voltage of Sb 
will be greatly lowered and the service impaired. As the primary winding. Pa, is designed 
to take only one-half of the total voltage', the unbalancing referred to will subject it to a 
considerably higher pressure than the normal value; consequently, the magnetic density 
in that leg of the transformer core will be much higher than normal, and the transformer 
will heat disastrously. If the fuse, 2, in the middle wire be made, say, one-half the capac- 
ity of each of the other fuses, this condition will be relieved by the blowing of this fuse, 
and as the lamps in the live circuit would not be anywhere near candle power if the circuit 
remained intact, the blowing of the middle fuse will not be any disadvantage to the user 
of the lamps. Some njakers avoid the contingency just described by dividing each sec- 
ondary coil into two sections and connecting a section on one leg in series with a section 
on the other leg of the core, so that current applied to either pair of the secondary termi' 
nals will circtilate about both legs of the core. 

Digitized by Google 



1,436 



HAWKINS BLECTMICITY 




TXANSPOtaiSRS 



1,437 




lbrr&'l|r?!ll?l!llll,r?ll a" to be considered 

In choosing between 

three phaseand sin^e 
phase transformers 
|Kll||3|?^rife|i^.gii|^fefi f«r three phase cur- 

|dtIll!!.^rS:8Hrrs2|rg|liS the -electba of single 

«|P llMillli^l transfonners dnce both 

l1§l^lfslil^;sSS'^ir|l?|^g5?S designs are equally re- 

liable; local conditions 
will generally determine 
which type is preferable, 

IllroB^li^^r^ The foUowing general 

S'-gS^B^.b§'2^SS52g|^l;P§f:§--3rt remarks may, however, 
Sl« « la :? c g.Sf.S-a.E-g-S be helpful: 

htl^7i«^«^l^"'^g.1^'5>-^St-^S are preferable where 

J.S>Elil§-^^--6"^-<^g2i^^3--grcl§ only one transformer 
«^H'?^S^-o^t^fe2•5g.2a§=^H•iJmc>^^3 group is installed and 




2«-:^3^^;-|'^-^'Ba°"^^v;':-1^2§1 where the expense of a 

|o§§-'^S§-f ds^gf555§ iii.^^5 :-^,8l qnre transformer would 

^^iiS?§il"1^'|:ii^S?^§^°?r^^^^SS ^bewarranted. Insuch 

^5 ^-^^"^^ 8^ t'^ " -^-S '"-^ I tHl installations the bum out 

|g^P1^isi?1l^^S"§i^t^J1-:SL^^? of one phase of a three 

s^1«sl^Si^:^^'oti"'5^8-£ s^'^:::'^!.^!'^ phase unit would cause 

- - „ « '^.•S o^'^^lg^l^-g^llcj ence for the reason that 

2 K-fi a-S.^ c o-fe 2p1 the whole transfonner 

would have to be discon- 
nected from the cixctiit 
before repairs oould be 
made. 

>^^'Z^^P^BtB'^^'P^i^':^li:-i'^ If single phase trans- 





primary and a e o o nd a iy t 
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the damaged transformer can be cut out with a minimum amount of 
trouble and the oUier two transf ormefs can be operated at normal tem- 
perature open delta at 68 per cent, of the normal capacity of the group 

of three transformers, until the third unit can be replaced. 

With a three phase shell type transformer, if both the primary and 
secondary be delta connected, trouble in one phase will not prevent the 
tue of the other two phases in open delta. By short circuiting both 
piunaiy and eeoondaiy of the defective phase, and cutting it out of 



LOAD 

Fig. 2.003.— Diagram showing three tHre leoondair coimecHons General Wectric (type H) 

transformer. As will be seen, the method adopted consists of distributing equally, on 
each side of the primary coil, both halves of the secondary windinK, so that each secondary 
thfoughout its length is closely adjacent to the entire primary winding. In €tder to 
insure the exact equality of resistanM and rsMtanoe in the two secondary windings neces- 
sary to <A)tain perfect regiilation of the two balveSt inside portion of the secondary 
winding on one side of the primary coil is connected in series with the outside portion of 
that on the other side. As a result, the drop of voltage in either side of the secondary 
»nder any ordinary conditions of tinbalanced load, df;es not exceed the listed regulation 
drop. This particular anaagement is used because it is the simplest and best method for 
tills ooostruction* 

circuit the magnetic flux in that section is entirely neutralized. This 
cannot be done, however, with any but delta connected shell type 

transformers. 



Where a large number of three phase transformers can be used, it is 
generally advimble to install three phase units, the following advantagss 
being in their favor as compared with single phase units; 
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1. Re<^uire less floor space than three single phase umts; 

2. Weigh less than the single phase units; 

3. Simpler oonnections, as only three primary and three seooodary 

leads are geaerally broui^t out; 
4 Tiaiisformer presents a symmetrical and compact appeaxaace. 

Ques. What Is the character of the construction of 

three phase transformers? 

Ans. The tbree phase transformer is practdcipJly sunilar 
to that of the single phase, except that somewhat heavier and 

larger parts are required for the core structure. 

COMPARISON OF AIR BLAST, WATER COOLED, AND OIL COOLED 

TRANSFORMERS 



Air blast type 


Water cooled type 


OH cooled type 


* 


1. COST 





A. First cost 

Necessarily more ex- 
pensive thaa the water 
cooled type of similar 
sating. 

S. 

The installation is ex- 
tremely simple. 

Moisture that may 
have collected on the 
surfaces diuing trans- 
portation or storage 
should be thorougnLy 

' Ottt. 



Least expensive of all 
types. 



Being heavitf than 
the air Dlast type, th^ 

transformers, as a lule, 
require heavier appa- 
ratus for installine. Both 
transformer and tank 
should be thoroughly 
dried out before being 
filled with oil. 

The oil is usually sup- 
plied in ISO gal. her- 
metically sealed sted 
barrels to minimize pos- 
sibility of absorbing 
moisture during trans- 
portatmi* 



Necessarily more ex- 
pensive than the air 
blast and water cooled 
type of similar ratiiig. 



Being heavi^ than 
the air blast and water 

cooled type, these trans- 
formers require heavier 
apparatus for installing. 
Both transformer aim 
tank should be thor- 
oughly dried out before 
being Med with oiL 
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G. Auxiliary apparatus 
A duct, or duunber, 
of considerable size is 
required under the trans- 
formers in order to con- 
duct the cooling air to 

A blower outfit for 
aupplyiagairis required. 



D. Maintenance 

An occasional clean- 
ing, for which a supply 
of compressed air at 
about 20 lb. pressure 
is recommended. 

The blower outfit re- 
quires no more care 
than any other sunilar 
apparatus. 



In most cases, cooling 
water may be obtained 
with sufficient natural 
head. However, there 
are frequent cases in 
which it can be obtained 
only by the useof pumps. 

A system of piping 
for the cooling water 
and oil drainage is re- 
Quired, the cost of which 
depends, of course, on 
the station layout. 

. A water pumping out- 
fit would possibly re- 
quire a trine more at- 
tention than a blower 
outfit in which there 
are no valves or piping. 



Do not leauirs cool- 
ing water or mower. 



No air or water cir- 
culation to demand at- 
tention. 



2. FLOOR SPACE 



Always requires space 
for cooling apparatus. 



Extra space only re- 
quired when auxiliary 
pumping apparatus is 
necessary. 



Only require Space 
for the transformer as 
no extra apparatus is 
necessary. 



3. LOCATION 



As the transformers 
are open at the top they 
should not be located 
where there is mudi 
dust or dirt nor where 
water from any source 
is liable to fall on them. 

The blower should be 
so situated as to obtain 
clean dry air of a tem- 
perature not greater 
than 77* Fahr. 
■ss=^=ssBaaaHaeiB 



Transformers are com- 
pletely enclosed but lo- 
cation should be such 
that no water will &11 
on leads or bushings. 



Location of auxiliary 
apparatus will depend on 
the station layout. 



Transformers are com- 
pletely enclosed but lo- 
cation should be such 
that no water will fall 
on leads or bushings. 

The building should 
be well ventilated. 

There is no auxiliary 
apparatus. 
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4. GENERAL APPEARANCE 



Terminal leads may 
be located in the base 
and the air chamber 
may be tised for con- 
ducting and distributing 
the connecting wiring. 

The absence of over- 
liead wiring aids in sim- 
plifying the appeaiance 
of uie station. 



Leads are brought out 
of the top of the trans- 
formers. • 

Water cboiliiig pipes 
are connected at the top 
in most cases* 



Leads are brought out 
of the top of the trans- 
formers. 



5. OPERATION 



Equal reliability in all three types. 

While full load efficiencies are practically equal in the three designs, it 
is necessary to change the proportion of iron and copper losses somewhat as 
the copper loss of the air blast transformer is a snuuler tMurt of its total loss 
than of the water cooled and oil cooled type&i As a lesiut, the r^gulatioii of 
the air blast transformer is a trifle better. 



6. GENERAL 



The above information rcj]:arding selection of type is not applicable to 
air blast transfomiers for circuits materially in excess of 33,000 volts. 

On account of the great thickness of the solid insulation needed and the 
Gonseq^ttent difficulty in radiating heat from the copper, it is impractieable 
to design the air bust tjrpe for mure than this voltage. The oil immersed 
designs are therefore recommended for transformers above 33,000 volts. 

Both oil cooled and water cooled types are available for aU voltages, 
being restricted in this respect only by the limitations of transmission facilities. 



Ques. Haw are transformers connected for four wire 
three phase distribution? 

Ans. When the secondaries of three transfonners are star 

NOTE. — No special foundations are necessary for any type of transfonoer OClMf 
than a wood, even liuor. having i>uth<;icut strengto to aupport tbc w^jfliL 
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connected, a fotirth 
wire may be nin from 
the neutral point, 
thus obtaining the 
four wire system. 

The voltage between 
any main wire and the 
neutral will be 67 per 
cent, of the voltage 
between any two main 
wires. For general dis- 
tribution this system 
is desirable, requiring 
less copp>er and greater 
flexibility than other 
systems. 

Three phase 200 
volt motors may be 
supplied from the 
main wires and 115 
volt lamps connected 
between each of the 
three main wires and 
the neutral; if the 
lamp load be very 
nearly balanced the 
current flowing in the 
neutral wire will be 
very small, as in the 
case of the ordinary 
three wire direct cur- 
rent system. 



How to Test 
Transformers. — 

The troubles incident 
to gas or water serv- 
ice have their par- 
allels in electric 
power distribution. 
Companies engaged 



loogle 



1,444 



HAWKINS ELECTRICITY 




O 4£ 




^ 8 



in theformer, credit 
a large percentage 
of their losses to 
leaky valves and 
defective mains. 
The remedy may 
involve heavy ex- 
pense and the loss 
is often tolerated 
as the lesser of 
two evils. 

In electric pow- 
er distribution the 
transformer takes 
in part the place of 
the valve and pipe 
system. An in- 
ferior or defective 
transformer usu- 
ally treats both 
the central station 
and its customers 
badly, being in this 
respect more im- 
partial than the gas 
or water pipe which 
may annoy but one 
of the interested 
parties at a time. 

Like a neglected 
or defective gas fix- 
ture a transformer 
can menace life, fail- 
ing, however, to give 
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the warning the 
former ^ gives, 
and with a 
more hidden 
threat on ac- 
count of its 
location. 

Apart from 
this, corre- 
sponding to an 
exasperated 
customer who 
complains at 
home and to his 
friends of dim 
lamps, black- 
ened lamps, you 
will find in the 
power station 
the manager, 
who, also wor- 
ried and in no 
better humor, 
contemplates 
the difference 
in meter read- 
ings at the end 
of the line. 

His business 
docs not in- 
crease and 
would not in- 
crease even if 
he could lower 
the rates, which 
he cannot do 
because of these 
meter readings. 

He may be 
confident of his 
engines and 
generators, and 
that his line is 
up and all right, 
but he very sel- 
dom knows 
what the trans- 
formers are do- 
ing on top of 
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the poles. Perhaps he feels that 
this waste is so slight that it 
makes no material difference. 
This can be readily ascertained 
by means of a set of testing in- 
struments. 

Perhaps the transformers 
were purchased because of 
their attractive prices and 
never tested. 

Water, plumbing, gas and 
steam fittings are subjected 
to test. Why not trans- 
formers? Even more so be- 
cause transformers take con- 
stant toll from the company 
installing them, while gas 
and water fittings, once 
passed, are off the con- 
tractor's hands. 

The busy manager has little 
time for complicated treatises 
and monographs on electrical 
measurements and even hand- 
books confront him with 
forbidding formulae. Accord- 
ingly the methods of trans- 
former testing, which are very 
simple, are illustrated in the 
accompanying cuts. Man- 
agers of electric power and 
lighting companies should 
study them carefully. 
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An ammeter, voltmeter and wattmeter are required to make 
the tests. Losses are small in good transformers and hence the 
iiistnmients should be accurate. For the same reason in- 
struments should be chosen of the proper capacity to give their 
best readings. If there be any doubt about the testing instru- 
ments being correct, they should be calibrated before being 




Pic 2J316. — Moloney tubular air draft oil filled transformer. The case is made of cast iron, 
with large steel tubes passing from the bottom through the top. In operation the air in 
the tubes becomes hot and expands; a draft is thus produced which carries away con- 
siderable heat. 

used. The testing circuits should be properly fused for the 
protection of the instruments. It is hardly logical, but a very • 
common practice is to mistrust meters and to watch them closely, 
while the transformers are guilty of theft unchallenged, and 
keep busily at it on a large scale. 
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Transformer Operation with Grounded Secondary. — • 

The operation of a transformer with a grounded secondary has 
been approved by the American Institute of Electrical Engineers, 
and by the National Board of Fire Underwriters. 

This method of operation effectually prevents a high voltage 
occurring upon the low tension wires in case of a breakdown or 
other electrical connections occiuring between the primary and 
secondary windings. 




Pig. 2,017. — Moloney pressure transformer adapted for switchboard work in connection with 
voltmeters, wattmeters, etc., in sizes from 25 to 500 watts. 



In case of a breakdown without the secondairy groimded, 
any one touching a part of the low tension system, such as a 
lamp socket, might receive the full high pressure voltage. With 
the low tension grotmded, the fuse in the high tension circuit 
will blow and the fault be discovered upon replacing it. 

t • . 
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Transformer Capacity for Motors. — The voltage regiilation 
of a well designed transformer is within 3 per cent, of its rated 
voltage on a non-inductive load such as incandescent lamps, 
but when motors are connected to the circuit their self-induction 
causes a loss of 5 per cent, or more, and if the load be fluctuating, 
it is better to use independent transformers for the motor, which 
will prevent considerable fluctuations in the incandescent lamps. 
Arc lamps do not show slight voltage changes as much as in- 
candescent lamps. The proper rating of transformers for two 
phase and three phase induction motors is given in table on 
the next page. 




Fig. 2,018. — Moloney current transformer switchboard or indoor type. It is used ordinarily 
for insulating an ammeter, a current relay, the current coil of a watt meter or watt hour 
meter from a high tension circuit, for reducing the line current to a value suitable for 
these instruments. 



A three phase induction motor may be operated from three 
single phase transformers or one three phase transformer. While 
the one three phase transformer greatly reduces the space and 
simplig^s the wiring, the use of three single phase transformers 
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is more flexible and, in case one transformer bums out, the oon- 
nection can be readily changed so that two transformers will 
operate the motor at reduced load until the burned out trans- 
former 18 replaced or repaired. 




Pig. 2,019. — Diagram showing a method of operating a three phase motor on a two phase 
circuit, using a transformer having a tap made in the middle of the secondary winding. 
M> as to get the necessary additional phase. While this does not give a true balanced 
thfee phase secondary, it is close enou^^xfor motor work. In the above arrangement, the 
main tnnsionner supplies M per cent, of the current and the other with the split winding 
46 per cent. 

It is well to allow one kilowatt per horse power of the motor in 
selecting the size for the transformers, excepting in the small 
sizes when a little larger kilowatt rating is found to be the most 
desirable. 

Tnmtf ofmen for Two and Three Phase Motofs 



Delivered 

voltage of 
circuit 


Single phase ttaiisformer voltages 


110 volt motor 


220 volt motor 


Primary 


Secondary 


Primary 


Secondary 


1.100 
2,200 


1,100 
2^200 


122 
122 


1,100 
2,200 


244 
244 



Very small transformers should not be used, even when the 
motor is large compared to the work it has to do, as the heavy 
starting current may bum them out. 

The following tables give the proper sizes of transformer for 
three types of induction motor and the approximate current 
taken by three phase induction nootors at 220 volts. 
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Capacities of Transformers for Induction Motors 



Kilowatts per tiansfonner 



Size of motor 


Two single 


Three single 


One three 


horse power 


phase 


phase 


phase 


trensfonnecs 


transCcMmefs 


traosformer 


1 


0.6 


0.6 




2 


1.5 


1.0 


2.0 


8 


2.0 


1.5 


3.0 


5 


3.0 


2.0 


6.0 


7 


4.0 


3.0 


7.5 


10 


5.0 


4.0 


10.0 


15 


7.5 


5.0 


15.0 


20 


10.0 


7.5 


20.0 


80 


15.0 


10.0 


30.0 


50 


25.0 


15.0 


50.0 


75 


40.0 


25.0 


75.0 


100 


50.0 


30.0 


100.0 


Gunent taken by Three Phase Induction Motors at 220 Volts 


' Horse power 


Approximate full 


Horse power 


Approximate full 


of motor 


load current 


of motor 


load current 


1 • 


3.2 


20 


50. 


2 


6.0 


80 


75. 


3 


9.0 


50 


125. 


5 


14.0 


75 


185. 


10 


27.0 


100 


250. 


15 


40.0 


150 


370. 



Transformer Cknmections for Motors.— Fig. 2,020 shows 
the connection of a three phase so-called delta connected trans-i- 
former with the three primaries connected to the lines leading 

from the alternator and the three secondaries leading to the 
motor. 

The connections for a three phase motor using two trans- 
formers is sbQWO in fig* 2,021 and is identical with the previous 
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arrangement, except that one transformer is left out and the 
other two made correspondingly larger. 

The copper required in any three wire three phase circtiit foi 
a given power and loss is 75 per cent, that necessary with the 
two wire single phase or four wire two phase system having the 
same voltage between lines. 



1 1 I 

ftENERATOR 



Ptc. 2,020. — ^Three phase motor transtormer connections; the so-called Delta connected 
transfbmers* 

The connections of three transformers for a low tension 
system of distribution by the four wire three phase system are 
shown in fig. 2,022. The three transformers have their primaries 
joined in delta connection and the secondaries in ''Y" con- 




hotdh 



Fig. 2fi3!L-''nu9b phase motor otMiiiectiooa vaing two traaafonnen. 

nection. The three upper lines of the secondary are the three 
main three phase lines, and the lowest line is the common neutral. 

The voltage across the main conductors is 200 volts, while that 

between either of them and the neutral is 115 volts; 200 volt motras 
should be joined to the mains while 115 volt lamps are connected 
between the mains and neutral. The arrangement is similar to the 
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Edison three wire system and the neutral carries curreat only when the 
lamp load is unbalanced. 

^ liie voltage between the mains should be used in calculating the 
size ci wires, and the size of the neutral wire should be made in pro- 
portion to each of the main oonductofs that the lighting load is to the 
total load. 



6EN ERATO R 




Pic. 2,022.— Delta-star cooneetioa of three trantfomiers for low imsiiire, three phase, four 

wire system. 



When lights only are used the neutral should be the same as the 
main conductors. The copper required in such a system for a ^ivcn 
power and loss is about 33.3 per cent, as compared wiw a two wire suigle 
phase sjrstem or a four wire two phase system using the same voltage. 



O 
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Fig. 2,023.—Dbgram of transformer oonnections for motors on the monocyclic system. 



Monomelic Motor System. — Motors on the monocyclic 

system are operated from two transformers connected as shown 
in fig. 2,023. In the monocyclic system the single phase current 
is tised to supply the lighting load and two wires only are nec- 
essary, but if a self-starting induction motor be reqtured, a third 
or teas^ nereis brought to the motor and two transformers used. 
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The teaser wire supplies the quarter phase current required 
to start the motor, which afterwards runs as a single phase 
synchronous motor and little or no current flows through 
the teaser circuit as long as the motor keeps in synchronism; 
in case it fall behind, the teaser current tends to bring it up 
to speed instead of the motor stopping, as would be the case 
of a single phase motor. 




Fig. 2,024. — Moloney flaming auto type arc lamp transformer for 110 volts primary to 55 
volts secondary. A hook in bottom of case provides means for suspension of lamp. The 
transformer may be operated on circuits from 1(X) to 120 volts primary, 50 to dO volts 
secondary. The secondary capacity is 8 to 12 amperes. 

The voltage of the transformers should be tested by means of 
a voltmeter or two incandescent lamps joined in series, before 
starting up the motor, to see if the proper transformer con- 
nections have been made and prevent an excessive flow of current. 

Tf one of the transformers be reversed the voltage will be almost 
doubled; in fact, it is a good plan to check up all the transformer con- 
nections with the voltmeter or lamps which wiil pftea save a bum out. 
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Arrangement of links on 
the oonnecting board 



•I 100 VOLTS- 







Primary coils 
will be con- 
nected in 


For circuit 

voltage 
normal at 


Ratio of transform- 
atioQ at no load 


with second- 
ary coils in 
smfltiple 


with second- 
aryoDiUin 


Multiple 


1,100 


10:1 


5:1 


Multiple 


1,100 


9.05 : 1 


4.52 : 1 


Series 


2,200 


20:1 


10:1 


Series 

• 


2,200 


19.05:1 


9.5:1 


Series 


2,200 


18.1 : 1 

■ 


9.05 : 1 



Pigs. 2.025 to 2.029. — ^Diagrams of Wa^er transfbnner oonsection board, and table showing 
various arrangements of the tenmnal Uaks. coffwwmmnding tmnirfoniiatiion ntioa, aad 
Guitable piiniary voltages. 
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Pic. 2.030. — Installation of a transformer on pole; view showing metiiod of attachment and 
diq>osition of the primary and secondary leads, cutouts, etc. 




FlC 2,081. — Diagram of static txxMrter or regulating transformer. It is used for regulating 

the pressure on feeders. In the fijztiro. B are the station bus bars, R the regul''ible trans- 
former, F the two wire feeders, and T a distant transformer feeding into the low pressure 
three wire distributing network N. The two ends of the primary, and one end of the 
secondary of R, are connected to the bus bars as shown. The other end of the secondary*, 
as well as a number of intermediate points, are joined up to a multiple way switch 
to which one of the feeder conductors is attached, the other feeder main bein^ connected 
to the opposite bus bar. As will be evident from the figure, by manipulatmg S extra 
volts may be added to the Vjus bar pressure at will, and the drop along P compensated for. 
R is a step transformer, the total secondary difference of pressure being comparatively 
small. Tarn above device possesses rather serious drawbacics, in that the switch 8 hsia 
to carry the main current, and that the supply would be stopped if the switch got out of 
order. Kapp improved on the arrangement by putting the switch in the pirmary circuit. 
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CHAPTER LIII 

CONVERTERS 

The alternating cunent must change to a direct current in 
many cases as in railroad work because the induction motor is 

not so satisfactory as the direct current series motor and the 
alternating current series motor is slow in coming into general use. 

In all kinds of electrolytic work, transformation must be made, 
and in many cities where the direct current system was started, 

it is still continued for local distribution, but the large main 
stations generating alternating currents and frequently located 
some distance away from the center of distribution have replaced 
a number of small central stations. 
Transformation may be made by any of the following methods : 

1. Rotary converters; 

2. Motor generator sets ; 

3. *Mercury vapor rectifiers; 

4. *Electrol)rtic rectifiers. 

Strictly speaking, a converter is a revolving apparatus Jor con' 
verUng alternating current into direct current or vice versa; it is 
usually called a rotary converter and is to be distinguished from 
the other methods mentioned above. 

Broadly, however, a converter may be considered as any 
species of apparatus for changing electrical energy from one form 
into another. 



•NOm— Rwtiflm ara uplained in deUU ia Cluster LIV. 



Digitized by Google 



t,458 HAWKINS BLBCTRICITV 



According to the standardization rules of the A. I. E, E. 
converters may be classified as: 

1. Direct current converters; 

2. Synchronous converters; 

3. Motor converters; 

4. Frequency converters; 

5. Rotary phase converters. 




Figs. 2,032 and ^.033. — Grasmie ring dvnamo and alternator annatures illustrating oonvwter 
operation. The current ge n er at ed by the dynamo is assumed to be 100 amperes. Now* 

suppose, an armature similar to fi^. 2.032 to be revolving in a similar field, but let its wind- 
ings be connected at two diametncally opposite points to two slip rings on the axis, as in 
flg. 2,032. If driven by power, it will generate an alternating current. As the maxi* 
mum voltage between the points that are connected to the slip rings will be 100 volte, 
and the virtual volts (as measured by a voltmeter) between the rings will be 70.7 ( » 100 

-^ V2),ifthe power applied in turning this armature is to be 10 kilowatts, and if the cir- 
cuit be non-inductive^ thie output in virtual amperes will be 10,000 -ir 70.7 141.4. If the 
reststanoes of each oc the armatures be negligibly small, and if there be no frictiona! or 
other losses, the power given out by the armature which serves as motor will just suffice 
to drive the armature which serves as generator. If both armatures be mounted on the 
same shaft and placed in equal fields, the combination is a motor dynamo. In acttial mm* 
chinet the various losses are met by an increase of current to the motor. Since titeaiina* 
tures are identical, and as the mmilarly placed windings are jMssed through identical maff* 
netic fields, one winding with proper connections to the slip rings and commutator will OO 
for both. In this case only one neld is needed; such a machine is called a converter. 



A direct current converter converts from a direct cuneat to a 

direct current. 

A synchronous converter (coiiunonly called a rotary converter) 
oonverts from an alternating current to a direct current. 
A motor converter is a combination of an induction motor with a 

synchronous converter, the secondary of the former feeding the arma- 
ture of the latter with current at some frequency other than the im- 
pressed frequency; that is, it is a synchronous converter in combination 
with an induction motor. 
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A Frequency Converter (preferably called a frequency changer) 
converts alternating current at one frequency into alternating current 
of anotlier fkequencgr, with cmt without a change in the nmnber of phases 
or voltages. 

A Rotafy FhaM CkniTflrter changes altermtiiig cumat of one or 
more phases into alternating cuxrent of a differant number of phases, 
but of the same frequency. 




ftc. 2,034. — Diagram of ring mmnd single phase rotary converter. It is a combination of a 
synchronous motor and a dynamo. The winding is connected to the commutators in 
the usual wav, and divided into two halves by leads connecting segments 180* apart 
to collector rin^. A bipolar field is shown for simplicity; ia practice the field is multi* 
pour and energhced by direct cuirent. 



Rotary Converters. — The synchronous or rotary converter 
consists of a synchronous motor and a direct current generator 
combined m one xnachine. It resembles a direct current gen* 
erator with an imusttally large commutator and an auxiliary 
set of collector rings. 
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Ques. In general, how does a rotary converter operate? 

Ads* On the collector ring side it operates as a synchronous 
motor, while on the commutator side, as a dynamo. 

Its design in certain respects is a compromise between alternating 
current and direct current piactioe most noticeably with respect to the 
number of poles and speed. 



Ques. Upon what does the speed depend? 

Ans. Since the input side consists of a synchronous motcnr, 




to points on the winding at right angles to the first, ^ving four brushes on the alternat- 
ing side for the two phase current. The pressuro will be the same for each phase as in 
the single phase rotary. Neglecting losses the current for each phase will M equal tO 
the direct current XI-*- V^-direct current X •707. 

the speed is governed by the frequency of the alternating current 
supplied, and the number of poles. 

Fig. 2,034 is a diagram of a ring wound rotary converter. This style 
winding is shown to simplify tlie explanation. In practice drum wound 
annaturet are used, the openitioa, however, is the aame. 
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^ VfiHh this simple tnacHne fbe fotbwiag principles 
stmted: 

1. If the cxDil be rotated, alternating ourreots can be taken horn the 
collector xings and it is called an alternator. 

2. By connecting up the wires from the commutator segment^ a 
dir«:t current will flow in the external circuit making a dynamo. 

3. Two separate currents can be taken from the armature, one supply- 
inn alternating current and the other direct current; such a machine is 
Cfluled a datMe current generaior. \ 




P G. 2,036.— Diagram of three phase rotary converter. In this t3Ppe» the winding is tapped at 
three points 120** distant from each other, and leads connected with the corre0i)onding 

commutator segments. 



4. If a direct current bo sent in the armature coil through the com- 
mutator, the coil will begin to rotate as in a motor and an alternating 
cttrrent can be taken out of the ooUector rings. Such an arrangement 
is called an inoerted rotary converter, 

6. If the machine be brought up to synchronous speed by external 
means and then supplied with alternating current at the collector rings, 
then if the direction of the current through the armature coil and the 
pole piece have the proper magnetic relation, the coil will continue to 
lotate in synchronism with the current. A direct current can be taken 
from the oomnitttator, and when used thus» the tnachine is called simply 
a raAny converter. 
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Figs. 2,037 to 2.041. — Various 
rotary converter and transformer 
connections. Fig. 2,037 two 
phase connections ; fig. 2,U38 
three phase delta connections; 
fig. 2.039 three phase V or star 
connectkmt; %. 2,040 six phase 
delta connections; iig. 2,041 ax 
phase Y connections. 
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Ques. What is the relation between the impressed 
altamating prasure and the direct pressure at the com- 
mutator? 

Ans. The ratio between the impressed alternating pressure 
and the direct current pressure given out is theoretically constant, 
therefore, the direct pressure will always be as 1 to .707 for 
single phase converters or if the pressure of the machine used 
above indicate 100 volts at the direct current end, it will indicate 
70.7 volts at the alternating current side of the circuit. 

Ques. Name two different classes of converter. 

Ans. Single phase and polypliase. 

Ques. What is the advantage of polj^hase converters? 

Ans. In the majority of cases two or three phase converters 
are used on account o£ economy of copper in the transmission 
line. 

Ques. How is the armature of a polyphase converter 
connected? 

Ans. Similar to that of an alternator with either delta or 
Y connections. 

Figs. 2,037 to 2,041 show various oonverter connectlona between the 

collector rings and commutator. 

Fig. 2,037 indicates how the armature is tapped for two phase coo- 
flections. 

Fig. 2,038 shows three phase delta connections, and fig. 2,039 th* 

three phase Y or star connections. 

Six phase delta and Y connections are frequently used as shown in 
fig. 2,040 and fig. 2,041, both of which require two secondary coils in 
th(B transformer, one set of which is reversed, so as to supply the current 
in the proper direction. 

Ques. With respect to the wave, what is the relation 
between the direct and alternating pressures? 

Ans. The direct oirrent voltage wiU be equal to the crest 
of the pressure wave while the alternating voltage will depend 
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on the virtual value of the maximum voltage of the wave accord- 
ing to the connections employed. 

In a single phase rotary, the value of the direct pressure is 1 to .707, 
therefore a rotary which must supply 600 volts direct current must be 
supplied by 60CX.707 = 424 volts alternating current. For three phase 
rotaries the ratio is 1 to .612, or in order to produce 600 volts direct 
current, 600 X. 61 2 = 367 volts on the alternating current side of the 
rotary is required. 



flG. 2,042. — Westinphousc rotary converter armature coils. These are wound from bar 
copper and are interchangeable. The armature coils are heavily insulated to withstand 
the tests specified in the standardization rules of the American Institute of Electrical 
Engineers 

Fig. 2,034 shows a complete diagram of the electrical connections. 
A single phase rotary is illustrated so as to simplify the wiring. 

The table of Steinmetz on page 1,464 gives the values of the alter- 
nating volts and amperes in units of direct current. 

Oues. How is the voltage of a rotary varied on tlie 
direct current side? 

Ans. Pressure or potential regulators are put in the high 
tension alternating current circuit and may be regulated by small 
motors operated from the main switchboard or operated by hand. 
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Oues. What is the advantage of unity power factor foi 
rotary converters ? 

Ans. It prevents overheating when the rotary is delivering 
its full load in watts. 

Oues. What greatly influences the power factor of the 
high tension line? 

Ans. The strength of the magnetic field. 



Pig. 2,043. — Westinghouse rotary cotiverter armature spider. It is made of cast iron or cast 
steel. The dovetail grooves are machined in the teet or ends of the arms and in thesa 
slots the laminations forming the armature coil engage. 



Ques. Does variation of the field strength materially 
aflfect the voltage? 

Ans. No. 

Since variation of the field strength does not materially affect the 
voltage, by adjusting the resistance in series with the magnetic circuit, 
the strength of the field can be changed and the power factor kept 1 
or nearly 1 as different loads are thrown on and off the rotary. 

Ques. What is the effect of a field too strong or too 
weak? 

Ans. If too strong, a leading current is produced, and if too 
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weak, the current lags, both of which reduce the power factor 
and are objectionable. 

Usually there is a power factor meter connected up in the main gener- 
ating station and one also in the rotary substation, and it is the duty of 
the attendant at the substation to maintain the proper power factor. 

Ques. What is the ordinary range of sizes of rotaries? 
Ans. From 3 kw. to 3,000 kw. 




Pig. 2,044. — Equalizer connections of Westinghouse rotary converter. The armature coils 
are cross connected at points of equal voltage and taps are led out from the winding at 
suitable i>oints to the slip rinp. This construction insures a uniform armature saturation 
below each pole piece and eliminates one cause of sparking at the commutator. 

Ques. What is the general construction of a rotary 
converter, 

Ans. It is built similar to a dynamo with the addition of 
suitable collector rings connected to the armature windings at 
points having the propltr phase relations. 

Standard rotary converters have been developed for 25 and 60 cycles. 
The standard railway machines are compound wound, the series field 
being designed for a compounding of 600 volts at no load and full load 
when supplied from a source of constant pressure with not more than 10 
per cent, resistance drop and with 20 to 30 per cent, reactance in the cir- 
cuit. The large size machines are usually wound for six phase opera t • 
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Compounding of 
Rotary Converters. 

— Compounding is de- 
sirable where the load 
is variable, such as is 
the case with inter- 
urban railway sys- 
tems. The purpose of 
the compounding is to 
compensate automati- 
cally for the drop due 
to line, transformer, 
and converter impe- 
dance. 

On account of the 
low power factor 
caused by over com- 
pounding, and the 
fact that substations 
are customarily con- 
nected to the trolley 
at its nearest point 
without feeder re- 
sistance, over com- 
pounding is not 
recommended. An 
adjustable shunt to 

• the series field is 
provided with each 
machine. 

Shunt wound con- 
verters are satisfac- 

* tory for substations in 
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large cities and similar installations where due to the larger 
number of car units demanding power, the load is more nearly 
constant. 

Ratio of Conversion. — The relation between the alternating 
and direct current voltages varies slightly in different machines, 




Pig. 2,047. — Westinghouse rotary converter brush rigging showing method of bracing the 
brushes. The brushes are supported by a rigid cast iron rocker ring which fits accurately 
in the frame. A handwheel worm and^ screw arrangement for shifting the brushes^ is 
provided. Cast iron arms bolted to, but insulated from the rings, carry the rods on which 
the brush holders are mounted. Brush holders are of brass cast in one piece, of the sliding 
type and have braided copper shunts. Brush tension is adjustable. 

due to differences in design. The best operating conditions 
exist when the desired direct current voltage is obtained with 
unity power factor at the converter terminals when loaded. 
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Pic 2,048. — Westinghouse conunutating pole rotary converter. The construction details 
are substantially the same as for the railway converter, with exception of the commutating 
poles. The application of commutating pole converters is particularly desirable where 
special requirements such as great overload capacity or large capacity and low voltage 
enable them to show to the greatest advantage. Commutating poles as applied to rotary 
converters fulfill the same functions as in the more familiar applications to dynamos and 
motors. That is, the commutating pole insures sparkless commutation from no load 
to heavy overloads with a fixed brushposition. _ Brush shifting devices are not furnished 
on commutating pole converters. Commutating pole rotary converters for railway 
service are normally arranged for automatic compounding which is effected by the proper 
combination of series excitation and inductance between the generator and the rotary 
converter. This inductance is normally included in the transformer but in special cases 
may be partly in a transformer and partly in a separate reactance. It is possible to pro- 
duce by this means a slight increase in the direct current voltage provided the voltage 
drop in the alternating current line be not excessive. Usually it is so arranged that the 
compounding that can be obtained is just sufficient to overcome the alternating cvirrent 
line voltage drop. The standard Westinghouse method of starting is alternating current 
self-starting. With this method of self -starting, the brushes of a commutating pole rotary 
converter must be lifted frora^ the commutator during the starting operation to prevent 
sparking. A mechanical device, as shown in fig. 2.050, is provided which accomplishes 
this. With direct current or motor starting a brush lifting device is not necessary. 
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Ques. Upon what does the ratio of conversion depend? 

Ans. Upon the number of phases and method of connecting 
the windings. 

For single phase or two phase machines it is 1 to .7; for three phase, 
1 to .612, or six phase, 1 to .7 or 1 to .613 depending upon the kind 
of connection used for the transformer. 

For example, a two phase rotary receiving alternating current at 426 
volts will deliver direct current at 600 volts, while a three phase rotary 
receiving alternating current at 367 volts will deliver direct current at 
600 volts. 




(flG. 2,049. — Commutating pole of Westinghouse conmiutating pole rotary converter. The 
commutating poles are similar in general construction to the main poles. The coils are 
of bare copper strap wound on edge. Ventilating spaces are provided between the pole 
and coil and between turns. The copper winding is bare except for a few turns at each 
end. Insvilating bolts retain the turns in their proper position. 

Ques. What difficulty would be encountered if other 
ratios of conversion than those given above were required ? 

Ans. An armature with a single winding could not be used. 

It would be necessary to use a machine with two distinct armature 
windings or else a motor generator set. 

Ques. What change in voltage is necessary between a 
converter and the alternator which furnishes the current? 

Ans. The voltage must be reduced to the proper value by a 
step down transformer- 
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Voltage Regulation. — As the ratio of the alternating to the 

direct current voltage of a converter is practically constant, 
means naust be provided to compen^te for voltage variation 
due to changes of load in order to maintain the direct current 
pressure constant. 
There are several methods of doing this, as by: 




Pig. 2,050. — Westinghouse brush lifting device for commulatinf? pole rotary converter. A 
rack is attached to each brush as shown. Into this rack the spring hinged lifting book 
of the raising device engages only when the lifting lever is shifted toward the raised posi> 
tion. The lifting arrangement is independent of the brushes during normal running, 
so it can in no way affect the operation oC the machine. Each brush ts merely raised and 
towered withia its own holder so the brush position or commutation is not altered. 

1. Shifting the brushes (objectionable); 

2. Split pole method; 

3. Regulating pole method; 

4. Reactance method ; 

6. "Multi-tap" transformer method. 
6. Synchronous regulator. 
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Shifting tlie Brushes —Were 
it not for the difficulties encount- 
ered, this would he a most con- 
venient method of voltage 
r^ulation, since by this proced- 
ure the diiect current voltage 
may be varied from maximum 
to ssero. It is, however, not 
practical because of the excessive 
sparking produced when the 
brushes are shifted out of the 
neutral plane. 

Split Pole Method.— In order 

to overcome the difficulty en- 
countered in shifting the brushes 
the split pole method was devised 
by Woodbridge in which each 
field pole is split into two or 
three parts. 

The effect of this is the same 
as shifting the brushes except that 
no sparking results. 

The other part is arranged so 
that its excitation may be varied, 
thus shifting the resultant plane 
of the field with respect to the 
direct current brushes. 

One of these parts is perma- 
nently excited and it produces 
near its ed^e the fringe of field 
necessary for sparkless commuta- 
tion. 
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Regulating Pole Method. — As applied to the rotary con- 
verter regulating poles fulfill the same functions as commutating 
or interpoles (see page 385) on motors and dynamos, that is, 
they insure sparkless commutation from no load to heavy over- 
loads with a fixed brush position. 





Fig. 2,054. — General Electric regulating pole rotary converter. The field structure is divided 
into two parts, a main pole and a regulating pole. The ratio between the voltages on 
the_ direct current and alternating current sides may be readily varied by varying the 
excitation of the regulating poles, the only auxiliary apparatus required being a field 
rheostat for controlling the exciting current. ^ Where automatic regulation is required, 
machines may be provided with compound windings, or automatic field regulators may 
be tised responsive to either voltage or current. These converters are adapted for a 
variety ofpurposes where a variable conversion ratio is required, either to mamtain con- 
stant D. C. voltage with varying A. C. voltage or to vary the D, C. voltage as required. 
Converters may be operated inverted where it is rerjuircd to furnish constant or variable 
A. C. voltage from a D. C. source. Where converter and inverted converter operation 
are desired, an opposite direction of rotation is required for the inverted operation. 
Converters of this type are built in capacities from 300 i<w. up to 3,000 kw., and con- 
structed to give a voltage range between 240 and 300 volts, to cover the usual lighting 
circuit requirements. In design, they are similar to standard rotary converters, with 
the exception that the regulating poles are located next to the main ^le pieces and a 
slightly different form of pole piece bridge is used for the main poles, in order to allow 
tha auxiliary poles to be readily removed or assembled. 
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The regulating poles are used in order to vary the ratio be- 
tween the alternating current collector rings and the direct 
current side without the use of auxiliary apparatus such as 
induction regulators or dial switches which involve complicated 
connections and many additional wires. The regulating poles 
are arranged with suitable connection so that the current through 
them can be raised, lowered or reversed. 




Fig. 2.055. — Detail of Westlnghouse cotmnutating pole rotary converter brush, showing rack. 
The brush lifting mechanism and its operation is explained in fig. 2,050. 



The characteristics of the regulating pole converter being 
novel, a detailed explanation of the principles involved is given 
to facilitate a clear understanding of its operation. 

Consider a machine with a field structure as shown in fig. 2,056 re- 
sembling in appearance a machine with commutating poles, but with 
the brushes so set that one of the regulating poles adds its flux to that of 
one main pole, cutting the inductors between two direct current 
brushes. The regulating pole is shown with a width equal to 20 per cent, 
of that of the main pole. 

To obtain definite figures, it will be assumed that the machine at 
normal speed, with the main poles excited to normal density, but with 
no excitation on the regulatmg poles, gives 250 volts direct current 
pressure. Then with eajdi regulating pole excited to the same density 
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as the main poles, and with a polarity corre«)onding to that of the 
main pole in the same section between brushes, the direct current 
pressure will rise to 300 volts at tlie same speed, sinoe tiie total flux 
cutting the inductors in one direction between brushes has beoi increased 

20 per cent. 

If, on the other hand, the excitation of the regulating poles be reversed 
and increased to the same density as that of the main poles, the direct 
current pressure will fall to 200 volts, since in this case the r^;ulating 
poles give a reverse pressure, that is, a pressure opposing ti^t generated 
by the main poles. 

Now, if the machine be equipped with collector rings, that ia, if it 



Pig. 2,066.— Diagnun of field of regukdnv poto oonv«cter illuBfeiatiiig prindplM — r'^HH in 
thtt accompanyiog text. 



be a converter, this method of varying the direct current voltage from 
200 to 300 volts does not give nearly as great a variation of the alter- 
nating current voltage; in fact, the latter voltage will be the same when 
delivering 200 volts as when delivering 300 volts direct current pressure, 
if the field excitation be the same. 

This may be seen by reference to fig. 2,057, whidx is a diagram of the 
alternating current voltage developed in the armature windings by the 

two sets of poles. 

The horizontal line OA represents the alternating current voltage 
• 

NOTE. — In tlie Burnliain split pole rotary converter, each pole is divided into only two 
•actions, one larger than the other. A main shunt winding is arranRed on the large sections, 
and a winding for iimvidinK the voltaKo regulation is placed on the other section. When the 
current is sent thniugh this hater winding m ODO dinctiQii tba volttgs is xajtHl* wImh in fHut 
otber direction the voltage is lowered. 
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generated by the main poles, alone, "with the regulating poles uneaGcitedt 
that is, when delivering 250 volts direct current pressure. 

For a six phase converter OA measures about 180 volts diametrically, 
(flat i8» between dectrically opposite collector rings. 

If now the regulating poles be excited to full strength, to bring the 
direct current pressure up to 300 volts, the alternating current v^tage 
generated by the regulating poles will be 90 degrees out of phase with 
that generated by the main poles (since they are placed midway between 
tfaa main poles), and will be about 40 volts as shown by the Une AB, 

The fesuitant alternating current volts across the collector lings will 
be represented by the line OB with a value equal to 184. 

Again, if the regulating poles be reversed at full strength, to cut the 
direct current pressure down to 200 volts, the alternating current voltage 



Fig. 2,057.— Vdtees diagram for vosdating pole co n ve rt er iUustta^ig prindplct ej^Uned 
ia the acoompnying t«U> 

of the main and regulating poles will be OA and AC respectively, giving 
the resultant OC equal to OB with a value of 184 volts. Accordingly, 
the direct current pressure may be either 200 or 300 volts with the same 
alternating current pressure, and if the main field be kept constant, 
the direct current pressure may range between 200 or 300 volts, while 
the alternating current pressure varies only between 180 and 184 volts. 

The alternating current pressure can be kept constant through the 
full range of direct current voltage by changing the main field so as 
always to give an equal and opposite flux change to that of the r^u- 
lating field. A constant total flux may thus be obtained equal to 9ie 
radius of the arc EC, fig. 2,057. In this case the line OA, representing 
the^main field strength, will equal OB when the regulating field is not 
excited, and 250 volts can only be obtained at this adjustment. 

This method of operation gives unity power fector with a constant 
impressed pressure of 184 volts alternating current with a range of direct 
danent ventage firom 200 to 300 volts. 
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PxGS. 2,088 and 2.050.— Diagrams illustrating; the efTect on the alternating cttrrent voltage 
due to varying the regulating field strength (of a machine proportioned according to 
fig. 2,060), from a density ec^ual to that in the main poles to the same density reversed* 
tfie main field strength remaming constant. The D. C. voltage in this case varies from 
30 per cent, above uiat produced by the main field alone to 30 per cent, below, or from 
32d to 175 volts, while tne A. C. voltage varies only from 200 to 175 volts. To keep 
the A. C. voltaRe constant with such a machine the main field must be strengthened as 
tberegulacingfieldisweakenedorreversed toreducethe D. C. voltage. This strragthening 
increases the oore lost particularly on low direct current voltages, which however, are rarely 
requiredt hoice a macune proportioned as in fig. 2,060, would not be operated through 
so wide a range as 175 to 325 volts. Assume that the range is 240 to 30O volts, and that 
at the highest voltage, both main and regulating fields have the same density, presenting to 
the armature practically one continuous pole face of uniform tlxix intensity. The oisr 
gram of A. C component voltages to give constant A. C. resultant voltage across the 
rings for the case, is shown in fig. 2.059. At 300 volts D. C, the main field produces an 
A. C. voltage OA, and the regulating field, a voltage AB, with a resultant OB. equal to 
about 200 volts A. C. i^t 270 volts D. C, the mam field produces an A. C. voltage OA, 
and a regulating field voltage AB, giving a resultant A. C. voltage OB, equal to 200 volts. 
Similarly, at 240 voUs D. C* the main field i»radu€fla an A. C. voltage OA, and the regu- 
lating field (noir reversed) produces the reverse voltage AB, giving the resultant OB 
again equal to 200 volts. It will be noted that, theoretically the main field strength 
must be increased about 15 per cent, above ita value at 300 voltB D. C in order to kern 
the D. C. voltage at 250 volts. 
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Ques. Where should the regulating poles be located 
for best results? 

Ans. A better construction is obtained by placing them 
closer to the corresponding main pole, as in fig. 2,060, than when 
spaced midway between the main poles as in fig. 2,056. 

Ques. When the regulating poles are spaced as In fig. 
2,060, what is the effect on the direct current voltage? 

Ans. The effect is the same as for the midway position 
(fig. 2,056) except for magnetic leakage from the main poles to 




Pig. 2,060. — Diagram illustrating placement of regulating poles. In practice machines are 
not built as indicated diagranunatically in fig. 2,056. that is, with regtUatinA poles spaced 
nddway between the main pq1m» became a ttetter construction is obtained bjr j^aetng the 
regulating pole closer to the cog mpondin g main pole, as ehown above. 

the regulating poles when the latter is opposed to the former, 
that is, when the direct current voltage is heing depressed. 

Ques. What is the effect on the alternating current 
voltage? 

Ans. Jt is somewhat altered as explained in figs. 2,058 and 
2,050. 
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Reactance Method. — This consists in inserting inductance 
in the supply circuit and running the load current through a 
few turns around the field cores. This method is sometimes 
called compounding, and as it is automatic it is generally used 
where there is a rapidly fluctuating load. 




Fig. 2,001.— Westinghouse 300 kw., 1,500 volt, three phase, 25 cycle» commutating pole 
rotary converter. The illustration shows clearly the commutating, and main poles and 
the relative sizes, also arrangement of the terminal connections. 

If a lagging current be passed through an inductance, the 
collector ring voltage will be lowered, but will be raised in case 
of a leading current. The degree of excitation governs the 
change in the phase of the current to the converter, the excita- 
tion, in turn, being regulated by the load current. Accordingly 
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with series inductance, the effect of the series coils on the field 
of the converter is quite similar to that of the compounding of 
the ordinary railway dynamo. 

Multi-tap Transformer Method. — The employment of a 
variable ratio step down transformer for voltage regulation is a 
non-automatic method of control and, accordingly, is not de- 
sirable except in cases where the load is fairly constant over 
considerable periods of time. It requires no special explanation. 




Pig, 2,062. — Mechanical oscillator and speed limit device of Westinghouse commutatinpr pole 
rotary converter. It automatically prevents the armature of the converter remaining 
in one position and thus not allowmg brushes to wear (grooves in both commutator and 
collector rings. The oscillator is a self-contained device carried at one end of the shaft. 
The operating parts consist of a hardened steel ball and a steel plate with a circular ball 
race, backed by a spring. The machine is so installed with a sUght inclination toward 
the end carrying the oscillator. As the armature revolves the ball is carried upward and 
owin^ to the convergence of the steel race and shaft face, the spring is compressed. The 
reaction of the spring forces the armature away from its natural position and allows the 
ball to drop back to the lowest point of the race. 

Sjrnchronous Booster Method. — This consists of combining 
with the converter a revolving armature alternator having the 
same number of poles. 
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Ques. How is the winding of the booster alternator 
armature connected ? 

Ans. It is connected in series with the input circuits on the 
converter. 




Fig. 2,063.— Westinghouse 2,000 kw., 270 volt, direct current, 6 phase, 167 R.P.M., syn- 
chronous booster rotary converter, having a voltage range from 230 to 310 volts. It 
consists of a standard rotary converter in combination with a revolving armature alter- 
nator mounted on the same shaft with the rotary converter and having the same number 
of poles. By varying the field excitation of the alternator, the altematmg current voltage 
impressed on the rotary converter can be increased or decreased as desired. The direct 
ciurent voltage delivered by the converter is thereby varied accordingly. The principle 
of operation of the booster converter is therefore very simple and easily understood. It 
is simply a combination of two standard pieces of electrical apparatus, accordingly there 
are incorporated in it no details of construction essentially different from those encountered 
in standard rotary converters and alternators. The only novelty is in their combination. 
The frames may be supported either from the rotary converter frame, as in the small 
units, or from the bed plate, as in the larger ones. A synchronous booster converter can 
be built, if necessary, with a vertical shaft to satisfy special floor space and head room 
requirements. 



Ques. How are the field windings connected? 

Ans. They are either fed with current regulated by means 
of a motor operated field circuit rheostat, or joined in series with 
the commutator leads of the converter. 
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Pig. 2,064. — Annature of Westinghouse synchronous booster converter. Heavy cast yokes 
form the frames. They are proportioned to rigidly support the laminated steel field poles. 
The poles are fastened to the frame with through bolts. A lifting hook is provided on all 
frames. The bed plates are in one piece for the smaller machines but two piece bed plates 
are used for the larger ones. The ocarings are ring oiling and have babbitt wearing sur- 
faces that are renewable. 




Pic. 2.065. — Westinghouse field frames and bearings for synchronous booster rotary converter. 
The frames consist of heavy cast yokes. The poles are fastened to the frames with through 
bolts. The bed plate is in one piece for the small machines and in two pieces for the 
laxge ones. 
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Ques. For what service is the synchronous booster 
method desirable? 

Ans. For any application where a relatively wide variation 
in direct current voltage is necessary. 

It is particularly desirable for serving incandescent lighting systems 
where considerable voltage variation is required for the compensation 
of drop in long feeders, for operation in parallel with storage batteries 
and for electrolytic work where extreme variations in voltage are required 
by changes in the resistance of the electrolytic cells. 




Fig. 2,066. — General Electric motor generator set consisting of 2,300 volt synchronous motor 
and 550 volt dynamo. 

Motor Generator Sets. — The ordinary rotary converter is 

the most economical machine for converting alternating currents 
into direct currents, and where slight variations in the direct 
current voltage is necessary, they are mostly used on account 
of their high efficiency, and because they are compact. 
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> In many 
§ central sta- 
1 tions where 
5 they supply a 
a great variety 
J of apparatus, 
I the motor 
•J generator sets 

> are employed 
§ as the gener- 
2, ator is inde- 
I pendent of 
§ the alternat- 
j ing current 
^ line voltage 
I and any de- 
M gree of volt- 
I age regulation 

0 can be per- 
^ formed. * 

1 Motor 
c5 Generator 
j;| Combina- 
%l tions. — The 
o following 

combinations 

of motor generators are made and used to suit local conditions; 

Synchronous motor dynamo 

Induction motor dynamo 

Direct current motor dynamo 

Direct current motor alternator 

Synchronous motor alternator 

Induction motor alternator 
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Standard practice has adopted high tension alternating 
current for transmission systems, but direct current distribution 
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is very frequently used. This is particularly true where alter- 
nating current apparatus has been introduced in old direct 
eunent lighting systems. 

The synchronous motor or the induction motor connected to 
a generator stands next in importance to the rotary converter 
because it is easy to operate and the pressure soay be changed 
by a rheostat placed in the field drcuit of the generator. 

The line wires carrying full volti^ can usually be connected 
direct to the motor and thus do away with the neoessaiy step- 
down transformer required by the rotary. 

Ques. What is the behavior of a rotary converter when 
hunting? 

Ans. It is liable to flash over at the direct current brushes, 

which is common in high frequency converters where there are 
a great number of poles and the brushes are necessarily spaced 
dose together around the commutator. 

Ques. Is this fault so pronounced with motor gener- 
ator sets? 

Ans. The motor generator operating on a high frequency 

circuit, the generator can be designed with a few poles and the 
brushes set far apart which will greatly reduce the chance of 
flashing over. 

A synchronous motor will drive a generator at a constant speed 
during changes in load on it, and by having a field regulating resistance 

it can be used to improve the power factor of the system. 

When an induction motor is used its speed drops off slowly as the 
load comes on the generator, and it is necessary to regulate the voltage 
of the generator by means of a field rheostat, or compound wound 
macfauies may be used. 

While an induction motor requires no separate esdtation of the 
field magnets like the synchronous motofi its #99t 99 ^ pQWCr factor 
€f the qfstem is undesiiablei 
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Although it is seldom necessary to convert direct current to alter- 
nating, such an arrangement of a direct current motor driving an 
alternator is often justified in place of an inverted rotary converter, 
as in this case the alternating current voltage can be changed inde- 
pendent of the direct current voltage. 

The racing of an inverted rotary under a heavy inductive load or 
short circuit does not take place in motor generator set mentioned above. 




FlC. 2,069. — General Electric frequency changer set. consisting of a 11,000 volt synchronous 
motor with direct connected exciter and a 2,300 volt alternator. 



Frequency Changing Sets. — A frequency of 25 cycles is 
generally used on railway work and in large cities using the 
Edison three wire system, and as a 25 cycle current is not desirable 
for electric lighting it is necessary to change it to 60 cycles by 
means of a frequency changer shown in fig. 2,069 for distribution 
in the outlying districts. 
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The two machines in this combination are of the same con- 
struction, only the synchronous motor would have eight poles 
and have the 25 cycle current passing through it, while the 
generator would have 20 poles and produce 62J^ cycles per 
second at 300 revolutions per minute. By supplying the motor 
with 24 cycles, the generator would produce 60 cycles. 




Pig. :i,070. — General Electric four unit frequency changer set consisting of a 11.000 volt 
synchronous motor, 13,200 volt alternator, 250 volt exciter, and 440 volt starting induction 
motor. Where parallel operation is required between synchronous motor driven frequency 
changers, a mechanical adjustment is necessary between the fields or armatures of the 
alternator and motor to obtain equal division of the load. The adjustment can be ob- 
tained by shifting the keyway. or by special cradle construction. In the latter method, 
one machine is bolted to a cradle fastened to the base. By taking out the bolts, the frame 
can be turned around through a small angle relatively to the cradle and therefore to the 
armature frame of the other machine, when the bolts can be replaced. 

It will be seen from the figure that the separate exciter is 
fastened on the base plate and has its armature directly con- 
nected to the shaft. 

Parallel Operation of Frequency Changers. — It is very 
difficult to construct two or more frequency changers and join 
them to synchronous motors so that the current wave of one 
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machine will be in phase with the other, since the speed of the 
motor will depend on the frequency of the line and be independent 
of the load thrown on it. 

When alternators are nm in parallel^ if one machine lag 
behind, the other carries the load with the result that the lightly 
loaded machine will speed up and get in step with the other, or 




Pig. 2,071.— D!asram of " Cascade** motor generator set or motor converter, as it is called In 

England where it is used extensively for electric railway work. In the diagram of motor 
armatxire winding, some of the connections are omitted for simplicity. The windings are 
Y connected, and as theirare fed by wires joined to the slip rings at the ri^ht and center, 
the rest of the power passes to the converter windings back to rotor windiog and out to 
the aUp rings so that part of the power enters the rotor and part throu^^ tha eoiivarler* 

in other words a synchronizing current will flow between the 
two alternators and tend to keep them in proper relation with 
respect to phase and load. 

Cascade Converter. — This piece of apparatus was intro- 
duiced by Arnold and La Cour. Briefly, it consists of a com- 
bination of an induction motor having a wound armature and 
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a dynamo, the armatures being placed on the same shaft. The 
windings are joined in cascade, that is, in series with those of 
the armature of the induction motor. The line supplies three 
phase currents at high voltage direct to the field of the induction 




Pig. 2,072. — General Electric shunt wound booster set. Sets of this class are used in railway 
stations to raise the pressure of the feeders extending to distant points of the system, 
for storage battery charging and regulation, and in connection with the Edison three wire 
lighting system. The design of the various sets is closely dependent upon their application. 
Booster sets are constructed in either series or shunt wound types and they may be 
arranged for either automatic or hand regulation, depending on the nature of the service 
required. Where there are a number of lighting fevers connected and nm at full load 
for only a short time each day it will generally be economical to install boosters rather 
than to invest in additional feeder copper. It is important, however, to consider each 
case where the question of installing a booster arises, as a separate problem, and to deter- 
mine if the value of the power lost represents an amotmt lower than the interest charge 
on the extra copper necessary to deliver the same voltage without the use of a booster. 



motor and drives it, generating in it currents at a lower voltage 
depending on the ratio of the windings. 

Part of the current thus generated in the armature passes 
into the armature of the dynamo and is converted by the 
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commutator into direct current as in a rotary converter, but is 
also increased by the current induced in the winding of the 
dynamo armature. 




Pig. 2,073— General Electric 9.5 kw. 1.000 R.P.M. balancer set. This is a form of direct 
current compensator, the units of which it is composed may be alternately motor or 
generator, and the secondary circuit is interconnected with the primary. Balancer sets 
are widely used to provide the neutral of Edison three wire lighting systems. They are 
also installed for power service in connection with the use of 250 volt motors on a 600 volt 
service or 125 volt motors on a 250 volt service. Although the balancer set may be manu- 
factured for more than one intermediate voltage, the General Electric Company recom- 
mends the three wire system as it is simpler. The motors may be more equally divided 
and the reserve margin of the motor is more conservative for that class of work requiring 
increase in torque with decrease in speed. The voltage of the system being given, the 
capacity of a three wire balancer set is fixed by the maximum current the neutral wire is 
required to carry. This figure is a more definite specification of capacity than a statement 
in per cent, of unbalanced load. As designed for power work and generally for lighting 
service, the brushes of each machine are set at the neutral point in order to get the best 
results for operating alternately either as a generator or motor. Where the changes o£ 
balance are so gradual as to permit of hand adjustment if desired, a considei-able increase 
in output is obtainable. 



Oues. At what speed does the machine run? 

Ans. Assuming equal numbers of pole, the armatures rotate 
at a speed corresponding to one half the circuit frequency. 
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Thus if the motor 
have six poles and 
the frequency be 50, 
the rotary field re- 
volves at 50 X 60 
-i-3 = l,0OOR.P.M., 
and the motor will 
revolve at one-half 
that speed or 1,000 

2 = 600 R.P.M. 

Since the con- 
nections are so ar- 
ranged that these 
currents tend to 
set up in the arma- 
ture a revolving 
field, rotating at 
half speed in a sense 
opposite to that in 
which the shaft is 
rotating at half 
speed, it follows 
that by the super* 
position of this re- 
volving field upon 
the revolutions of 
the machine, the 
magnetic effect is 
equivalent to a ro- 
tation of the arma- 
ture at whole speed - 
so that it operates 
in synchronism, as 
does the armature 
of a rotary con- 
verter. 

Half the electric 
input into the mo- 
tor part is, there- 
fore, turned into 
mechanical energy 
to drive the shaft, 
the other half 
acts inductively on 
the armature wind- 
ing, generating cur- 
rents therein. 
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As to the dynamo part it is lialf genecator, Teoeiving medianical 
power by transmission along the shaft to furnish half its output, and it 
IS half converter, turning the currents received from the armature into 
direct current ddivered at the brumes. 

Ques* What action takes place in tlie motor armature 
winding? 

Ans. Since it runs at one-half synchronous speed, it generates 
alternating current of half the supply current frequency, de- 
livering these to the axmattire of the dynamo. 

Ones. What claim is made for this type of apparatus? 

Ans. The cost is said to be less than a motor generator set, 
and it is claimed to be self-synchronizing and to require no 
special starting gear, also to be 2.5 per cent, more efficient than 
a motor generator. 

Ques* How is the machine started from the high 
pressure side? 

Ans. The field winding is connected directly to the high 
pressure leads. The three slip ring brushes are connected with 
external resistances which are used while starting, the external 
resistances being gradually cut out of the circuit as the Tnanhiti<> 
comes up to speed (the same as with an ordinary slip ring motor). 

Ques. How does a cascade converter compare with a 
synchronous converter? 

Ans. It is about equally expensive as the synchronous 
converter with its necessary bank of transformers, but is about 
one per cent, less e&cient. It is claimed to be more desirable 
for frequencies above dO on account of the improved commu- 
tation at the low frequency used in the dynamo member. For 
lower frequencies the synchronous converter is preferable. 
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CHAPTER LIV 
RECTIFIERS 

The purpose of a rectifier is to change alternating current 
into a uni-dircctional or pulsating current. There are several 
classes of apparattis to which the term recti^er may be 
applied, as 

1. Mechanical rectifiers; 

2. Electrolytic rectifiers; 

3. Mercury vapor rectifiers, or, mercury arc rectifiers; 

4. Electro-magnetic rectifiers. 

Mechanical Rectifiers. — By definition, a mechanical rectifier 
is a form of commutator operating in synchronism with the 
generator and commutating or rectifying the negative waves 
of the alternating cnirrent as shown graphically in figs. 2,076 and 
2,078. The essential features of construction are shown in fig. 
2,079. 

Ques. Mention aome application of a mechanical 
rectifier. 

Ans. It is used on a compositely excited alternator as il- 
lustrated on page 1,192. 

Electrolytic Rectifiers. — If two metals be placed in an elec- 
trolyte and then subjected to a definite difference of pressure, 
they will (under certain conditions) offer greater resistance to the 
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passage of a current in one direction, than in the other direction. 
On account of this so called valve effect, electrolytic rectifiers 
are sometimes called "valves." 

Ques. What metal is generally used for the cathode? 
Ans. Aluminimi. 



ALTERNATING CURRENT 



PARTIALLY 
RECTIFIED 
CURRENT 




CURRENT FULLY RECTIFIED 



Pigs. 2,076 to 2,078. — Diagrams showing alternating currents, and partial and complete recti- 
fication. 

Ques. What is generally used for the other electrode? 

Ans. Lead or polished steel. 

Metals of low atomic weight exhibit the valve effect at high differences 
of pressure, and heavier metals at low differences of pressure. 

Oues. Describe the "Nodon valve." 

Ans. The cathode is of aluminum or alimiinum alloy, and the 
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other electrode, which has considerably more surface, is the 
containing vessel. The electrolyte is a neutral solution of 
ammonia phosphate. 

Ques. Describe its action. 

Ans. It is due to the formation of a film of normal hydroxide 
of aluminum, over the surface of the aluminum electrode. This 



EXTtRhAL ALTLRNATINfe CURRLNT CIRCUIT 




Fig. 2,079. — Mechanical rectifier. The rectifier consists of two castings M and S with teeth 
which fit together as shown, being insulated so they do not come in contact with each 
other. Every alternate tooth, being of the same casting, is connected together, the 
same as though joined by a conducting wire. There are as many teeth as there are poles. 
The part M of the rectifier is connected to one of the collector rings by F, and the part 
S to the other ring by G. 

film presents a very high resistance to the current when flowing 
in one direction but very little resistance, when flowing in the 
reverse direction. 

Ques. What is the effect when a Nodon cell is supplied 
with alternating current? 

Ans. Half of the wave will be suppressed and an inter- 
mittently pulsating current will restdt as shown in fig. 2,077. 
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PLAN ELEVATION 

Pigs. 2,080 and 2,081. — Two views of Nodon valve. This is an electrolytic rectifier in which 
the cathode is a rod of aluminum alloy held centrally in a leaden vessel which forms the 
anode and contains the electrolyte, a concentrated solution of ammonium phosphate. 
Only a short portion at the lower end of the cathode is utiHzed, the rest, which is rather 
smaller in diameter, being protected from action by an enclosing glass sleeve. The current 
density at the cathode ranges from 5 to 10 amp. per sq. dm. In the larger sizes, the cells 
are made double, and a current of air is kept circulating between the walls by means of 
a motor driven fan. In order to utilize both halves of the supply wave, the Gratz method 
of connection is adopted. The maximum efficiency is obtained at about 140 volts, and 
the efficiency lies between 65 and 75 per cent., and is practically independent of the fre- 
quency between the limits of 25 and 200 Above a pressure of 140 volts, the effi- 
ciency falls off very rapidly, owing to breakdown of the film. The pressure difference is 
high, being over 90 per cent, at full load. Temperature largely influences the action of 
the valve, and should never exceed 122° Fahr. 




Fig. 2,082. — Oscillograph record from Nodon valve showing original supply Voltage and thc 
correspondiag pulsating ctirrent at the terminals of such a valve. 
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Ques. How may both halves of the alternathig waves 
be utilized? 



Ans. By coupling a series of cells in opposed pairs .as in fig. 
2,080. 




WATTS, OUTPUT 

Pus. 2,088 . Fer fo nn aoce curves of five ampere Nodan valve. Conatant aeooodary voltage 
test. Loaded «m tuMMndoctivv resistances. Frequenqr 50. Matimam power factor 

on valve .7. 

Ques. Upon what does the efficiency of the film depend ? 
Ans. Upon the temperature. 

It should not for maximum efficiency exceed 86 degrees Fahr. There 
18 also a oertain critical voltage above which the film breaks down 
locally, giving rise to a luminous and somewhat disruptive dischaige 
acooQijMSiiedDv a laoid rise of teaQ)erature and fall in efficiency. 
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Pnc. 2,084. — Mohawk electrolytic rectifier and switchboard; diagram showins connectionfi 
for charging storage battery. Operating Instructions: After assembling l>attery as in 
fifj. 2.085, the film must be formed on the aluminum alloy electrodes so that the rectifier 
will pass current only in the right direction. Open switch B, close switch T to the right; 
discharge lever can be in any position; charging regulator lever must be to the extreme 
left, the sero position: now dose main switch M. Moving regulator levef K from the leco 
pomkototli>fiiitbiiwooor conUct,tetit gMaaiiitlierttoratMn>.not tow dtm " '~ 
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Ques. When an electrolytic rectifier Is not In use for 

some time what happens? 

Ans. The electrodes wiU loose the fihn. 




FnSkSLOBS and 2,086. — Mohawk electrolytic rectifier. To put in commission, clean out the jar. 
FiU with distilled or rain water. Add six pounds of electro salts, stir and after all salts are 
dteolved place the cover in position. The specific gravity of the solution should be 1.125. 
The middle iron electrode must hang straight down in the solution and not touch either 
of tbib other aluminum alloy electrodes. The aluminum alloy electrodes are mounted on an 
tnsolated bracket that slides up and down on a rod. This rod screws in the hole 
taped in the middle of the cover. The electrodes give the best results only when perfectly 
smooth, Should they get rough, covgred with a deposit or a while ooatmg remove from 
the solution, and clean with fine sand paper. Finish with fine sand paper. Form the 
film again and the electrodes will be as good as new. Clean iron electrode occasionally. 



Iltee; ihis is important, as the proper rectification of the current depends on the film formed 
on ^e aluminum rods. The ammeter after the first rush of current may not show any 
current as passing, or it may show a reverse current. In the latter case, leave the contact 

finger on the first button until the needle comes back to zero. This may take some time, 
but the needle will eventually come back; it also indicates that the film is properly formed 
when the needle returns to zero. Move regulator R to the extreme right step iqf itep and 
note that the ammeter continues to return to lero, which indicates that the mm on rectifier 
electrodes is formed properly. Move regulator R to eero, close switch T to the left in normal 
charging position. Close charging switch B. To regulate the flow of current through the 
battery move charging lever R to the right slowly until ammeter indicates the correct charg- 
ing current. After the batteries are charged and ready for use, discharge lever can be moved 
to connect either set of storage batteries to the load terminal. The voltage of the batteries 
can be read at any time, by pressing the strap key. The discharge lever connects tlie bat- 
teries to the volt meter and it is possible by moving it to measure the voltage of either set 
of battery, charging or discharging. Trouble in the rectifier demonstrates itself by the 
flohition beooDiiig heated. The condition of the rectifier can be tested any time in a few 
seconds by opening switch B and closing twitch ^T to the right. If the rectifier be in 
proper condition the ammeter will read sero. And if it be not rectifying and permitting A.C. 
ctxrrent to flow through the rectifier, the ammeter will read negative or to the Ir ft of the zero. 
An old solution that is heating and not rectifying properly will turn a reddish brown color. 
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Ques. What must be done in such case? 

Ans. The electrodes must be reformed. 

Ques. How is the loss of film prevented? 

Ans. By removing the electrodes from the electrolyte and 
drying them. 




flG. 2.067.— Ttw Fkning oscillation valve. It depends for its action on the well-known 
Boison effect in glow lamps. The valve consists of a carbon filament glow lamp with a 

simple central horseshoe filament. Around this filament inside the exhausted bulb is 
fixed a small cylinder of nickel, which is connected by means of a platinum wire sealed 
through the bulb to a third terminal. The valve is used as follows: The carbon loop is 
made incandescent by a suitable battery. The circuits in which the oscillations are to 
he detected is joined in series with a sensitive mirror galvanometer, the nickel cylinder 
terminal and the negative terminal of the filament of the valve being used. The galvano- 
meter will then be traversed by a series of rapid discharges all in the same direction, those 
m the oppodte direction being entirely suppmsed. 

Ques. What attention must be given to the electrolyte ? 

Ans. Water must be added from time to time to make up 
for evaporation. 

This is neoessaiy to keep the solution at the proper density. 
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Ques. What is the Indication that the rectifier needs 

recharging? 

Ans. Excessive heating of the solution with normal load. 

Ques. What is the indication tliat a rectifier is passing 
alternating current? 

Ans. It will heat, and if the solution be very weak, it will 
cause a buzzing sound. 



> 



A 

♦ 



♦ 

I 

! 



r 0 0 0 o( 

1 

< 

0 

• 


300001 
J 

> 

c 






1 ^ 













B 



1 

! 



Fig. 2t088. — ^The Churchcr valve. This is of the modified Nodon type. It dififers from the latter 
in ^»Bt it has two cathodes of aluminum and an anode of lead or platinum, suspended in 
the one cell. This permits the complete utilization of both halves of the supply wave 
with one cell instead of the four re<iuired in the Gratz method. The connections of 
such a cell are shown in the figure. The secondary of the transformer carries a central 
tapping, and is connected through the direct current load to the central anode, while each 
of the cathodes is connected to the ordinary tersnmals of the transformer itself. The 
practical limits of the cell are .50 volts direct current, or 130 volts at the transformer ter- 
minals AB. F, is the anode ; C, cathode I; D. cathode II. 



Ques. What harm is caused by operating a rectifier 
with a wealL electrolyte? 

Ans. The electrodes will eat away. 

A few of the so called electrolytic valves flfo here biiefly described; 
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The Audion Valve. — This valve was invented by De Forest in 1900 
and is ])ractically identical with the Fleming oscillation valve, the 
latter being illustrated in fig. 2,087. 

Grisson Valve. — In this valve the cathode is a sheet of aluminum, 
and the anode, a sheet of lead, supported, in the original form, hori- 
sontally in a vessel containing; the c^ctroljrte, oonastmg of a solution 
of sodium carbonate. Cooling is effected by drcitlating water through 
metal tubes in the electrolyte itself. 




Pigs. 2,089 and 2,000. — The De Faria valve. This is an aluminum lead rectifier. The cathode 
is a hollow cylinder of aluminum placed concentrically in a larger cylinder of lead, and 
the whole immersed in electrolyte of sodium phosphate in an ebonite contahiiajBT vessel. 
Cooling is effected by promottiig automatic drailatioa of the electrolyte by providing the 
lead cj^der with holoi near its extremities; the heated electrolyte then rises in the lead 
cylinder, passes out at the upper holes, is cooled by contact with the walls of the con- 
taining vessel, and descends outside the lead cylinder. It is claimed that this coolini{ 
actkm as suffident to allow of a corrent density of 8 amp. per sq. dm« of ahtiniQtim. 

Pawlowski Valve. — This is an electrolytic valve employing a solid 
electrolyte. It consist?; of a copper plate which has been coated with a 
crystalline layer of carefully prepared copper hemisulphide, prepared by 
melting sulphur and copper together out of contact with air. The pre- 
pared plate is placed in contact ivith an aluminum sheet and the com- 
binatuni is then formed by submitting it to an alternating pressuie 
until qmrkingy wmcb at first oocuxs, ceases. 
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Giles Electric Valve. — ^This consists of a combination of spark gaps 
and capacity used to protect electrical apparatus against damage due to 
atmospheric discharges and resonance surges. The spark gaps are 
formed between the edges of sharp rimmed discs of non-arcing metal. 
These disc^ are insulated from each other, and from the central tube, 
which provides a support for the apparatus and also an earth. The 
condenser effect is obtained by means of the annular discs and the tube; 
an adjustable spark gap, a high resistance, and a fuse all connected in 
series, complete the valve. 




Pic 2,001. — 75 light Westinghousc-Cooper Hewitt mercury vapor rectifier constant current 
regulating transformer. View showing assembly in case. 



Buttner Valve. — It is of the Nodon type employing a cathode of 
magnesium-aluminum alloy, and probably iron or lead as anode, with 
an electrolyte of ammonium borate. Buttner claims that the borate is 
superior to the phosphate in that it does not attack iron, and will keep 
in good worldng condition for longer periods. 
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Fig. 2,092. — 75 light Westin^house-Cooper Hewitt mercury vapor rectifier constant current 
regulating transformer with case removed. The transformer is of the repulsion coil type, 
oil cooled and oil insulated. It is so arranged as to give a constant secondary current 
and to insulate the arc lines from the primary circuit. The regulating transformer con- 
tains two stationary secondary coils and two moving primary coils balanced against 
each other. Each secondary coil of the 75 li«ht regulator is wound in two parts, owing 
to the use of two rectifier bulbs in series in outfits of this capacity. The repulsion between 
the primary and secondary coils changes the distance between them according to the 
variation of load, and the induced current in the secondary is thus kept constant. An 
increase in current causes the primary and secondary coils to separate, and a decrease in 
current permits them to approach each other, until the normal balance is restored. The 
moving coils are hung from sheave wheels having roller bearings and are balanced so that 
they are sensitive to the slightest impulse tending to separate them or draw them closer 
together. (See figs. 1,981-2, and 2,111.) The windings are insulated for a voltage con- 
siderably in excess of that existing in normal service. Several taps are provided to take 
care of different voltages and wave forms. A combination of taps will be found which 
will be suitable for any wave form coming within the American Institute of Electrical 
Engineer's limits for a sine wave. The secondary coils are also provided with taps for 
85 per cent, of normal load, so that less than normal load can be taken care of at a good 
power factor. Any part of the full load can be carried temporarily with the full load 
connections of the transformer, but at permanent light loads the power factor and effi- 
ciency will be improved by using the 85 per cent, connections. Standard regulating 
transformers are wound for 6.6 and 4 amperes, and for primary circuits of 220, 440, 1,100 
2,200, 6.600 and 13,200 volts. Regulators can be specially wound for 5.5 amperes. For 
three phase circuits three re^lators can be used, one on each phase, or they can be fur- 
nishea in pairs with an auxiliary auto-transformer to give a balanced load. The regulators 
can be connected* in cases where the unbalancing is not objectionable, to separate phases. 
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Mercuiy Vapor Rectifiers. — ^The Cooper Hewitt mercury 
vapor rectifier, as shown in fig. 2,093 consists essentially of a 

hermetically sealed giass bulb filled witk mercury vapor and pro- 
vided with four electrodes. The two upper electrodes are of solid 
material and the two lower of mercury. 

The solid electrodes are the positive electrodes; the mercury 
electrodes are the negative electrodes. 

The mercury pools of the two lower electrodes are not in 
contact when the bulb is vertical, but the bulb is so motmted 
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Fiu. 2.093. — Diagram of connections o£ Westinghouse- Cooper Hewitt mercury vapor lectifior 
arc lii^t circuit. 



that it can be tilted to bring these two pools temporarily in 
contact for starting. 

The bulb contains highly attenuated vapor of mercury, which, 
like other metal vapors, is an electrical conductor under some 
. conditions. The positve electrodes are surrounded by this 
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Fig. 2,094. — Cooper Hewitt mercury vapor rectifier. The mercury vapor rectifier as developed 
by Peter Cooper Hewitt for changing alternating oirrent into direct current is the result 
ot a series of c^mAil en>eriments and investigations of the^action going on in his mercury 
vapor lamp for deetric licjhting used on direct current drcoiti only, while many attempts 
have been made to produce an alternating current lamp, up to the present time, they have 
been unsuccessful. The difficulty of operating a lamp on the alternating current circuit 
lies la the fact that while a current win flow trecly througll it in one direction, when the 
current reverses the negative electrode or cathode acts as an electric valve and sterna the 
current, thus breaking the circuit and jjuttin^ out the light. By following up th& new 
electrical action, Hewitt applied the principle in the construction of a vacuum tube with 
suit^le electrodes, and by using two electrodes of iron or graphite for the positive or in- 
oomuiflr current and one of mercury for the negative or where the cturent Mtves the tube, 
the circuits could be arranged so that a direct current would flow from the mercury electrode 
and be used for charging storage batteries, electro-chemical work or operating direct current 
flainc" arc lamps. As shown in the figure, the rectifier consists essentially of a glass bulb 
into which are sealed two iron or graphite anodes and one mercury cathode, and a small starting 
tlectrode. The bulb is filled with mercury vapor under low pressure. The action of this 
device depends on the properly of ionized werntry vapor of conducting electricity in one direc* 
tion only. In operation no current will ilow until the starting or negative electrode resist- 
ance has been overcome by the ionization of the vapor in its neighborhood. To accomplish 
this, the voltage is raised sufficiently to cause the current to jump the gap between the mer< 
cury cathode and the starting cathode, or by bringing the cathode and starting electrode 
together in the vapor by tilting and then separating them, thus drawing out the arc. When 
this has been done, current will only flow from the anode to the mercury cathoflc, and not 
in the reverse direction. In order to maintain the action, a lag is produced in each half 
wave by the use of a reactive or sustaining omI; hence the current never reaches its sero 
i«ltte, otherwise the arc would have to be restarted. Tliere«retwofciiid«<» iDissitotn* 
tube: 1, arcing, or leakage from one anode to the other, and 2. the mercury arc voliage drop. 
This drop does not depend on the load, the energy represented by the drop being converted 
into heat, which is dissipated at the surface of the containing: vessel. A( < ording to Stein- 
mets, the limit of volta^ge must be very high, as 36,000 volts has been rectified. The current 
otttafut is limited principally by the leadtng-in wires to the electrodes, it being a difficult 
problem to seal into the ^lass container the large masses of metal required for the conduction 
of large currents. Frequency has but little influence. The direct current voltage ranges 
from 20 to 60 per cent, that of the arc supply. The life of the valve depends somewhat 
upon iu beiag longer ia the im a ll lim i and aiycr,nith fair ni sg f> , lii ii thaa 1,000 howii 
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vapor. Current can readily pass from either of the solid 
electrodes to the mercury vapor and from it to the mercury 
electrode, but when the direction of flow tends to reverse, so 
that current would pass from the vapor to the solid electrode, 
there is a resistance at the surface of the electrode, which entirely 
prevents the flow of current. 
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Pic. 2>096. — Three phase mercury arc rectifier. The rectifier bulb is provided with three 
pooitive electroaes or anodes, a negative electrode or cathode, and a starting anode, as 

shown. The three phase leads are connected to the anodes at the top of the bulb, a 
branch from one phase being brought down to the starting anode, a resistance being placed 
in the circuit to prevent excessive current on account or the proximity of the two lower 
dectrodes. Since there is always a pressure on one of the three anodes in the right direc- 
tion, a reactance coil is not neoessi^. The apparatus is started in the tistud way by tilting. 



The alternating current supply circuit is connected to the two 
positive electrodes as shown in the diagram, and as the electrodes 

will allow current to flow in only one direction and oppose any 
current flow in the opposite direction, the pulsations of the 
current pass alternately from one or the other of the positive 
electrodes into the mercury. 
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As these currents cannot pass from the vapor into either 
positive electrode, they are constrained to pass out all in one 
direction through the mercury electrode, from which they 

emerge as a uni-directional current. The positive electrodes 
of the rectifier thus act as check valves, permitting current to 
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FIGS. 2.096 to 2,098.— Westinf^house dlagfanu abowiiig comparative effidendea of different 
ayitems of series arc lighting. 



pass into the mercury vapor but not allowing it to pass from 
the vapor to the solid electrodes. 

Ques. What condition prevails before the bulb starts 
to rectify? 

Ans. There appears to be a high resistance at the surface 
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Fig. 2.099. — Westinghouse Cooper 
Hewitt mercury vapor rectifiei bulb. 
It consists essentially of a hermetic- 
ally sealed glai.s bulb filled with 
highly attenuated vapor of mercury, 
and provided with electrodes. Its 
operation is fully explained m the 
accompanying text. 



Pig. 2.100. — Westinghouse-Cooper Hewitt 
mercury vapor rectifier bulb and box. 
The lile oi the bulb is materially m- 
creascd by operating it at certain tem- 
peratures and tor this reason the bulbs 
in the arc light rectifier outfits are im- 
mersed in oil and mounted m the same 
tank with the regulating transformer. 
Two bulbs in series are used with the 
75 light outfit. The bulb is mounted on 
tilting trunions in a box which can be 
lifted out through a door in the top of the 
tank without disconnecting any leads. 
The containing box has contacts on the 
bottom so arranged that when it is low- 
ered into place, the bulb is automatically 
connected in circuit. To replace a de- 
fective bulb it is only necessary to lift 
out the containing box by its handle 
through the door in the top of the case 
and mount a new bulb in it, after which 
the box can be lowered into place. It is 
desirable to have at each installation, a 
spare bulb box in which a bulb can be 
kept, connected ready for use. If this be 
done, it is only necessary, in case of 
trouble with the bulb, to withdraw the 
old bulb and box and replace them with 
the spare set. This avoids having the 
lamps out of service. 
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of the mercury, which must be broken down so that the current 
can pass. 

Ques. What is this apparent surface resistance called? 
Ans. The negative electrode resistance, 

Ques. What must be done before any current can pass? 

Ans. The negative electrode resistance must be overcome. 

When onoe started the current wilt oontinue to flow, meeting with 
practically no resistance as long as the current is uninterrupted. 

Ques. What will happen if the current be interrupted 
even for the smallest instant of time? 

Ans. The negative electrode resistance will re-establish 

itself, and stop the operation of the bulb. 

Ques. How is the negative electrode resistance over- 
come? 

Ans. The bulb is tilted or shaken so that the space between 
the mercury electrodes is bridged by the mercury. 

Ques. What happens when the bulb is tilted? 

Ans. Current then passes between the two mercury dec- 
trodes from the starting transformer and the little stream of 

mercury which bridges the vSpacc between the electrodes breaks 
with a spark as the bulb is returned to its vertical position. 

Ques. What duty is performed by the spark? 

Ans. It breaks down the negative electrode resistance. 

Ques. What conditions are now necessary for con- 
tinuous operation of the rectifier? 

Ans. The rectifier will now operate indefinitely as long as 
the current supply is uninterrupted and the direct current load 
does nut fall below the iiiiniinuin required for the arc. 
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Ques. Is the rectifier 
self -starting? 

Ans. After the bulb has 
been started a few times, as 
described above, it becomes 
self-starting, so that under 
all ordinary operating con- 
ditions it will commence 
to operate when the 
switches connecting it with 
the load and the alternat- 
ing current supply are 
closed. 

Ques. What provision 
is made in the Westing - 
house - Cooper Hewitt 
rectifier to render it 
self -starting? 

Ans. It is rendered self- 
starting by means of a 
condenser. 

Ques. Describe the 
arrangement and oper- 
ation of the condenser. 

Ans. The condenser is 
connected between one of 
the positive electrodes and 
a coating of tinfoil outside 

Fig. 2,101. — General Electric 50 light double tube combined unit series mercury arc rectifier 
outfit; front view. This unit consists of a constant current transformer, reactance, tube 
tank and exciting transformer mounted on a common base; also a static discharger and 
pilot lamp mounted on top of the transformer. This arrangement makes the rectifier 
outfit, with the exception of the switchboard panel, complete in itself. 
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Pig. 2,102. — General Electric 2,200 volts, 60 cycle, primary, (i.C ampere, secondary, 75 light, 
double tube mercury arc rectifier outfit with automatic shaking device, the case being 
removed to show parts. The constant current transformer is air cooled. The winding 
which supplies energy for the exciter transformer is located at the top of, and around 
the core of the constant current transformer. The exciting transformer is mounted on 
the base of the constant current transformer inside of the casing. It supplies low pressure 
currents to the starting anodes of the rectifier tube. This current establishes an auxiliary 
arc when the tube is shaken, which is necessary in order to start the rectifier. The exciting 
transformer is wound for 110 volts and it consumes about 200 volt-amp>eres. The 
direct current reactance is mounted on the base of the transformer and enclosed in the 
same casing. It is connected in series with the lamp load and its function is to reduce the 
pulsations of the circuit to a value most ratisfactory for operation. The tube tank for hold- 
mg the oil is mounted on the same base as the transformer. It is provided with a coolin« 
coU ; a tube carrier is provided for raising or lowering the tube in the tank. A thermometer 
is provided to gauge the temperature of the oil in the tank. The static dischargers consist- 
ing of horn gaps in series with resistance, are connected between the anodes and the cathode 
in order to protect the tubes and other apparatus from excessive electrical strains. The 
horn gaps open the circuit after discharge, and in case the resistance becomes damaged the 
discbarge passes across the spark gap provided* thereby shunting the resistance. 
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the part of the bulb containing the mercury, and induces static 
sparks on the surface of the mercury which break down the 
negative electrode resistance. 

The action of the rectifier will be better understood by reference to 
the diagram of current waves and impressed pressure as shown in 
figs. 2,103 to 2,106. 




Figs. 2,103 to 2,106. — Diagram of current waves and impressed pressure of Westinghoase-Cooper 
Hewitt mercury vapor rectifier. The whole of the alternating current wave on both sides 
of the zero line is used. The two upper curves in the diagram show the current waves 
in each of the two positive electrodes, and the resultant curve III represents the rectified 
current flowing from the negative electrode. Curve IV shows the impressed alternating 
current pressure. It is evident that if the part of the wave below the zero line were re- 
versed, the resulting current would be a pulsating direct current with each pulsation 
varying from zero to a positive maximum. Such a current could not be maintained by 
the rectifier, because as soon as the zero value was reached the negative electrode resis- 
tance of the rectifier would be re-established and the circuit would be broken. To avoid 
this condition, reactance is introduced into the circuit, which causes an elongation of 
current waves so that they overlap before reaching the zero value. The overlapping of 
the rectifier current waves reduces the amplitude of the pulsations and produces a compara- 
tively smooth direct current as shown in curve III. In this way the whole of the alter- 
nating current is transformed to direct current because each of the alternations in botk 
directions is alternately rectified. 



Ques. Describe a mercury vapor rectifier outfit for 
series arc lighting. 

Ans. It consists of a constant current regtdating transformer, 
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a rectifier bulb, and a control panel containing the necessary 

switches, meters, etc. The transformer and rectifier bulb are 




Fig. 2.107. — General Electrical xtcttfier tube as used on series mercury are rectifier. The 
tube rectifies the alternating current into direct current. It oonsins of an exhausted 

glass vessel containing one anode or positive terminal in each of the two upper arms, two 
mercury starting anodes and a ciithode or negative terminal of mercury at the tx>ttom 
of the tube. It is submerged in oil and supported in a removable currier. The tube is 
put into operation by slightly shaking it. In the combined unit set* this shaking is accom- 
plished by an electramagnet mounted above the tube tank and operated from a pull 
button switch on the pan< 1. An automatic shaker is sometimes inst,dlt-d which will 
automatically start the tube when the set is started, or if its operation should become 
tntorrupfted while in service. The energy for the operation of this magnet (110 voHs 
altemating current) is obtained &om the small auxiliary winding on the main transformer 
which also supplies energy to the exd^g transformer. The oil m which the tube is placed 
is c(X)led by a circulation of water through the cooling coils on the inside of the tube tank. 
The amount of water necessary for cooling the rectifier tubes varies according to local 
conditions, dci)cndins upon the tem^rature of the water and that of the air inl£e etattoa 
but under the most favorable conditions no water is required. As rectifiers are conmionly 
installed in stsam driven stations, the drip from the tube tanks !■ usually piped to the 
boiler supply tfaenby dinunating any loss lor cooluig water* 
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Ques. Describe the construction and operation of the 
mercury arc* rectifier shown in &g. 2,108. 

Ans. Fig. 2,108 is an elementary diagram of connections. 
The rectifier tube is an exhausted glass vessel in which are two 

graphite anodes A, A', and one mercury cathode B. The small 
starting electrode C is connected to one side oi the alternating 
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FlO. 2,108. — Elementary diagram of mercury arc rectifier connections. A. A., graphite anodes; 
B. mercury cathode; C. small starting electrode; D,batt^y connection; E and F, reactance 
ooUs, O aad H, ttaaafonner tenniiuus; J. batteiy. 



drcuit, through resistance; and by rocking the tube a slight arc 
is formed, which starts the operation of the rectifier tube. At 
the instant the terminal H of the supply transformer is positive, 
the anode A is then positive, and the arc is free to flow between 
A and B. Following the direction of the arrow still further^ the 

•NOTE. — The terms vapor and arc as applied to rectifiers, do not indicate a different prills 
dple; the Westinghouse Co. employ the fonner, and the General Electric Co., the latter. 
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curreat passes through the battery J» through one^half of the 
main reactance coil £, and back to the negative terminal G of 
the transformer. When the impressed voltage falls below a 

value sufficient to maintain the arc against the reverse pressure 
of the arc and load, the reactance E, which heretofore has been 
charging, now discharges, the discharge current being in the same 




O.C. REACTKNCE 

Fig. 2,111.-— Diagram showing connections of General Electric series mercury arc rectifier. 

direction as formerly. This serves to maintain the arc in the 
rectifier tube tmtil the pressure of the supply has passed through 
zero, reversed, and built up such a value as to cause the anode 
A to have a sufficiently positive value to start the arc between 
it and the cathode B. The discharge circuit of the reactance 
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coil E is now through the arc A'B instead of through its former 
circuit. Consequently the arc A'B is now supplied with current, 
partly from the transformer, and partly from the reactance coil E. 
The new circuit from the transformer is indicated by the arrows 
enclosed in circles. 

Ques. How is a mercury arc rectifier started ? 

Ans. A rectifier outfit with its starting devices, etc., is shown 
in figs. 2,1 14 to 2, 1 16. To start the rectifier, close in order named 




Figs. 2,112 and 2,113. — Diagram of current waves showing effect of reactance coil. If the 
alternating current wave could be rectified without the use of the reactance coil, the 
direct current produced would consist of a series of impulses which would rise and fall 
from the zero line as illustrated in fig. 2,112. The action of the reactance coil not only 
maintains the current through the tube while the supply current is passing through 
zero, but helps to smooth out the pulsations of the direct current which is passing out 
of the cathode terminal of the tube to the batteries, or other direct current apparatus 
put in its circuit. The smoothing out effect of the reactance is shown in fig. 2,113. It 
will be seen from the diagram that the current does not drop down to zero and the pul- 
sations of the direct current are greatly reduced. The waves A, A, etc., are from' the positive 
waves of the alternating current supply, while B, B, are from the negative waves, and to- 
gether they form the rectified current, flowing in the same direction to the external 
direct current circuit shown at B in the diagram, fig. 2,108. 



line switch and circuit breaker; hold the starting switch in oppo- 
site position from normal; rock the tube gently by rectifier shaker. 
When the tube starts, as shown by greenish blue light, release 



Digitized by Google 



( 

1,622 HAWKINS ELECTRICITY 




Digitized by 



Google 



RECTIFIERS 



starting switch and see that it goes back to normal position. 
Adjust the charging current by means of fine regulation switch 
on the left ; or, if not sufficient, by one button of coarse regulation 
switch on the right The regulating switch may have to be 
adjusted occasionally during charge, if it be desired to maintain 
charging amperes approximately constant. 




Figs. 2.117 and 2,118.— <jai««l Slectrio merctuy aio bialbt or tubes for 200 and 10,000 volt 

circuits. 

Ques. In the manufacture of rectifies, could other 
metals be used for the cathode in place of mercury? 

Ans. Yes. 

Ques. Why are they not used? 

Ans. Because, on account of the arc produced, they would 
araduallv wear away and could not be xeplaced conYeniently* 
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In the case of mercury, the excess vapor is condensed to liquid form 
in the large glass bulb or condensing chamber of the tube and gravitates 
back to the cathode, where it is used over and over again. 

Ques. In the operation of rectifiers, how is the heat 
generated in the bulb dissipated? 

Ans. In small rectifier sets the heat generated is dissipated 




Fig. 2.119. — General Electric series mercury arc rectifier outfit; view showing method of 
replacing a tube. The illustration also shows tube carrier and dnp tray. 

through the tube to the air, and in large tubes such as used in 
supplying 40 to 60 kw. for constant current flaming arc lights 
ox>erating at 4 or 6.6 amperes, the tubes are immersed in a 
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tank of oil, and cooled similar to the arrangement used for oil 

insulated water cooled transformers. 

Ques* What results are obtained with oil cooled tubes ? 

Ans. In practice it is found that the life of oil cooled tubes 
is greatly increased and tempmture changes do not affect the 

ability to start up as in the air cooled tubes. 




FxG. 2.120.— General Electric 100 volt mercury arc rectifier tube. A,A, anodes; B» cathode; 
C tlartiiig anode; D» tube or bulb. 

Ques. In the operation of a rectifier, name an inherent 
feature of the mercuiy arc. 

Ans. A reverse piressiire of approximately 14 volts is pro- 
duced* which remains nearly constant through changes of load* 
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frequency, and voltage. Its effect is to decrease the oommerdal 

efficiency slightly on light loads. 

Ques. What is the advantage of a rectifier set oyer a 
motor generator set? 

Ans. Higher e£&ciency and lower hrst cost. 

Ques. What Is the capacity of a rectlfler tube? 

Ans. 40 to 50 amperes. 

Ques. How is greater capacity obtained? 

Ans. When a greater ampere capacity is required, two or 
more rectifier sets can be joined to one circuit. 

The rectifier may be joined in series for producing an increased voltage 
or two tabes can be oonnected in series In a single set 

Ques. For what service is a rotary converter better 
adapted tlian a rectifier? 

Ans. For power distribution and other cases where a great 

amount of alternating current is to be converted into direct 
current, the rotary converter or large motor generator sets are 
more practical. 

Ques. For what service is a rectifier especially adapted? 

Ans. It is very desirable for charging storage batteries for 
automobiles from the local alternating current fighting circuit. 

When the consumer installs and operates the apparatus for his own use 
and wear, there is considerable saving over motor generator sets because 
a small one to two boroe power motor generator outfit has an eS&camcy 
of only 40 to 60 per cent, whfle mercury vapor rectifiers will have aom 
75 to 80 per cent, 

Quee. What precautions should be taken fat inut^tUn^ 
a rectifier? 

Ans. It should be installed in a dry place and care should 
be taken to avoid dangling wires near the tube to mevent 
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puncturing. If the apparatus be installed in a room of uniform 
moderate temperature very little trouble will be experienced in 
starting, while extreme cdd will make starting more difficult. 

^Electro-magnetic Rectifters. — Devices of this class consist 
essentially of a double contact rocker which rocks on pivot 

(midway between the contacts), in synchronism with the fre- 
quency of the alternating current, so changing the connections 
at the instants of reversals of the alternating current that a 
direct current is obtained. 

Fig. 2,121 is a combined sketch and diagram of coxmections 
of a type of electro-magnetic rectifier that has been introduced 
for changing alternating into direct current. The actual ap- 
paratus consists of a box, with perforated metal sides, about 
ten inches square and six inches deep. This box contains the 
step down transformer P,S,S', and the condensers K and K', 
• tiie magnets and contact making device about to be described 
being fixed on the polished slate top of the box, exactly as 
shown in the figure. The transformer primary winding P 
may be connected through a switch 5 with a pair of ways on 
the nearest distribution box, or to a plug connection or lamp- 
holder, and the apparatus will give a rectified current of 6 or 
12 amperes at 20 volts, according to the size. 

S and S' is the secondary winding of the transformer, with 
a tapping t midway, joining it to a series circuit containii^ 
two alternating current electro-magnets B and whose 

cores are connected by the long soft iron yoke Y. Pivoted 
at P' is a steel bar SB, which is polarized by the two coils 
C and C the current being supplied by a cell A. Fixed 



*N0TE..— The Bdiaoa jUacfao-magnHip xttiti&ae h dwcribed in dstafl in Gun Ndi» 4. 
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rigidly to SB, and moving with it, is a double contact piece CP 
with platinum contacts opposite similar ones on the fixed studs 
CS, CS'. 

CP is flexibly connected through F to one of the direct current 
terminals T, to which also are joined up one coating of each 
condenser K and K'. 




Pig. 2,121. — Diaffram showing essential features of Premier Ampero electromagnetic rectifier. 
Details of construction and principles of operation are given in the accompanying text. 



The other direct current terminal T' is connected to the 
center of the transformer secondary at t; and CS and CS' are 
respectively joined up to either end of the secondary winding 
and to the other coatings of the condensers. 
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9>l^.—- Ditftnun of Geaenl Blecirie (Batten) electix>>magnetic rectifier. It is derirable 

for light andoccasional service, where direct current is required but only an alternating 
supply is available, being used for charging storage batteries, exciting spark ::oils, per- 
forming electrolytic work, etc. The rectiner consists of a step down static transformer 
T. by means of which the carcuit preMuxe Is reduced to about 60 volts: also, a polarized 
relay R, the contact tongue C of which moves to one nde or the other in sympathy with 
the alternations of the current in the primary winding P, the secondary current induced 
in the winding S being thereby rendered direct in the outer circuit. T', T* are the main 
terminals which are connected to the alternating current supply through the wires W. 
Lsoqw inserted at L are used as resistances in tee primary circuit, the reduction of the 
volti^ already alhxded to bt^ng effected by this means. In charging storage batteries 
where a low pressure is required, a lamp (or lamps) should be connected in the secondary 
circuit as shown, S B being the storage battery, and L' U the lamp resistances in series 
therewith, the battery has one end of the secondary S connected to its middle. Tfans 
the alternating current leaving the transformer by the wire 1, passes by flexible con- 
nection 2, to the vibrating contact tongue C of the relay, the latter causing the currents 
in either direction to flow through the two halves H, H' of the battery, whence the 
current re-enters the secondary of the transformer by the wire 3. The soft iron core 
of the relay is in two halves S' S' and the armature A, carrying C, vibrates between 
their polar extremities. M, M' are two permanent magnets with tneir like poles together 
at the center C where A is pivoted. Supposing these poles aro north as mdicated, the 
extremities of A will be south. The south ends of M, M bein^ in juxtaposition with 
tbe centers of the soft iron cores S', S' will render their extremities facing the ends of 




of the current. K is a condsossr shunted by a Jsay 
ia^RUva tbe working ol 



V. this bei&f foa&d to 
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When the alternating current circuit is broken, the springs 
SP, SP, carried by SB and bearing against the adjustable studs, 
keep SB, CS and CS\ The apparatus thus acts also bs sl no 
voUage circuit breaker^ for should the supply fail, the storage 
battery A' under charge will be left on open circuit. 

The action of the device is briefly as follows; 

■ 

Owing to the direct current in the magnetizing coils C and 

C one end of SB will be permanently of north and the other 
of south polarity ; and since the polarities of the poles E and E' 
will alternate with the alternations of the transformer secondary 
current, SB will rock rapidly on its pivot, and contact will be 
made by turns with CS and CS'. 

The purpose of the condensers K and K' is to reduce the 
Sparking at these points. When contact is made at CS, the 
direct current terminals T and T' are connected to the S half 
of the secondary winding; and when contact is made at CS', 
they are connected to the S' half. Thus a rectified unidirec- 
tional ctuxent will flow from T and T', and it may be used to 
charge the battery A', work a small motor or for various other 
purposes requiring direct current. 

When the rectifier is used for charging storage batteries, the 
separate cell A may sometimes be dispensed with, the winding 
C,C' being connected to one of the cells imder charge. 

The rectifier is adjusted to suit the frequency of the supply 
circuit by altering the distance of the poles of E and E' from 
the ends of the polarized armattue SB; and also by changing 
the tension of SP, SP by means of the screw studs against which 
they bear. 
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CHAPTER LV 

ALTERNATING CURRENT SYSTEMS 

The facility mth which alternating current can be trans- 
fanned from one voltage to another^ thus permitting high 
pressure transnusriomof dectric energy to long distances thnmgh 
small wires, and low pressure distribution for the operation of 
lighting systems and motors, gives a far greater variety of 
systems of transmissioa and distribution than is possible with 
difftct current. 

Furthermore, when the fact that two phase current can be 
leadily transfonned into three phase current^ and these con* 
verted into direct cunentt and vice versa, by means of rotary 

converters and rectifiers, is added to the advantages derived 
by the use of high tension systems, it is apparent that the 
opportimity for elaboration becomes almost tmlimited. These 
conditions have naturally tended toward the development of 
a great variety of systems, employing more or less complicated 
circuits and apparatus, and although alternating current practice 
is still much less definite than direct current work, certain 
polyphase systems are now being generally accepted as repre- 
senting the highest standards of power gmeration. transmissian 
and distribution. 

A dassification of the various alternating current systems, 
GO be campipehensive, should be made according to several points 
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1. With respect to the airangemeat of the circuit» aa 

a. Series; 

b. Parallel; 

c. Series paraUds 
Pasalld series. 

2. With respect to traas£ormatiaii» as 

Transfonner; 

3. With respect to the mode of transmitting the energy, as 

Om Cknifltaiit proHurOf 

hm CpjlBtlillt eUITBPtt 

4. With respect to the land of currentt as 

a. Single fihase { S^^S^ 

„, _ I four wfrej 

€; Tivopliaae < three wire; 



d» Thxeephase 



fiv« wire; 

eix wirej 
three wire; 
four wine; 
star connection; 
delta connection; 
Btar delta cnnnection; 
delta star connectM^; 



0. Multi-phase ( 

5« With respect to transmission and distribution, 

o* Frequency changing; 

b. Phase changing; 

c. Converter; 



In order to comprehend the relative advantag:es of the various 
alternating current systems, it is first necessary to undmtaiiMi 
the prindpla of wciar summoUum. 
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Vector Summation. — ^This is a simple geometrical process 
for ascertaining the pressure at the free terminals of alternating 

current circuits. The following laws should be carefully noted; 

1. // two dUernaHng pressures whkk ogre? in phase are con- 
nected together in series, the voltage at the free terminals of ihe 

circuit will he equal to their arithmetical sum, as in the case of 
direct currents. 




Fig. 2,123. — Vectors, A vector Is defined a«: a Ihte. conceived to hove both a fixed Ungih and 
a fixed direction in space, but no fixed position. Thus A and B are lines, .eadi having a 
fixed length, but no fixed direction. By adding an arrow head the direction is fixed and 
the line becomes a vector, as for example vector C. The fixed length is usually taken 
to HQprasent a definite force, thus the fiied length of vector C is 4.7 whicb taay be tued 
to svpresent 4.7 lbs., 4.7 tons, etc, as may be arbitrarily aatuined. 

When there is phase difference between the two alternating 
pressures, connected in series, the following relation holds: 

2. The value of the terminal voltage will differ from iheir 
arithmetical sum, depending on ihe amount of iheir phase difference. 

When there is phase difference, the value of the resultant is oon- 
veniently obtained as explained below. 

Que8. How are vector diagrams constructed for obtain- 
ing resultant electric pressure? 

Ans, On the pxindple o£ the paraUeiogram qf farce s. 
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Ques. >fVhat is understood by the parallelogram of 
forces? 

Ans. It is a graphical metliod of finding the resultant of 

two forces, according to the following law: // two forces acting 
on a point be represented in direction and intensity by adjacent 
sides' of a parallelogram^ tkeir resultant will be represented by ike 
diagonal of the paraUelogram which passes through the point. 

Thus in fig. 2,124, let OA and OB represent the intensity and direction 

of two forces acting at the point O. Draw AC and BC, respectivdy 
paraUd to OB and OA, completing the pa r alkto g iam, then will OC^ 




PtQm 2,124. — Parallelogram of forces. OC is the resultant of the two forces OA and OB. Ths 

length and direction of the linos represent the intensity and direction ot tllA re^pCCtiv 
totoest the coastniction being explained in the accompanying text. 



the diagonal from the point at which the forces act, represent the 
hitensity and diroctioa ci the resultant, that is, ctf a foros equivalent 
to the combined action of the forces OA and uB» fhflse foms being 
called the components ci the force OC 

Ques. Upon what does the magnitude of the resultant 

of two forces depend? 

Ana Upon the difiEefeooe in directions in which they act» 
as shown in figs 2,12B t0 2,121. 
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Ques. Is the paralldo^m of forces applied when the 
diflEerence in directfam or **phase difference** of two forces 
18 90 degrees? 



Ans. It is sometimes more coavenieatly done by calculation 
accordiiig to the law of the right aiiigle ttiangle. 




Its OEdRCCS 



A C 




isoeoRces 

FKSi 8,125 to 2,128.— PttfaUelogrania of forees rfwifing increaM in magiiitad« of tliB nndtMit 

of two forces, as their difference of direction, or electrically speaking, their phase differ' 
enc« is diminiahed. The diagrams show the growth of the resultaat of the two equal 
forces OA and OB at fhe plMM diffannm ic sednoed fion t«r aaooeaivcly to IW, 
and Udogreea. 



According to this principle, if two alternating pressures have a phase 
difference of 90 d^rces thev may be represented in magnitude and 
directiofi by tiie two stdea ot a right angle triangle as OA and OB in 
fig. 2,129; then will the hypotenuse AB repfesent the 'magnitude and 
doMtknoi the resultant pressure. Thatistosaytthe resultfuiti^easur^ 

Digitized by Google 



1,536 



HAWKINS ELECTRICITY 



EXAMPLE. — A two phase alternator is wound for 300 volts on one 
phase and 200 volts on the other phase, the phase difference being 90"*. 
If one end of each winding were joined so as to form a single winding 
around the armature, what would be the resultant piessure? 

By calculation, substituting the given values in equation (1), 



Resultant pressure = ^'m^-\-2XXP= Vl30,000 =360.6 volts. 

This is easily done graphically as in fig. 2,129 by taking a scale, say, 
1" = 100 volts and laying off OA =3" =300 volts, and at right angles 
OB -200 volts, then by measurement AB «3.606" =360.6 volts. 




300 VOLTS 

Fig. 2.129. — Method of obtaining the resultant of two component Jiressttras actang at right 
angles by solution of right angle triangle. Tha aquBliaa of m xkfilit aaslo triangle is 
eipliiked at length in Ooido Mo. 6, page 1,07a 



Ques. When the two pressures are equal and the 
phase difference is 90"^, is it necessary to use equation (l) 
to obtain the resultant? 

Ans. No. The resultant is obtained by simply multiplying 
one of the presstures by 1.41. 

This is evident from fig. 2,130. Here the two pressures OA and OB 
ar« equal as indicated by the dotted arc. Since they act at right angles, 
OB is drawn at 90*^ to OA. Acco rding to the equation of the right angle 

triangle, the resultant AB- Vl*+1'- V2-> 1.4142 which ordinarily 
is tafin as 1.41. 
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Tftis value wUl always represent the ratio between the magnitude of the 
resultant and the two component forces, when the IcUter are equal, and have a 
'phase difference of 90 degrees, 

Fomis of Circuit. — Alternating current systems of dis« 
tribution may be classed, with respect to the kind of drcuit 

used, in a manner similar to direct current systems, that is, they 



6 




Fig. 2.130. — Diagram for obtainiag the resultant of two equal component pressures acting 

may be called series, parallel, vscries parallel, or parallel series 
systems, as shown in £gs. 2,131 to 2,134. 

Series Circuits.— These are used in arc lighting, and series in- 
candescent lighting, a constant current being maintained; also for 
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constant current motors and generators supplying secondary 
circuits. 

Several forms of constant current alternator, analogous to 
the Thompson-Houston and Brush series arc dynamos, have 




B 



Pigs. 2,131 to 2,134. — Various forms of circuit. These well knovm forms of circuit are used 
in, both altematiiiff and direct current systems. The simple series circuit, f^. 2.131. Is 
suitable foi constant carrent arc li^ihtinK. Fif?. 2,132, shows the parallel constant pressure 
circuit; this form of circuit is largely used but is seldom > onnected direct to the alter- 
nator terminals, but to a step down transformer, on account of the low pressure gener- 
ally required. Fig. 2.133 illustrates a parallel series circuit, and 2,134, a series iMuallel 

CtZ«tttfc. 
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been introduced. In the design of such alternators self-induction 
and armature reaction are purposely exaggerated; so that the 
current does not increase very much, even when the machine 
is short circuited. With this provision, no regulating device 
is required. 




Fig. 2.135. — Typical American overhead 6,600 volt single phase interurban trolley line, Balii* 
more and Annapolis short Una, Annapolis. Md. 

An objectionable feature is that the voltage of a constant 
current alternator will rise very high if the circuit be opened, 
because it is then relieved of inductance drop and armature 
reaction. 

To guard against a dangerous rise of voltage, a film cut out or 
equivalent device is connected to the terminal of each machine so 
that it will short circuit the latter if the voltage rise too high, 
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Ques. What advantage have constant current alter- 
nators over constant current dynamos? 

Ans. The high pressure current is delivered to the external 
circuit without a commutator, hence there is no sparking 
difficulty. 

The above relates to the revolving field type of alternator. There are, 
however, alternators in which the armature revolves, the current being 
delivered to the external circuit through collector rings and brushes. 
This type of alternator, it should be noted, is for moderate pressures, 
and moreover there is no interruption to the flow of the current such as 
would be occasioned by a tangential brush on a dynamo in passing from 
one commutator segment to the next. 

In the revolving field machine, though the armature current be of very 
high pressure, the field current which passes through the brushes and 
slip nn^s is of lo^ pressure and accordingly presents no transmission 
difficulties. 




AMPERES 



1 ^ 

Pig. 2.I36.'~Diagram of parallel circuit. It is a constant pressure circuit and is very widely 

used for lightiru? and power. If each lamp take say ampere, the current flowing in 
the circuit will vary with the number of lamp in operation; in the above circtiit with 
all lamps on, the current is H X 5 = amperes. 

Ques. State a disadvantage. 

Ans. Some source of direct current for field excitation is 
required. 

Ques. In a constant current series system, upon what 
does the voltage at the alternator depend ? 

Ans. The number of devices connected in the circuit, the 
volts required for each, and the line drop. 
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Parallel Circuits. — These are used for constant pressure 
operation. Such arrangement provides a separate circuit for 
each unit making them independent so that they may vary in 
size and each one can be started or stopped without interfering 
with the others. Parallel drcuits are largely used for incan- 
descent lighting, and since low prcssin'e current is commonly 
used on such circuits they are usually connected to step down 
transformers, instead of direct to the alternators. 



2AMPERES 



220 VOLTS 





riomrs 



4U£ftNAT0ft 



J 




O VOLTS 



B 



Pig. 2,137. — 'Diagram of parallel series circuit, shaivin^ fall of pressure between units. This 
system is Vi ry rarely used; it has the disadvanta;:c tli.it if a lamp filament break, the 
resistance of the circuit if altered and the strength of the current changed. The volt- 
liMlerrfkowB the fell of ]>reaittre along the Ikie. It should be noted that. a1thou^;h the 

meter across A B is r,h')'.vn ris rernstcrinvT zero prcs?nrt_-, there is, str^"' t^'.' c I'nr^'. a sH.^lit 
pressttre across Ali, in amount, being that required to overcome tue re^sxatance oi the 
oopdiiotoir between A and B» 

FArallel Series drcuits.— Pig. 2,137 shows the arrange- 
ment of a parallel series circuit and the presstue conditions in 

same. Such a circuit consists of groups of two or more lamps 
or other devices connected in parallel and these groups con- 
nected in series. 

Such a dicoit, when used for Ughting, obviously has the 
disadvantage that if a lamp filament break, the resistance of 
the group is increased, thus reducing the current and decreas- 
ing the brilliancy of the lamps. This arrangement accordingly 
does not admit of taming oS any of the lights. 
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Series Parallel Circuits. — The arrangement of circuits of 
this kind is shown in fig. 2,134; they are used to economize in 
copper since by joining groups of low pressure lamps in series 
they may be supplied by current at correspondingly higher 
pressure. 

Thus, if in fig. 2,134, 110 volt, 14 ampere lamps be tised, the pressure 
on the mains, that is, between any two points as A and B would be 
110X3=330 volts. Each group would require 3^ ampere and the 
five groups HX5 = 2^ amperes. 




?IC. 2.138. — 44.000 volt lines entering the Gastonia sub-station of the Southern Power Co 
The poles used are of the twin circuit two arm type, built of structural steel, their height 
varying from 45 to 80 feet, the latter weighing 9,000 pounds each. These poles have 
their bases weighted with concrete. 

Transformer Systems. — Nearly all alternating current 
systems are transformer systems, since the chief feature of 
alternating current is the ease with which it may be transformed 
from one pressure to another. Accordingly, considerable 
economy in copper may be effected by transmitting the current 
at high pressure, especially if the distance be great, and, by 
means of step down transformers; reducing the voltage at points 
where the cturent is used or distributed. 
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Ordinarily and for lines of nuxlerate length, current is sent 
out direct from the alternator to the line and transformed by 

step down transformers at the points of application. 

With respect to the step down transformers, there are two 
arrangements: 

1. Individual transformers; 

2. One transfonner for several customers. 




Fic. 2.13i). — Oiasram ol transfonner system with individual transformers. The efficiency is 
low, but sttcE method ol distributioa it neoeanry in sparsely settled or raral districts. 



Individual transformers, that is, a separate transformer for 
each customer is necessary in rural districts where the inter- 
vening distances are great as shown in fig. 2,139. 

Ques. What are the objecthma to thla method of 

distribution? 

Ans. It requires the use of small transformers which are 
necessarily less efficient and more expensive per kilowatt than 

large transformers. The transformer must be built to carry, 
within its overload capacity, all the lamps installed by the 
customer* since all nmy be used occasionally* 
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Usually, however, only a small part of the lamps are in use, and 
those only for a small part of the da^, so that the average load on the 
transformer is a veiy small part of its capadty. Since the core loss 
continues whether the transformer be loaded or not, but is not paid 
for by the customer, the economy o^ the arrangement is Very low. 

In the second case, where one large transformer may be placed at 
a distribution center, to supply several cnstomers, as in fig. 2,140t the 
effidenqy of the ^stem is improved. 



Ques. Why is this arrangement more efficient than 
when Individual transformers are used? 




A o 



Fig. 2.140. — Diagram of transformer sjrstem with one transformer located at a distributioa 
center and SUppljriog several customers as A, B, and C. Such arrangement is consider- 
ably more efficient uan that shown in fig. 2,139» as explained ia the accompanying text. 

Ans. Less transformer capacity is required thaa with iiir 
dividual transfomiers. 

Ques. Why is tliis? 

Ans. With several customers supplied from one transformer 
it is extremely improbable that all the customers will bum all 
their lamps at the same time. It is therefore unnecessary to 
install a transformer capable of operating the full load, as is 
necessary with individual transformers. 

Ques. Does the difference in transformer capacity 
lepceaent ail the aaving? 
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Ans. No; one large transformer is more effident than a 
ntimber of small transformers. 

Ques. Why? 

Ans. The core loss is less. 

For instance, if four customers having 20 lamps each were supplied 

from a single transformer, the average load would be about 8 lamps, 
and at most not over 10 or 15 lamps, and a transformer carrying 30 to 
35 lamps at over load would probably be sufficient. A 1,500 watt 
transformer ivould therefore he laiger lhan necessaxy. At 3 per cent. 



2,141. — Diagram illustrating the use of step up and step dmvn transformers on long dis- 
tanoe transoiissioa lines. The saving in copper is considerable by employing extra high 
Tottagm oa IfaiM of inodmte or gnat lengtti as indicated by the rdative mes ol wire. 

core loss, this gives a oonatant loss of 45 watts, while the average load 
of 8 lamps for 3 hours per day gives a useful output of 60 watts, or an 
all year efficiency of nearly 60 per cent., while a 1,000 watt transformer 
would give an aU year efficiency of 67 per cent. 

For long distance transnrission lines, the voltage at the alternator 
is increased by passing the current through a step up transformer, 
thus transmitting it at very high pressure, and reducing the voltage 
at the points of distribution by step down transformers as in fig. 2,141. 



Ques. In practice, would such a (Bystem as shown fai 
flg. 2,141 be used? 

Ans. If the greatest economy in copper were aimed at, a 
tbiee phase system would be tised. , 




VERY HIGH PRESSURE 



«J3flft>^ INDIVIDUAL STEPOOWM 
TRANSFORMERS 



LOW PRESSURE 
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The purpose of fig. 2,141 is to show the importance of the trans- 
former in giving a flexibility of voltage, by which the cost of the line is 
reduced to a minimum. 

Ques. Does the saving indicated in fig. 2,141 represent 
a net gain? 

Ans. No. The reduction in cost of the transmission is 
partly offset by the cost of the transformers as well as by trans- 
former losses and the higher insulation requirements. 




Pig, 2,142. — Single and twin circuit poles (Southern Power Co.). The twin circuit pole at the 
right is used for 1 1,000 volt circuits, while the single circuit poles at the left carry 44,000 
volt conductors, being used on another division tor 100,000 volt line. 

Every case of electric transmission presents its own problem, and 
needs thorough engineering study to intelligently choose the system best 
adapted for the particular case. 



Single Phase Systems. — There are various arrangements 
for transmission and distribution classed as sin^^^le phase systems. 
Thus, single phase 9urrent may be conveyed to the various 
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leoeiving units by the well known circuit arrangements known as 
series, parallel, series parallel, parallel series, connections pre- 
viously described and illustrated in figs. 2,131 to 2,134. 

Again single phase current may be transmitted by two wires 
and distributed by three wires. This is done in several ways, 
the simplest being shown in fig. 2,143. 




THREE WIfC olSTRiaimon 



LOW PRE5SUf?t 
ALTERNATOR 




TWO W)R£ TRANSMISSION 



2?0 V 



MODERATE MSrANCE 



THREE WIRE 
DISTRIBUTION 
WITH 
MfTO-TIMNSraRNER 




MlOW»llOVil 



Fig. 2.143. — Diag^ram illustrating single phase two wire transmission and three wire distribu- 
tion. The simplified three wire arrangement at A, is not permissible except in cases of 
very little unbalancing. Where the difference between loads on each side ot the neutral 
may be great eome form o£ balancing as an anto-transf ormer or equivalent iboakl be nied, 
asat B. 



Ques. Under what conditions is the arrangement 
shown in fig. 2,143 desirable? 

Ans. This method of treating the neutral wire is only per- 
missible where there is very little unbalancing, that is, where 
the load is kept practically the same on both sides of the neutral. 

Ques. What advantage is obtained by three wire 
diatribution? 

Ans. The pressure at the alternator can be doubled, which 
nieans, for a given number of lamps, that the current i& reduced 
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Pig. 2,144.— 100,000 volt "Milliken" towers with one cir- 
ciiit strung (Southern Power Co.). These towers are 
mounted on metal stubs sunk 6 feet in the ground. 
Where the angle of the line is over 15 degrees, however, 
these stubs are weighted with rock and concrete, and 
where an angle of over 30 degrees occurs, two and some- 
times three towers are used for making the turn. The 
weight of the standard " Milliken" tower is 3.080 lbs., 
and its height from the ground to peak is 51 feet. The 
towers are spaced to average eight to a mile and a strain 
tower weighing 4,2.'>0 lbs. is used every mile. For par- 
ticularly long spans a special heavy tower weighing 6,'JOO 
lbs. is used. The circuits are transposed every 30 miles. 
Multiple disc insulators are used, lour discs being used 
to suspend each conductor from standard towers and 
ten discs to each conductor on strain towers. The 
•tandard span is 600 feet, sag 1] ft at 50" Fahr. 



to half, the pennis- 
sible drop may be 
doubled, the resist- 
ance of the wires 
quadrupled, and their 
cost reduced nearly 
75 per cent. 

Owes, What 
modification of cir- 
cuit A (fig. 2,143), 
should he made to 
allow for unhalanc- 
ing in the three 
wire circuit? 

Ans. An a u t o - 
transformer or ''bal- 
ance coil" as it is 
sometimes called 
should be used as at B. 

This is a very desir- 
able method of balanc- 
ing when the ratio of 
transformation is not 
too large. 

Ques. For what 
service would the 
system shown in i 
fig. 2,143 be suit- 
able? 

Ans. For short 
distance transmis- 
sion, as for instance, ifi 
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the case of an isolated plant because of the low presstire at 
which the current is generated. 

The standard voltages of low pressure alternators are 400, 480, and 
600 volts. 

Ques. In practice are single phase alternators used 
as indicated in fig. 2,143? 



Ans. Alternators are wound for one, two or three phases. 
Three phase macliines are more commonly supplied and in 

r — ' ' \ ^ — ^ 




Pig. 2,145. — View of a typical isolated plant. The illustration represents an electric 
iiKhting plant on a farm showing the lighting of the dwelling, barn, tool house 
and pump house. The installation consists of a low voltage dynamo with gas engine 
drive and storage battery together with the necessary auxiliary apparatus. 



many cases it will pay to install them in preference to single 
phase, even if they be operated single phase temporarily. 

For a given output, three phase machines are smaller than single phase 
and the single phase load can usually be approximately balanced between 
the three phases. Moreover, if a three phase machine be installed, 
polyphase current will be available in case it may be necessary to operate 
polyphase motors at some future time. 

Standard three phase alternators will carry about 70 per cent, of 
their rated kilowatt output when operated single phase, with the same 
temperature rise. 
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Ques. How are three phase alternators used for single 
phase circuits ? 

Ans. The single phase circuit is connected to any two of the 
three phase terminal leads. 

Ques. What form of single phase system should be 
used where the transmission distance is considerable? 

Ans. The current should be transmitted at high pressure, 
a step down transformer being placed at each distribution 
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Fig. 2,146. — Diagram showing arrangement of single phase system for two wire transmission 
and three wire distribution, where the transmission distance is considerable. In order 
to reduce the cost of the transmission line, the current must be transmitted at high pres- 
sure; this necessitates the use of a step down transformer at the distributing center 
us shown in the illustration. 



center to reduce the pressure to the proper voltage to suit the 

service requirements as shown in fig. 2,146. 

Thus, if 110 volt lamps be used on the three wire circuit, the pressure 
between the two outer wires would be 220 volts. A transformation 
ratio of say 10:1 would give 2,220 volts for the primary circuit. The 
current required for the primary with this ratio being only .1 that 
used in the secondary, a considerable saving is effected in the cost of the 
transmission line as must be evident. 

With the high pressure alternator only one transformation of the 
current is needed, as shown at the distribution end. 

In place of the high pressure alternator, a low pressure alternator 
could be used in connection with a step up transformer as shown in 
fig. 2,147, but there would be an extra loss due to the additional trans- 
former, rendering the system less efficient than the one shown in fig. 
2, 146. Such an arrangement as shown in the fig. 2,147 might be justifiwi 
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in the case of a station having a low pressure alternator already in use 
and it should be desired to transmit a portion of the energy a consider* 
able distance* 

Ques. How could the system shown in fig. 2,147 be 
made more efficient than that of fig. 2,146. 

Ans. By using a high pressure alternator in order to con- 
siderably increase the transmission voltage. 

Thus, a 2,200 volt alternator and 1:10 step up transformer would 

g've a line pressure of 22,000 volts, which at the distribution end could 
i reduced, to 220 volts for the three wire circtttt, ttsixtg a 100:1 st^ 
down transformation* 
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Pig. 2,147. — Diagram iUustrating how electricity can be eoonomicaUy transmitted a ooneid- 
erable d i stuDe with low preaeure ahemator already in ttae. 



Ques. Would this be the best arrangement? 
Ans. No. 

Ques. What system would be used In practice for 
maximum economy? 

Ans. Three phase four wire. 

Ques. What are the objections to single phase gen- 
eration and transmission? 

Ans. It does not permit of the use of synchronous con- 
verters, self-starting synchronous motors, or induction motoi 
starttng under load. It is poorly adapted to general power 
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Fig. 2,148. — Angle tower showing General Electric 
strain insulators. The tower being sul)ject to 
great tortional strains is erected on a massive con- 
crete foundation. The construction is similar to 
the standard tower but of heavier material, and 
having the same vertical dimensions but with 
bases 20 ft. square. 



distribution, hence it is 
open to grave objections 
of a commercial nature 
where there exists any 
possibility of selling power 
or in any way utilizing it 
for general converter and 
motor work. 

Ques. For what ser- 
vice is it desirable? 

Ans. For alternating 
current railway operation. 

There are advantages of 
simplicity in the entire 
generating, primary, and 
secondary distribution sys- 
tems for single phase roads. 
These advantages are so 
great that they justify con- 
siderable expense, looked 
at from the railway point 
of view only, the single 
phase system throughout 
may be considered as offer- 
ing the most advantage. 

Ques. What are the 
objectionable features 
of single phase alter- 
nators? 

Ans. This type of alter- 
nator has an unbalanced 
armature reaction which 
is the cause of consider- 
able flux variation in the 
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field pole tips and in fact thioag^out the field struc* 
ture. 

In order to rninimize eddy currents, such alternators must 
aoocxrdingly be built with thinner laminations and frequently 
poorer mechanical construction^ resulting in increased co^t of 
the machine. The large armature reaction results in a much 

poorer regulation than that obtained with three phase alter- 
nators, and an increased amount of field copper is reqtiired, also 
larger exciting units. These items augment the cost so that 




FlC. 2,149. — ^Elementary alternator developing one volt at frequencies of 60 and 25, showing 
the «lllect of reducing the frequency. Since for the same number of pole, the R.P.M. 
have to be decreased to decrease the frequency, increased flux Is required to develop the 
same voltage. Hence in construction, low frequency machines require larger magnets, 
increased number of turns in series on the armaiure coilSt larger exciting units as compared 
wilh madiiiiea built lor hi^er frequency. 

the single phase machine is considerably more expensive than 
the three phase, of the same output and heating. 

Ques. What factw increases the difficulties of sin^e 
phase alternator construction? 

Ans. The difficulties appear to increase with a decrease in 
frequency. 

The adoption of any lower frequency than 25 cycles may result in 
serious difficulties in construction for a complete line of machine, 
especially those of the two or four pole turbine driven type where the 
£dd flux is very large per polet 

Digitized by Google 



1.554 



HAWKINS ELECTRICITY 



Monocyclic System. — In this system, which is due to 
Steinmetz, the alternator is of a special type. In construction, 
there is a main single phase winding an auxiliary or teaser 
winding connected to the central point of the main winding in 
quadrature therewith. 

The teaser coil generates a voltage equal to about 25 per cent, of 
that of the main coil so that the pressure between the terminals 
of the main coil and the free end of the teaser is the resultant 
of the pressure of the two coils. 




Fig. 2,160. — Diagram of monocyclic system, showing lighting and power circuits. 



By various transformer connections it is possible to obtain 
a practically correct three phase relationship so that polyphase 
motors may be employed. 

In this system, two wires leading from the ends of the single 
phase winding in the alternator supply single phase current 
to the lighting load, a third wire connected to the end of the 
teaser being run to points where the polyphase motors are 
installed as shown in fig. 2,150. 

The monocyclic system is described at length in the chapter 
on alternators, Guide No. 5, pages, 1,156 to 1,159. 
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Two Phase Systems.— A two phase citcuit is equivalent to 

two single phase circuits. Either four or three wire may be 
employed in transmitting two phase current, and even in the 
latter instance the conditions are. practically the same as for 
single phase transmission, eacoepting the unequal current dis- 
tribution in the three wires. Fig. 2,151 shows a two phase 
four wire system. 
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Fig. 2,151. — Diagram of two phase four wire system. It is desirable for supplying current 
for lighting and power. The arrangement here Bhown should be used only for lines of 
short or moderate length, because oT the low voltage. Motors should be connected to a 
circuit separate from the lighting circuit to avoid drop on the latter while starting a 



Ques. For what service is the system shown in fig* 
2.151 desirable? 

Ans. It is adapted to supplying current for lighting and 

power at moderate or short distances. 

Bither 110 or 220 volts are ordmanly tised which is suitable for 
incandescent lighting and for constant prassore aic lamps, the lamps 
bebig ooone c tea sin^ ^ two inpeks. 
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Oues. Where current for both power and light are 
obtained from the same source how should the circuits 
be arranged ? 

Ans. A separate circuit should be employed for each, in 
order to avoid the objectionable drop and consequent dimming 
of the lights due to the sudden rush of current during the starting 
©f a motor. 
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Fig. 2.152. — Diagram of two phase three wire system. A wire is connected to one end of 
each phase winding as at A and B, and a third wire C, to the other end of both phases 
as shown. 

Disagreeable fluctuation of the lights are always met with when 
motors are connected to a lighting circuit and the effect is more marked 
with alternating current than with direct current, because most types of 
alternating current motor require a heavy current usually lagging con- 
siderably when starting. This not only causes a large drop on the 
line, but also reacts injuriously upon the regulation of transformers 
and alternators, their voltage falling much more than with an equal 
i non-inductive load. 



Ques. What voltage^ are ordinarily used on two phase 
lines of more than moderate length? 

Ans. For transmission distances of more than two or three 
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miles, pressures of from 1,000. to 2,000 volts or more are em- 
ployed to economize in copper. For long distance transmission 
of over fifty miles, from 30,000 to 100»000 volts and over are tised. 

Ques. For long distance transmission at 30,000 to 
40,000 volts, Y(hsLt additional apparatus Is necessary ? 

An& Step up and step down transformers. 
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Pig. 2,153.— Diagram illiutrating two phaae time wire tnuiimisston. The third wire C is 
attached to the connector between one end of phaie A. and phate B windings. 



Ques. Explain the method of transmitting, two phase 
current with three wires. 

Ans. The connections at the alternator are very simple as 
^own in fig. 2,152. One end of each phase winding is connected 

by the brushes a and b\ to one of the circuit wires, that is to 
A and B respectively. The other end of each phase winding is 
connected by a lead across brushes a' and 6, to which the third 
wire C is joined. 

The current and pressure conditions of this system are represented 
diagramatically in fig. 2,153. The letters correspond to those in fig. 
2,152, with which it should be compared. 
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As shown in the figure each coil is carrying 100 amperes at 1,000 
volts pressure. Since the phase difference between the two coils is 

90^ the voltage between A and B is V2 = 1.414 times that between 
either A or B and the common return wire C. 

The current in C is V2 = 1.414 times that in either outside wire A or 
B, as indicated. 

Ques. How should the load on the two phase three 
whre system be distributed? 

Ans. The load on the two phases must be carefully balanced. 




SINGLE PHASt MOTORS 

PiG- 2,154.— Dia^cram of two phase three wire system and connections for motors and light- 
ing circuits. 

Ques. Why should the power factor be kept high? 

Ans. A high power factor should be maintained in order to 
keep the voltage on the phases nearly the same at the receiving 
ends. 

Ques. How should single phase motors be connected 
and what precaution should be taken? 

Ans. Single phase motors may be connected to either or 

LiOOgl 
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both phases, but in such cases, no load should be connected 
between the outer wires otherwise the voltages on the different 

phases will be badly unbalanced. 



Fig, 2,154 shows a two phase three wire system, with two wire and 
three wire distribution circuits, illustratiiig the oonnectioa for li gl-^^ing 
and for one and two phase motors. 




Pig. 2,155. — Diagraxn of two phase system with four wire transmission and three wire dis- 
tribution. In the three wire circuits the relative pressures between conductors are as 
indicated; that is, the iweasure betweea the two outer wires A and B is 141 volts, when 
tiM pfswufa bifewwa mdh. cuter wire and fbe eeatfiil It 100 volts. 



Ques. Describe another method of transmission and 
distribution witli two pliase current. 

Ans. The current may be transmitted oii a four wire drctdt 
and distributed on three wire circuit as in hg. 2,155. 

The four wire transmission circuit is evidently equivalent to two 
independent single phase circuits. 

In changing from four to three wires, it is just as well to connect the 
two outside wires A and B together (fig. 2,152), as it is to connect a' 
and b. It makes no difference which two secondaiy wires are joined 
together, so long as the other wires of each tiaosEbnner aie connected 
to the otttside wins of the aeoondaiy systeai. 

Digitized by Google 



HAWKINS ELECTRICITY 



Ques. For what service is the two phase three wire 
system adapted? 

Ans. It is desirable for supplying current of minimum 
pressure to apparattis in the vicinity of transformers. It is more 
frequently used in connection with motors operating from the 
secondaries of the transformers. 

Ques. How should the third or common return wire 
be proportioned? 

Ans. Since the current in the common return wire is 41.4 per 
cent, higher than that in either of the other wires it must be of 
correspondingly larger cross section, to keep the loss equal. 




Figs. 2,156 and 2.157. — Coavcsatiooal diagrams illustratiiig staraad delta fe^^^/^^f^ three phase 
alternator amuiliiMB. 



Ques. What is the effect of an inductive load on the 
two phase three wire S3^tem and why? 

Ans. It causes an unbalancing of both sides of the system 
even though the energy load be equally divided. The self- 
induction pressure in one side of the system is in phase with 
the virtual pressure in the other side» thus distorting the cur- 
rent distribution in both circuits. 

Ques. Describe the two phase five wire system. 

Ans. A two phase circuit may be changed from four to five 
wires by arranging the transfonner connections as in fig. 2,158. 
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As shown, the secondaries of the transformers are joined in series and 
leads brought out from the middle point of each secondary winding 
and at the connection of the two windings, giving five wires. 

With 1,000 volts in the primary windings and a step down ratio of 
10 : 1, the pressure between A and C and C and E will be 100 volts 
and between the points and the oonnectioas B or D at the middle of 
the seoondaiy oous, SO volts. 

The piessareacioss the two outer wires A and B is» as in the three 

wire system, V2 or 1.41 times that from either outer wire to the mid- 
dle wire C, that is 141 volts* 

The pressure across the two wires connected to tlie middle of the 
coils, that is, across B and is 50X V2>b70.5 volts. 
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Fig. 2,168.— Two fihtae tour wire ttaiimuasion and five wire distribution iyttem. The rela- 
tive pcenoiet Mtween the various ooodncton are i ndica t ed in the dtasnun. 



Three Phase Systems.— There are various ways of ar- 
ranging the circuit for three phase current giving numerous 
three phase systems. 

1. With respect to the ntimber of wires tised they may be 

dassified as 

<t. Six wire; 
h. Pour wife; 
c* Three me. 
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2. With resx)ect to the coimectionSy as 

a. Star; 

b. Delta; 

c. Star delta; 

d. Delta star. 

The SIX wire system is shown in fig. 2,160. It is eqtiivalent 
to three independent single phase circuits. Such arrangement 
wotild only be iised in very rare instances. 




Pns. 2*160.— Tlaw phiM lis wire systflm. It is equivalent to tiuM independflofe liiigie pbaio 
ctfcdti and woidd be uaed only in yeiy xtn caaea* 

Ques. How can three phase cunent be transmitted 

by three conductors? 

Ans. The arrangement shown in fig. 2,160 may be resolved 
into three single circuits with a common or grounded return. 

When the circuits are balanced the sum of the current being zero 
no current will flow in the return conductor, and it may be dispensed 
with, thus giving the ordinary star or Y oonnected three wire dxcnit, 
as shown in fig. 2,163. The transfonnation from six to three wires 
being shown in figs. 2,161 to 2,163. 
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Figs. 2,161 to 2,t63. — E volution of the three phase three wire system. Pig. 2,161 is a eon* 

I ventional diaRram of the three phase six wire system shown in fig. 2.160. A wire is con- 
nected to both ends of each phase winding, givu.i^ six cunduciuis, or three independent 
two wire circuits. In place or the win s running from A, H, and C, they may be removed 
and each circuit provided with a ground return as shown in fig. 2.162 . The sum of the 
three currents being zero, or nearly zero, according to the degree of unbalancing, the 
ground return may be eliminated and the ends A, B, and C of tilA thxM irhitT WlodiBg 
connected, a& in tig. 2*163. giving the so called star poini. 
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Fig. 2,166 is a view of an ekmentaiy tbree phase three wiie star 
cxmnected alteniator. 



Que8. What are the pmsufe and cuirent rdations 

of the star connected three wh'e system? 

Ans. These are shown in the diagram^ £g. 2,166 and 2,167 




Figs. 2,164 and 2.16'). — Three phase four wire star comneeUd atternator and ooaventional 
diagram showing pressure and current relations. 




Figs. 2,166 and 2,167. — Three phase star connacfd alternator, and conventional diagram 
VOvnig pramuv zdAtiana. 
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Assuming 100 amperes and 1.000 volts in each phase udodittj;, tlw 
pressure between any two conductors is equal to the pressure in one 

winding multiplied by V3. that is 1,000X1732 = 1,732 volts. 

The current in each conductor is equal to the current in the wind* 
ing, or 100 amperes. 

Ques* Describe the delta connection. 

Ans. In the delta connection, the three phase coils are con- 
nected together forming an endless winding, leads being brotight 
out from these points. 



Fig. 2,168 shows a delta connected three phase alternator, the pres- 
sure and cunent xelataon being given in fig. 2,109* 




Pigs. 2.168 and 2,169. — Three phase delta connected alternator and conventional 
■hairing pimire and current relatioiii. 



Ques. What are the pressure and current relations 
of the delta connected three wire system? 

Ans. They are as shown in fig. 2,169. 

Assuming 100 amperes and 1,000 volts in each phase winding, the 
pressure between any two conductors is the same as the pressure in 
the winding, and the current in any conductor is equal to &6 current 

in the wuldi^sg multinlied by V3, that is 100 X 1.732- 173.2 aixq>ef«i^ 
that iSf disregming uie fraciaont 173 amperes. 
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Ques, What are the rdathre mefits of the star and 
delta oonnectiotis? 

Ans. The power output of each is the same, but the star 
ooimeGtion gives a higher line voltage, henoe smaller conductors 
maybetusedL 



When it is remembered that the cost of copper conductors is inversely 
as the square of the voltage, the advantage of the Y connected system 
can be seen at oaoe; 

Assuming that three trensfonneis axe used for a three phase system 

TNfice PHASE cmmcNT 

TWO .TRANSFORHERS 



T 

CONNECTION 




^00000000" 



J' \ 



Fig. 2,170. — T connection of transfnrmera in which three phase current is transformed with 
two transformers. The connections are clearly shown in the illustration. The voltaRO 
across one transformer is only 86.6% of that across the other, so that if each transformer 
be designed eipedaUy for its work one will have a xating ol .866EI and the other £1. 
Tbe combiiMd rates will thea be as compared with 1.782 BI for three single phase 
trsasfonaers oomected either star or ddta. 

of given voltage, each transformer, star connected, would be wound 

for 1 -i- V3 = 58% of the given voltage, and for full current. 

For delta connection, the winding o£ each transformer is for 68% of 
the current. Accordingly the turns required for star connection are 
Qt^ SS% of those required for delta connection. 

Ques. What Is the objection to the star connection 
for three phase work? 

Ans. It requires the use of three transformers, and if any^ . 
thing happea to oiie» the entire set is disabled. 
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Ques. Does this defect exist with the delta connection? 

Ans. No. 

One transformer may be cut out and the other two operated at full 
capacity, that is at f the capacity of the three. 

Ques. Describe the T connection. 

Ans- In this method two transformers are used for trans- 
forming three phase current. It consists in connecting one 
end of both windings of one transformer to the middle point of 
like windings of the other transformer as in fig. 2,170. 




Fig, 2,171. — Open delta connection or method of connecting two transformers in delta for three 
phase transformation. It is used when one of the three single phase delta connected trans- 
formers becomes disabled. 



Ques. What is the open delta connection? 

Ans. It is a method of arranging the connections of a bank 
of three deUa connected transformers when one becomes dis- 
abled as in fig. 2,171. 

Change of Frequency. — There are numerous instances 
' where it is desirable to change from one frequency to another, 
as for instance to join two systems of different frequency which 
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may supply the same or adjacent territory, or, in the case of a 
low frequency installation, in order to operate incandescent 
lights satisfactorily it would be desirable to increase the fre- 
quency for such circuits. This is done by motor generator sets, 
the motor taking its current from the low frequency circuit. 

Synchronous motors are generally used for such service as 
the frequency is not disturbed by load changes ; it also makes it 




Fig. 2^172. — Course of the Schaghticoke-Schenectady transmission line of the Schenectady Power 
Co. This transiiaission line carries practically the entire output of the Schaghticoke power 
house to Schenectady, N. Y., a distance of approximately 21 miles. The line consists 
of two separate three phase, 40cycle, 32.000volt circuits, each of 6,000 kw. normal capacity. 
These circuits start from opposite ends of the power house, and, after crossing the Hooeic 
River, are transferred by means of two terminal towers, fig. 2,173, to a single une of trans- 
mission towers. The two circuits are carried on these on opposite ends otthe cross arms, 
the three phases being superimposed. The power house ends of the line are held by six 
short ouaarangular steel lattice work anchor poles with their bases firmly embedded in con- 
crete, the cables being dead ended by General Electric disc strain insulators. This equipment, 
together with the lightning arrester horn gaps and the heavy line outlet insulators motinted 
on the roof of the power house, is shown in fitf. 2,174. While each circuit carries only 
6,000 kw. under normal conditions, either is capable of carrying the entire output of the 
station; in this case, however, the line losses are necessanly augmented.^ This feature 
prevent any interruption of the service from the failure of one of the circuits. There are 
altogether 197 transmission towers, comprising several distinct types. 



possible to use the set in the reverse order, that is, taking power 
from the high frequency mains and delivering energy at low 
frequency. 
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Ques. In the parallel operations of frequency changing 
Gets what is necessary to secure equal division of the load? 

Ans. The relative angular position of the rotating elements 
of motor and generator must be the same respectively in each set. 




Fig. 2.173. — Beginning of Schaghticoke-Schenectady transmission line; view showing transfer 
towers with power house in background. 



Ques. How is this obtained? 

Ans. Because of the mechanical difficulty of accurately 
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locating the parts, the 
equivalent result is se- 
cured by arranging the 
stationary element in 
one of the two machines 
so that it can be given 
a small angular shift. 



Transformation of 
Phases. — In alternat- 
ing current circuits it is 
frequently desirable to 
change from one ntmi" 
ber of phases to another. 
For instance, in the case 
of a converter, it is less 
expensive and more 
efficient to use one built 
for six phases than for 
either two or three 
phases. 

The numerous con- 
ditions met with neces- 
sitate various phase 
transformations, as 

1. Three phase to one 
phase; 

2. Three phase to two 
phase; 
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3. Tm phase to phase; 

4. Three phase to six phase. 

These transformations are accomplished by the numerous 
arrangements and combinations of the transformers. 




FlO. 2,175. — Three phaas to one phase tiansformation with two transformers. The diagruil 
■bows the necenuy conneetioiw and the relative pressures obtained. 

Three Phase to One Phase. — ^Tbis traasformation may be 
accomplished by the use of two transformers connected as in 

fig. 2,175 in which one end of one primary winding is connected 
to the middle of the other primary winding* and the second end 
of the first primary winding at a point giving 86.6 per cent, of 
that winding as shown. The two secondary windings are joined 
in series. 

Three Phase to Two Phase. — ^The three phase syst^ is 
universally used for long distance transmission, because it 
requires less copper than either the single or two phase systems. 
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For distribution, however, the two phase system presents 
certain advantages, thus, it becomes desirable at the distribution 

centers to change from three phase to two phase. This may be 
done in several ways. 

Ques. Describe the Scott cofuiectioii. 

Ans. Two transformers are used, one having a 10:1 ratio, 
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I 

Fig. 2.176. — ^The Scott connection for transforming from three phase to two phase. In this 
method one of the primary wires B of the .866 ratio transformer is connecte<l to the nu ldle 
of the other primary as at C, the ends of which are connected to two of the three phase 
wirat. The other plMw' wire is cooMCted at D« ths point giving the .SM ratio. The 
•ecoodary wina are connected as dumn. 

and the other, a j^V3 : 1, that is, an 8.66 : 1 ratio. The con- 
nections are arranged as in fig. 2,176. 

It is customary to emplpy standard transfomiers having the ratios 
10 : 1, aad 9 ; 1. 

Ques. What names are ^ven to the two transformers? 

Ans. The one having the 10 : 1 ratio is called the main 

transformer, and the other with the 8.66 : 1 ratio, the teaser 
transfomier* 
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In construction, the transformers may be made exactly alike so that 
either may be tised as main or teaser. 

In order that the connections may be properly and conveniently 
made, the primary wmdings should be provided with 50% and 86.6% 
taps. 




Ques. Describe another way of transforming from 
three to two phases. 

Ans. The transfonnation may be made by three star con- 
nected transformers, proportioning the windings as in fig. 2,177, 
from which it will be seen that two o£ the secondary windings 
are tapped at points corresponding to 57.7 per cent, of full 
voltage. 
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Three Phase to Six Pha8e•--^^hi8 transfonnatiQa is usually 
made for use with rotary converters and may be aocomi^hed 

in several ways. As these methods have been illustrated in 
the chapter on Converters (page 1,462), it is unnecessary to 
again discuss them here. Fig. 2,178, below shows the dtO" 
metrical connection for transf ormiog three phase to mx phase. 




COHVERTER 



Pig. 2,178. — Diagram of diametrical connection, three phase to six phase. It is obtained 
6y bringing both ends of each secondary windinti to opposite points on the rotary converter 
winding, utilmng the converter winding to give the six phases. This traasformatioa 
d pluiei any tAo be obtoined with tranifonnaw having two ■noondaiy windiiigfc 

Altemating Current Systems.— The saving in the cost 
of transmission obtained by using alternating instead of direct 
current is not due to any difference in the characteristics of the 
currents themselves, but to the fact that in the case of alter- 
nating current very high pressures may be employed, thus 
permitting ft given amount c£ energy to be transmitted with ft 
xdativdy small current. 
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In the case of direct current systems, commutator troubles 
limit the transmission pressure to about 1,000 volts, whereas 
with alternating current it may be commercially generated at 
pressures up to about 13,000 and by means of step up trans- 
formers, transmitted at 110,000 volts or more. 




Fig. 2,179. — End of Schaghticoke-Scheneciady trcinsmission line at Schenectady; view showing 
entrance bushings and lightning arrester horn gaps. 



Relative Weights of Copper Required by Polyphase 
Systems. — A comparison between the weights of copper re- 
quired by the different alternating current systems is rendered 
quite difficult by the fact that the voltage ordinarily measured 
is not the maximtim voltage, and as the insulation has to with- 
stand the strain of the maximum voltage, the relative value of 
copper obtained by calculation depends upon the basis of com- 
parison adopted. 
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As a general rule, the highest voltage practicable is used for 
long distance transmissioiiy axid a lower voltage for local dis- 
tribution. Purthermore, some polyphase sj^stems give a mul- 
tiplicity of voltages, and the question arises as to which of these 
voltages shall be considered the transmission voltage. 

If the transmission voltage be taken to represent that of the 
distribution circuit, and the polyphase system has as many 
independent circuits as there are phases, the system would 
represent a group of several single phase systems, and there 




FlC. 2,180.— Single r>h:ise line, used as basis of comparison in obtaining the relative weights of 
. oofiper leqmted by polyphass systems, as indicated in figs. 2.181 to 2,188. 



would be no saving of copper. Under these conditions, if the 
voltage at the distant end be taken as the transmission voltage, 
and the copper required by a single phase two wire system as 

shown in fig. 2,180, be taken as the basis of comparison, the 
relative weights of copper reqtiired by the various polyphase 
systems is given in figs. 2,181 to 2,188. 

In the case represented in fig. 2,180, if the total drop on the 
line be 100 volts, the generated voltage must be 1,100 volts, 
and the resistance of each line must be 50 1,000= .05 ohms. 
Calculated on this basis, a two phase four wire system is equiv- 
alent to two single phase systems and gives no economy of copper 
in power transmission over the ordinary single phase two wire 
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Figs. 2.181 to 2,lS8. — Cizcuit dMoraou ahowiag relative oopper economy ol various 
current eysteou. 
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system. This is the case also with any of the other two phase 
systems, except the two phase three wire system. 

In this system two of the four wires of the four wire two phase sys- 
tem are replaced by one of full cross section. 

The amount of copper required, when compared with the single 
phase system, will differ considerably according as the comparison is 
based on the highest voltage permissible for any given distribution, 
or on the minimum voltage for low pressure service. 




Fig. 2,189. — Twin circuit ""aermotor" towers carrying 44.000 volt conductors (Southern 
Power Co.). These towers vary in height from 3.5 to 50 fe«t, and the circuits are trans- 
posed every 10 miles. The towers arc assembled on the ground and erected by means of 
gin jjoles. They are normally spaced 500 feet apart with a sag of 6 feet S inches. The 
mimmum distance between towers is 300 feet and the maximum 700 feet. 

If E be the greatest voltage that can be used on account of the insu- 
lation strain, or for any other reason, the pressure between the other 
conductors of the two phase three wire system must be reduced to 

Eh- V2. 

The weight of copper required under this condition is 145.7% that 
of the single phase copper. 

On the basis of minimum voltage, the relative amount of copper 
required is 72.9^ that of the single phase system. 
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Figs, 2,187 and 2,188 are two examples of three phase four wire sys- 
tems. The relative amount of copper required as compared with the 
single phase system depends on the cross section of the fourth wire. 
The arrangement shown in fig. 2,188, where the fourth wire is only 
half size, is used only for secondary distribution systems. 



Choice of Voltage. — In order to properly determine the 
voltage for a transmission system there are a ntimber (if 




Fig. 2,190. — General Electric standard tower for high tension three phase transmission line. 
Pig. 2,191. — General Electric transposition tower for nigh tension thre« phase transmission Una 
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conditions which must be considered in order that the economy 
of the entire installation shall be a maximum. 

The natiire of the diversely various factors which affect the 
problem makes a mathematical expression difficult and tinsat- 
isfactory. 

Ques. What is the relation between the cross sec- 
tional area of the conductors and the voltage? 

Ans. For a given circuit, the cross sectional area of the 
conductors, or weight varies inversely as the voltage. 




Pig. 2.102.— General Electric staodard tower under construction. 

Ques. Would the highest possible voltage then be used 
for a transmission line? 

Ans. The most economical voltage depends on the length 
of the line and the cost of apparatus. 

For instance, alternators, transformers, insulation and circuit control 
and lightning protection devices become expensive when manufac- 
tured for very high pressures. Hence if a very high pressure were used, 
it would involve that the transmission distance be great enough so 
that the extra cost of the high pressure apparatus would be offset by 
the saving in copper effected by using the high pressure. 
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In the case of the longest lines, from about 100 miles up, the saving 
in copper with the highest practicable voltage is so great that the 
increase in other expenses is rendered comparatively small. 

In the shorter lines as those ranging in length from about one mile 
to 50 or 75 miles, the most suitable voltage must be determined in 
each individual case by a careful consideration of all the conditions 
involved. No fixed rule can be established for proper voltage based 
on the length, but the following table will serve as a guide: 




Pig. 2,193. — Line of the Schenectady Power Company crossing the tracks of the Boston and 
Maine Railroad near Schaghticoke. 



Usual Transmission Voltages 



Length of line 
in miles 


Voltage 


1 


600 to 1,000 


1 to 2 


1,000 to 2,300 


2 to 3 


2,300 to. 6,600 


3 to 10 


6,600 to 13,200 


10 to 15 


13,200 to 22,000 


15 to 20 


22,000 to 44.000 


20 to 40 


44,000 to 66,000 


40 o 60 


66,000 to 88,000 


60 to 100 


88,000 to 110,000 
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Ques. What are the standard voltages for alternating 
current transmission circuits? 

Ans. 6,600, 11,000, 22,000, 33,000, 44,000, 66,000, 88,000. 

^ Tbe amount of power to be transmitted determines, in a measure, tlie 
Umit of line voltage. If the most economical voltage considered from 
the point of view of the line alone, be somewhere in excess of 13,200, 
step up tiansformers must be employed, since the hij^iest voltage for 




Fig. 2,194.~View of a three phase, 2.300 volt. 60 cycle line at Chuy, N. Y. The cut Nut 18 

transmitted at the alternator voltage 2?^^ miles over the single circuit pole line. The 
Doles are of cedar with fir cross arms, and are fitted with pin insulators. They are from 
35 to 40 feet high and are spaced at an average of about 120 feet. The conductors are 
bare copper wire No. 00 fi. & S. The alternators consist of one 60 kw., and one 100 lew. 
Genenu Blecttic macihinwi. 

which standard alternators are manufactured is 13,200. In a given case, 
the saving in conductor by using the higher voltage may be more ttuoi 
offset by the increased cost of transforaierSy and the questioii must be 
determined for each case. 



Ques* What are the standard tram 
Ans. Mtdtiples of 5 or 10. 



ratios? 
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Mixed Current Systems. — It is often desirable to transmit 
electrical energy in the form of alternating current, and dis- 
tribute it as direct current or vice versa. 

Such systems may be classed as mixed current systems. The 
usual conversion is from alternating current to direct current 
because of the saving in copper secured by the use of alter- 
nating current in transmission, especially in the case of long 




Pig. 2,198. — Example of converter sub-station, showing the Brooklyn Edison Co. Madison 
' sub-station. The transformers are seen on the left, the converter shown at the right is a 
Westinghouse synchronous booster rotary converter, consisting of a standard rotary con- 
verter m combination with a revolving armature alternator movmted on the same shaft 
with the converter and having the same number of pole. The function of the machine 
is to convert and regulate the pressure. By varying the field excitation of the alternator, 
the A.C. voltage impressed on the rotary converter proper can be increased or decreased as 
desired. Thus, the B.C. voltage delivered by the converter is varied accordingly. ^ This 
type of converter is well adapted for any application for which a relatively wide variation, 
either automatic or non-automatic, in direct current voltage is necessary. Also especially 
for serving incandescent lighting systems where considerable voltage variation is required 
for the compensation of drop in long feeders, for operation in parallel with storage batteries 
and for electrolytic work where extreme variations in voltage are required by changes in 
the resistance of the electrolytic cells. 



distance lines. Such conversion involves the use of a rotary 
converter, motor generator set, or rectifier, according to the 
conditions of service. 
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The suburban t]x>Uey forms a good example of a ni^ 

m which alternating current is generated at the central statioy^ j 
and transmitted to sub-stations, where it is transformed to lo^ 
pressure, and converted into direct current for use on the line 
Fig. 2,195 shows the interior of a sub-station of this kind. 

Ques. What direct current pressure is usually em< 
ployed on traction lines? 

Ans. 500 volts. 

Ques. Mention another important service performed 
by a mixed system. 

Ans. If the generator furnish alternating current it must be 
converted into direct current in order to charge storage batteries. 
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